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1.0 INTRODUCTION

Oak Consulting Group has prepared the following Stormwater Management Study for the
proposed Paradise Valley Club development. The objective of this study was to engineer a drainage
design using Best Management Practices (BMPs) that meet the Stormwater Management Standards set
forth in the Massachusetts Department of Environmental Protection’s (MA DEP’s) Stormwater Policy
and standard engineering practice.

The Project Area is located on a residential property also historically used as a horse farm, with
access from Grove Street. The site is bounded by Grove Street to the north, Baiting Brook to the west,
Winch Street to the south, and residential property to the east. The project consists of an Open Space
Preservation Development with a new residential condominium with associated drives, utility, landscape,
and drainage improvements.

The total area of disturbance is approximately 14.0 acres. Portions of the proposed work area are
within buffers to wetlands resource areas subject to protection under the Wetlands Protection Act and the
local bylaw. The project has been designed to minimize and mitigate disturbance in these buffers and to
help protect the abutting resource areas.

1.1 Existing Conditions

The site of the proposed project is a +/-49.45-acre parcel situated between Grove Street and
Winch Street on a residential property historically used as a horse farm. The site has a man-made pond
near the center of the site and bordering vegetated wetlands in the southern portion of the site and along
the eastern boundary adjacent to Baiting Brook. Portions of the site are subject to protection by the
200-foot Riverfront Area buffer to Baiting Brook.

The northern portions of the site are developed with a residential dwelling, several accessory use
buildings, supporting driveways, parking areas and other miscellaneous site improvements. A majority of
remainder of the site is in a natural state with several grassed pasture areas and a gravel road cutting
through the site from north to south. The site is sloped generally to the southeast and southwest with a
hydraulic break line bisecting the site. Areas which are not developed with impervious surfaces are
generally comprised of grassed areas and woods.

The site characterized by two watershed areas. Stormwater from the western portion of the site
(Subcatchment 1 and 4) flows to the southwest and is collected in the Baiting Brook and an existing pond
to the south. Stormwater from the eastern portion of the site (Subcatchments 2 and 3) flows to the
southeast and is collected by the man-made pond on the site and wetlands along the eastern property
boundary.

1.2 Site Geology and Hydrogeology

The NRCS has documented the site as having a wide range of soils types from Merrimac Fine
Sandy Loam with a Hydrologic Soil Group (HSG) A designation to Whitman Fine Sandy Loam and
Hollis-Rock outcrop with a HSG D designation. The NRCS delineation of the soils was digitized onto the
site survey so the soil group for each ground coverage area within a subcatchment will correspond with
the published soils data and is shown on the enclosed sheets watershed plans. A copy of the NCRS soils
map and HSG’s is enclosed in Appendix E.
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13 Proposed Conditions

The project proposes construction of 39 single family homes along with approximately 2,300
linear feet of road, new driveways, utilities and drainage infrastructure. The drainage system has been
designed to manage stormwater and mitigate the impacts of development to runoff from the site.

The proposed drainage design uses both closed drainage and LID style country drainage to
convey stormwater. To mitigate increases in runoff, site drainage will be detained and infiltrated through
surface basins as well as subsurface systems. The runoff from the proposed houses will be directed to
subsurface infiltration chambers which have been size to retain up to the 100-year storm event.
Infiltration of stormwater will effectively mimic the pre-development drainage condition by helping to
control the rate and volume of runoff from the site and recharging runoff generated by new impervious
areas to the ground.

Stormwater treatment is provided primarily through the use pre-treatment devises such as deep
sump catch basins and grassed swales prior to directing runoff to detention/infiltration basins spread
throughout the project area. These stormwater treatment areas are designed to capture, retain and treat at
least the prescribed treatment volume of a half inch of runoff from impervious areas, known as the “first
flush.” Additional treatment is provided by Stormceptor treatment units to ensure all stormwater
generated by the roadway areas are treated prior to discharge.

14 Methodology

Drainage conditions of the project area were analyzed in both the pre-development and post-
development condition using the computer program HydroCAD. This program utilized the SCS TR-20
drainage model to generate estimated peak rates of runoff for the Subcatchment areas modeled. The
pre-development analysis divided the site into four sub-catchments based on the locations of drainage
discharges from the site. In the post-development analysis these subcatchment areas were broken down to
several smaller subcatchment areas to analyze the proposed BMP’s for the project, while keeping the
same points of discharge used in the Pre-development analysis. The Pre-Development Subcatchment
Plans and Post-Development Subcatchment Plans depicting the sub-areas analyzed can be found in
Appendices A and B, respectively.
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2.0 STORMWATER MANAGEMENT STANDARDS

The plans included with this drainage study present the existing and proposed storm drain
systems and erosion control measures proposed for the project. The stormwater BMPs were designed to
meet and exceed the performance standards of the Stormwater Policy. The measures taken to address
each of the standards are presented below.

2.1 No New Untreated Discharges (Standard 1)

The proposed project will not result in new untreated discharges. Runoff from the proposed
project area and new impervious areas will be captured, treated to remove total suspended solids (TSS),
and infiltrated on site. Treated runoff not infiltrated on site will be discharged at a rate not to exceed and
at approximately the same location as the pre-development condition.

2.2 Peak Rate Attenuation (Standard 2)

The Post-development rate and volume of runoff from the site will be less than the Pre-
development Conditions. HydroCAD stormwater calculations for the 25- and 100-year design storms are
provided in Appendices A and B, and the 2- 10- 25-, and 100-year storm events are summarized in the
table below. The existing and proposed drainage conditions were evaluated at the point of discharge to the

pond.

Table 2.2.1 - Rate of Discharge from Site

Peak Rate of Peak Rate of Peak Rate of Peak Rate of
Runoff for Runoff for Runoff for Runoff for
2-Year Storm 10-Year Storm 25-Year Storm 100-Year Storm
Event (3.1'") Event (4.6"") Event (5.5") Event (7.3')
Pre/Post Pre/Post Pre/Post Pre/Post
West 4.19/3.95 cfs 16.70/14.86 cfs 27.18/24.11 cfs 51.42/44.12 cfs
East 7.13/7.28 cfs 14.12/14.02 cfs 18.94/18.66 cfs 82.86/76.07 cfs
Total Site 8.82/7.83 cfs 27.14/21.44 cfs 41.48/33.38 cfs | 130.86/118.47 cfs
Total Site -11% -21% -20% -9%
Change
Table 2.2.2 — VVolume of Runoff from Site
Volume of Volume of Volume of Volume of
Runoff for Runoff for Runoff for Runoff for
2-Year Storm 10-Year Storm 25-Year Storm 100-Year Storm
Event (3.1') Event (4.6") Event (5.5") Event (7.3')
Pre/Post Pre/Post Pre/Post Pre/Post
West 0.618/0.641 acft 1.737/1.737 acft | 2.646/2.644 acft | 4.767/4.705 acft
East 0.540/0.545 acft 2.023/1.994 acft | 3.276/3.214 acft | 6.004/5.870 acft
Total 1.158/1.186 acft 3.761/3.743 acft | 5.922/5.858 acft | 10.771/10.575 acft
Total Site 2% 0% -1% -2%
Change
Project 13005
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As shown above, there will be a net decrease in the rate and volume of runoff to from the site in
the post-development condition with the exception of a small increase in the volume of runoff from the
site from the 2-year storm.

2.3 Groundwater Recharge (Standard 3)

The performance standards require an approximate restoration of groundwater recharge in post-
development conditions. Soil data was obtained from the NRC Web Soil Survey. On-site soils within the
development area were classified as HSG A, HSG B and HSG D soils. Below is a calculation of the
required recharge volume for the new site impervious area in each of these soil groups.

Volume required in HSG A Soils
13,708 sf x (0.6 in) / (12 in/ft) = 685.4 cubic feet

Volume required in HSG B Soils
55,215 sf x (0.35in) / (12 in/ft) = 1,610.4 cubic feet

Volume required in HSG D Soils
31,441 sf x (0.1 in) / (12 in/ft) = 262.0 cubic feet

Total recharge volume required = 2,557.8 cubic feet

The project will use surface and subsurface infiltration basins for stormwater treatment and
groundwater recharge. These basins were sized to capture and hold greater than the required stormwater
recharge volume for the site. The total recharge volume for the proposed drainage system was calculated
to be 4,118 cf, exceeding the required volume of 2,557.8 cf.

Additional proposed impervious areas will consist of the proposed houses. Below is a calculation
of the required recharge volume for the impervious area related to the proposed houses in each of the soil
groups.

Volume required in HSG A Soils
13,938 sf x (0.6 in) / (12 in/ft) = 696.9 cubic feet

Volume required in HSG B Soils
47,094 sf x (0.35in) / (12 in/ft) = 1,373.6 cubic feet

Volume required in HSG D Soils
20,868 sf x (0.1 in) / (12 in/ft) = 173.9 cubic feet

Total additional recharge volume required = 2,244.4 cubic feet

Each of the 39 proposed houses will be connected to a subsurface infiltration system consisting of
8 HDPE chambers embedded in stone. Each of these systems will have a total storage capacity of 741 cf.
The recharge volume for the chamber systems was calculated to be 28,899 cf (=39x741 cf), exceeding the
additional required volume of 2,244.4 cf.
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2.4 Water Quality (Standard 4)

Runoff generated by the site will be treated to remove at least 80 percent of the total annual load
of Total Suspended Solids (TSS). Runoff from the new driveway areas will be directed to deep sump
catchbasins or grassed swales to pretreat runoff prior to discharging to infiltration basins. Stormwater
from the basins and the closed drainage system will be routed through a stormwater treatment unit then
discharged to a natural filter strip at least 100 feet long prior to discharge from the site.

25 Land Use with Higher Potential Pollutant Loads (LUHPPLS) (Standard 5)

The proposed project involves the construction of a residential development. This use is not
associated with higher potential pollutant loads.

2.6 Critical Areas (Standard 6)
The site does not contain critical environmental resource areas.

2.7 Redevelopments and Other Projects Subject to the Standards Only to the Maximum Extent
Practicable (Standard 7)

A “redevelopment” project is defined in the MA DEP Stormwater Policy as: “Development,
rehabilitation, expansion, and phased projects on previously developed sites, provided the redevelopment
results in no net increase in impervious area.”

The proposed project does not meet this definition of a redevelopment project and the proposed
stormwater management system is in full compliance with stormwater regulations for new development
projects.

2.8 Construction-Period Pollution Prevention and Erosion and Sedimentation Control (Standard 8)

Below is a summary of the erosion and sediment control procedures. Additional detail can be
found on Sheet C-500, Erosion Control Notes, and details provided on the project plans.

Land-disturbing activities proposed under this project will include the items listed in, and be
sequenced according to, the following preliminary construction schedule:

1. Installation of temporary erosion controls (hay bales, sedimentation barriers, and
catchbasin inlet protection).

2. Clearing and grubbing. Stockpile topsoil.

3. Excavation, grading, construction of drainage system, and stabilization.
4. Construction of roadways and utilities.
5. Construction of buildings, landscaping, and final stabilization.
6. Removal of temporary erosion controls and any trapped sediment.
Project 13005 Page 5
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Erosion/sediment controls will be in place throughout the site during all phases of construction.
All existing catchbasins in the project area will have a silt basket installed under the grate. The
Contractor shall be responsible for checking all of the erosion/sediment control measures periodically and
after every storm. The Contractor shall repair, replace, and maintain all erosion/sediment control
measures throughout construction until all disturbed areas have been stabilized. Efforts will be made to
establish vegetative cover over all disturbed areas as soon as possible after the work in that area is
complete. All disturbed areas will be treated with a 4-inch depth of loam and seed.

The occurrence of an extended shutdown during the construction phase of this project is not
anticipated and is unlikely. Should unexpected events dictate, measures will be taken to stabilize the
disturbed areas of the site as a last construction activity before the start of an extended shutdown. These
measures will include careful planning of the immediate construction schedule so that further land
disturbance is kept to a minimum and the re-stabilization of existing disturbed areas is maximized prior to
the extended shutdown. Other measures will include the reinforcement and repair of all erosion/sediment
controls in place at the time of the extended shutdown.

2.9 Operation and Maintenance Plan (Standard 9)
See Appendix D.
2.10  Prohibition of Illicit Discharges

Illicit discharges are prohibited.
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APPENDIX A
Pre-Development Drainage Calculations
Paradise Valley Club

Grove/Winch Street
Framingham, Massachusetts

Oak Consulting Group
Project 13005



Site:

PARADISE VALLEY

CLUB

1060 GROVE STREET
FRAMINGHAM, MASSACHUSETTS

Prepared for:

BENCHMARK ENGINEERING CORP.

120 QUARRY DRIVE
MILFORD, MASSACHUSETTS 01757

SUBCATCHMENT NUMBER
NRC HRDROLOGIC

SOIL GROUP

LEGEND
= e s s m SUBCATMENT BOUNDARY

@

= s s mm m NRC SOIL BOUNDARY

I EE% )

= = =— — — DRAINAGE FLOW PATH

160
|

9/23/16

6/27/16
Date

1”:80’

P.O. Box 1123
Newburyport, MA 01950
Ph. 978.312.3120

SCALE in FEET

Oak Consulting Group

PRE-DEVELOPMENT

GENERAL REVISIONS

REVISED SEWER
Revision/Issue

Checked by:

PFA

Approved by:

PFA

December 8, 2015

Date:

SUBCATCHMENT PLAN

No.

Design by:

SPM

Drawn by
Project:
13005

SPM

DR-100

Sheet:

EXISTING CONDITIONS NOTES:

VERTICAL DATUM REFERS TO NGVD 1929.

1.

2. THE WETLAND BOUNDARIES SHOWN HERON ARE BASED WETLANDS FLAGS SURVEY LOCATED BY GUERRIERE & HANLON AND
PROVIDED TO OCG IN THE SUMMER OF 2016.

3. EXISTING CONDITIONS AND TOPOGRAPHIC INFORMATION SHOWN HERON WAS PROVIDED BY BENCHMARK ENGINEERING.

~

NN N>
N~ ~
\\\\\

AN
N~

NN\ N
ANANEN
NN\

—_—— e —

—_— —_— e — — — —

- —_—
— — —_—

43S 000'00LF

— . - —_— — —

Didng Nvsns

N

Lttt

ittt

tirtrtrtrtietiut

[S8000" SRRRRRRARRRRRRANARRGRR ...

\

L1

-~

ittt

1
Lt
LU

NN NNRNRRERRRRRRRERRARERN

rertrtrrrrrrrrrrirereeeteiiiy
SRtrrerrrtrrrerretreie

n, - —— — —
— — — —
— — — — —

\\ \ AN
\ )\ \\\\ h
\ ~
\\\\\t

\
\

[RR00RRRARAN
ettt
000NN 0RRRRGRN

ittt
ittt

\
\

LTINS

RN\ A\
NN\
NN

ittt

~

\

N\
N
\
(7
/

1111111111\\ \\
— —~ — — r— r— —" — — —
— ettt ettt e e A ) V

ittt

ittt

ittt
ittt

11
11
11
11
11
11
11
1
N

1
1
1
1
1
1
1

AN

000NN 0RRRRGRN

111
i

APPROVED BY THE

——

FRAMINGHAM PLANNING BOARD

N~
~ s
Y
; 7 {
N~
NS
S\\:\
\\\\://,\\
AN \
\
™
¢ \
INT N
N\




w Pre West

Pre 4

@ Reach

Pre 2
A o Pro
pA
Pre 1 Existing Pond Pre East
Pre East
Pre West Pond Pre
Pre

Routing Diagram for 13005 PRE-POST OSPD
Prepared by {enter your company name here}, Printed 9/22/2016
HydroCAD® 10.00 s/n 01151 © 2013 HydroCAD Software Solutions LLC




13005 PRE-POST OSPD
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Area Listing (selected nodes)

Area CN Description
(acres) (subcatchment-numbers)
1.212 39 >75% Grass cover, Good, HSG A (Pre 1)
10.866 61 >75% Grass cover, Good, HSG B (Pre 1, Pre 2)
0.373 74 >75% Grass cover, Good, HSG C (Pre 1)
1.817 80 >75% Grass cover, Good, HSG D (Pre 2, Pre 3)
0.524 96 Gravel surface, HSG B (Pre 1, Pre 2, Pre 3)
0.232 96 Gravel surface, HSG D (Pre 3)
3.046 98 Unconnected pavement, HSG B (Pre 1, Pre 2, Pre 3, Pre 4)
0.143 98 Unconnected pavement, HSG C (Pre 1)
0.721 98 Unconnected pavement, HSG D (Pre 2)
2.667 32 Woods/grass comb., Good, HSG A (Pre 1, Pre 2)
14.515 58 Woods/grass comb., Good, HSG B (Pre 1, Pre 2, Pre 3, Pre 4)
1.401 72 Woods/grass comb., Good, HSG C (Pre 1)
9.303 79 Woods/grass comb., Good, HSG D (Pre 1, Pre 2, Pre 3)
46.818 66 TOTAL AREA



13005 PRE-POST OSPD

Prepared by {enter your company name here}
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Printed 9/22/2016
Page 3

Soil Listing (selected nodes)

Area Soil Subcatchment
(acres) Group Numbers
3.879 HSG A Pre 1, Pre 2
28.950 HSG B Pre 1, Pre 2, Pre 3, Pre 4
1.916 HSG C Pre 1
12.073 HSG D Pre 1, Pre 2, Pre 3
0.000 Other
46.818 TOTAL AREA
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Ground Covers (selected nodes)
HSG-A HSG-B HSG-C HSG-D Other Total Ground Subcatchment
(acres) (acres) (acres) (acres) (acres) (acres) Cover Numbers
1.212 10.866 0.373 1.817 0.000 14.268 >75% Grass cover, Good Pre 1,
Pre 2,
Pre 3
0.000 0.524 0.000 0.232 0.000 0.757 Gravel surface Pre 1,
Pre 2,
Pre 3
0.000 3.046 0.143 0.721 0.000 3.909 Unconnected pavement Pre 1,
Pre 2,
Pre 3,
Pre 4
2.667 14.515 1.401 9.303 0.000 27.885 Woods/grass comb., Good Pre 1,
Pre 2,
Pre 3,
Pre 4
3.879 28.950 1.916 12.073 0.000 46.818 TOTAL AREA



13005 PRE-POST OSPD Type Il 24-hr 2-YR Rainfall=3.20"
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Time span=5.00-20.00 hrs, dt=0.05 hrs, 301 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Dyn-Stor-Ind method - Pond routing by Dyn-Stor-Ind method

SubcatchmentPre 1: Pre 1 Runoff Area=991,957 sf 7.10% Impervious Runoff Depth>0.32"
Flow Length=685" Slope=0.0620"'/" Tc=16.3 min Ul Adjusted CN=59 Runoff=4.14 cfs 0.609 af

SubcatchmentPre 2: Pre 2 Runoff Area=768,117 sf 12.39% Impervious Runoff Depth>0.70"
Flow Length=1,202' Slope=0.0640"/" Tc=18.9 min Ul Adjusted CN=69 Runoff=9.64 cfs 1.025 af

SubcatchmentPre 3: Pre 3 Runoff Area=268,019 sf 1.00% Impervious Runoff Depth>1.05"
Flow Length=621" Slope=0.0780"/" Tc=8.8 min CN=76 Runoff=7.13 cfs 0.540 af

SubcatchmentPre 4: Pre 4 Runoff Area=11,316 sf 17.44% Impervious Runoff Depth>0.39"
Flow Length=103" Slope=0.0530"/" Tc=6.0 min Ul Adjusted CN=61 Runoff=0.08 cfs 0.008 af

Reach Pre: Pre Inflow=8.82 cfs 1.158 af
Outflow=8.82 cfs 1.158 af

Reach Pre East: Pre East Inflow=7.13 cfs 0.540 af
Outflow=7.13 cfs 0.540 af

Reach Pre West: Pre West Pond Inflow=4.19 cfs 0.618 af
Outflow=4.19 cfs 0.618 af

Pond East Pond: Existing Pond Peak Elev=263.12' Storage=44,593 cf Inflow=9.64 cfs 1.025 af
Outflow=0.00 cfs 0.000 af

Total Runoff Area = 46.818 ac Runoff Volume = 2.183 af Average Runoff Depth = 0.56"
91.65% Pervious =42.909 ac  8.35% Impervious = 3.909 ac
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Summary for Subcatchment Pre 1: Pre 1

Runoff = 414 cfs @ 12.39 hrs, Volume= 0.609 af, Depth> 0.32"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 2-YR Rainfall=3.20"

Area(sf) CN Adj Description

64,222 98 Unconnected pavement, HSG B
6,212 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
15,583 96 Gravel surface, HSG B
0 96 Gravel surface, HSG D
115,244 32 Woods/grass comb., Good, HSG A
52,781 39 >75% Grass cover, Good, HSG A
334,157 58 Woods/grass comb., Good, HSG B
284,524 61 >75% Grass cover, Good, HSG B
61,008 72 Woods/grass comb., Good, HSG C
16,255 74 >75% Grass cover, Good, HSG C
41,971 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

991,957 60 59 Weighted Average, Ul Adjusted
921,523 57 57 92.90% Pervious Area
70,434 98 98 7.10% Impervious Area

70,434 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
16.3 685 0.0620 0.70 Lag/CN Method, Pre 1

Summary for Subcatchment Pre 2: Pre 2

Runoff = 9.64 cfs @ 12.30 hrs, Volume= 1.025 af, Depth> 0.70"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Adj Description

63,792 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
31,406 98 Unconnected pavement, HSG D
4,316 96 Gravel surface, HSG B
0 96 Gravel surface, HSG D
930 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
236,613 58 Woods/grass comb., Good, HSG B
188,779 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
167,331 79 Woods/grass comb., Good, HSG D
74,950 80 >75% Grass cover, Good, HSG D

768,117 71 69 Weighted Average, Ul Adjusted
672,919 67 67 87.61% Pervious Area
95,198 98 98 12.39% Impervious Area

95,198 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
18.9 1,202 0.0640 1.06 Lag/CN Method, Pre 2

Summary for Subcatchment Pre 3: Pre 3

Runoff = 713 cfs @ 12.14 hrs, Volume= 0.540 af, Depth> 1.05"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 2-YR Rainfall=3.20"

Area (sf) CN Description

2,674 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
2,943 96 Gravel surface, HSG B
10,114 96 Gravel surface, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
52,154 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
195,915 79 Woods/grass comb., Good, HSG D
4,219 80 >75% Grass cover, Good, HSG D
268,019 76  Weighted Average
265,345 76  99.00% Pervious Area
2,674 98 1.00% Impervious Area
2,674 100.00% Unconnected
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Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)

8.8 621 0.0780 1.18 Lag/CN Method, Pre 3
Summary for Subcatchment Pre 4: Pre 4

Runoff = 0.08 cfs @ 12.13 hrs, Volume= 0.008 af, Depth> 0.39"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 2-YR Rainfall=3.20"

Area (sf) CN Adj Description

1,974 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 96 Gravel surface, HSG B
0 96 Gravel surface, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
9,342 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

11,316 65 61 Weighted Average, Ul Adjusted
9,342 58 58 82.56% Pervious Area
1,974 98 98 17.44% Impervious Area
1,974 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)

3.4 103 0.0530 0.50 Lag/CN Method, Pre 4

34 103 Total, Increased to minimum Tc = 6.0 min

Summary for Reach Pre: Pre

Inflow Area = 46.818 ac, 8.35% Impervious, Inflow Depth > 0.30" for 2-YR event
Inflow = 8.82cfs@ 12.18 hrs, Volume= 1.158 af
Outflow = 8.82cfs@ 12.18 hrs, Volume= 1.158 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Pre East: Pre East

Inflow Area = 23.786 ac, 9.45% Impervious, Inflow Depth > 0.27" for 2-YR event
Inflow = 713 cfs @ 12.14 hrs, Volume= 0.540 af
Outflow = 713 cfs @ 12.14 hrs, Volume= 0.540 af, Atten=0%, Lag= 0.0 min
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Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Pre West: Pre West Pond

Inflow Area = 23.032 ac, 7.22% Impervious, Inflow Depth > 0.32" for 2-YR event
Inflow = 419 cfs@ 12.39 hrs, Volume= 0.618 af
Outflow = 419 cfs@ 12.39 hrs, Volume= 0.618 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Pond East Pond: Existing Pond

Inflow Area = 17.634 ac, 12.39% Impervious, Inflow Depth > 0.70" for 2-YR event

Inflow = 9.64 cfs @ 12.30 hrs, Volume= 1.025 af

Outflow = 0.00cfs@ 5.00 hrs, Volume= 0.000 af, Atten=100%, Lag= 0.0 min
Primary = 0.00cfs@ 5.00 hrs, Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=263.12' @ 20.00 hrs Surf.Area= 48,405 sf Storage= 44,593 cf

Plug-Flow detention time= (not calculated: initial storage exceeds outflow)
Center-of-Mass det. time= (not calculated: no outflow)

Volume Invert Avail.Storage Storage Description

#1 262.00' 64,223 cf Custom Stage Data (Prismatic)Listed below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store

(feet) (sqg-ft) (cubic-feet) (cubic-feet)

262.00 31,406 0 0

263.50 54,224 64,223 64,223
Device Routing Invert Outlet Devices

#1  Primary 263.30' 70.0'long x 5.0" breadth Broad-Crested Rectangular Weir

Head (feet) 0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60 1.80 2.00
2.50 3.00 3.50 4.00 4.50 5.00 5.50

Coef. (English) 2.34 2.50 2.70 2.68 2.68 2.66 2.65 2.65 2.65
2.65 2.67 2.66 2.68 2.70 2.74 2.79 2.88

Primary OutFlow Max=0.00 cfs @ 5.00 hrs HW=262.00" TW=0.00" (Dynamic Tailwater)
t_1=Broad-Crested Rectangular Weir( Controls 0.00 cfs)
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Time span=5.00-20.00 hrs, dt=0.05 hrs, 301 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Dyn-Stor-Ind method - Pond routing by Dyn-Stor-Ind method

SubcatchmentPre 1: Pre 1 Runoff Area=991,957 sf 7.10% Impervious Runoff Depth>0.90"
Flow Length=685" Slope=0.0620"/" Tc=16.3 min Ul Adjusted CN=59 Runoff=16.52 cfs 1.715 af

SubcatchmentPre 2: Pre 2 Runoff Area=768,117 sf 12.39% Impervious Runoff Depth>1.52"
Flow Length=1,202' Slope=0.0640"'/ Tc=18.9 min Ul Adjusted CN=69 Runoff=22.81 cfs 2.239 af

SubcatchmentPre 3: Pre 3 Runoff Area=268,019 sf 1.00% Impervious Runoff Depth>2.05"
Flow Length=621" Slope=0.0780"/" Tc=8.8 min CN=76 Runoff=14.12 cfs 1.049 af

SubcatchmentPre 4: Pre 4 Runoff Area=11,316 sf 17.44% Impervious Runoff Depth>1.02"
Flow Length=103" Slope=0.0530"/" Tc=6.0 min Ul Adjusted CN=61 Runoff=0.30 cfs 0.022 af

Reach Pre: Pre Inflow=27.14 cfs 3.761 af
Outflow=27.14 cfs 3.761 af

Reach Pre East: Pre East Inflow=14.12 cfs 2.023 af
Outflow=14.12 cfs 2.023 af

Reach Pre West: Pre West Pond Inflow=16.70 cfs 1.737 af
Outflow=16.70 cfs 1.737 af

Pond East Pond: Existing Pond Peak Elev=263.37' Storage=57,488 cf Inflow=22.81 cfs 2.239 af
Outflow=3.27 cfs 0.974 af

Total Runoff Area = 46.818 ac Runoff Volume = 5.026 af Average Runoff Depth = 1.29"
91.65% Pervious =42.909 ac  8.35% Impervious = 3.909 ac
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Summary for Subcatchment Pre 1: Pre 1

Runoff = 16.52 cfs @ 12.27 hrs, Volume= 1.715 af, Depth> 0.90"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 10-YR Rainfall=4.60"

Area(sf) CN Adj Description

64,222 98 Unconnected pavement, HSG B
6,212 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
15,583 96 Gravel surface, HSG B
0 96 Gravel surface, HSG D
115,244 32 Woods/grass comb., Good, HSG A
52,781 39 >75% Grass cover, Good, HSG A
334,157 58 Woods/grass comb., Good, HSG B
284,524 61 >75% Grass cover, Good, HSG B
61,008 72 Woods/grass comb., Good, HSG C
16,255 74 >75% Grass cover, Good, HSG C
41,971 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

991,957 60 59 Weighted Average, Ul Adjusted
921,523 57 57 92.90% Pervious Area
70,434 98 98 7.10% Impervious Area

70,434 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
16.3 685 0.0620 0.70 Lag/CN Method, Pre 1

Summary for Subcatchment Pre 2: Pre 2

Runoff = 22.81cfs@ 12.28 hrs, Volume= 2.239 af, Depth> 1.52"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 10-YR Rainfall=4.60"
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Area (sf) CN Adj Description

63,792 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
31,406 98 Unconnected pavement, HSG D
4,316 96 Gravel surface, HSG B
0 96 Gravel surface, HSG D
930 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
236,613 58 Woods/grass comb., Good, HSG B
188,779 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
167,331 79 Woods/grass comb., Good, HSG D
74,950 80 >75% Grass cover, Good, HSG D

768,117 71 69 Weighted Average, Ul Adjusted
672,919 67 67 87.61% Pervious Area
95,198 98 98 12.39% Impervious Area

95,198 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
18.9 1,202 0.0640 1.06 Lag/CN Method, Pre 2

Summary for Subcatchment Pre 3: Pre 3

Runoff = 1412 cfs @ 12.13 hrs, Volume= 1.049 af, Depth> 2.05"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 10-YR Rainfall=4.60"

Area (sf) CN Description

2,674 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
2,943 96 Gravel surface, HSG B
10,114 96 Gravel surface, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
52,154 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
195,915 79 Woods/grass comb., Good, HSG D
4,219 80 >75% Grass cover, Good, HSG D
268,019 76  Weighted Average
265,345 76  99.00% Pervious Area
2,674 98 1.00% Impervious Area
2,674 100.00% Unconnected
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Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)

8.8 621 0.0780 1.18 Lag/CN Method, Pre 3
Summary for Subcatchment Pre 4: Pre 4

Runoff = 0.30cfs @ 12.11 hrs, Volume= 0.022 af, Depth> 1.02"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 10-YR Rainfall=4.60"

Area (sf) CN Adj Description

1,974 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 96 Gravel surface, HSG B
0 96 Gravel surface, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
9,342 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

11,316 65 61 Weighted Average, Ul Adjusted
9,342 58 58 82.56% Pervious Area
1,974 98 98 17.44% Impervious Area
1,974 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)

3.4 103 0.0530 0.50 Lag/CN Method, Pre 4

34 103 Total, Increased to minimum Tc = 6.0 min

Summary for Reach Pre: Pre

Inflow Area = 46.818 ac, 8.35% Impervious, Inflow Depth > 0.96" for 10-YR event
Inflow = 2714 cfs @ 12.20 hrs, Volume= 3.761 af
Outflow = 2714 cfs @ 12.20 hrs, Volume= 3.761 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Pre East: Pre East

Inflow Area = 23.786 ac, 9.45% Impervious, Inflow Depth > 1.02" for 10-YR event
Inflow = 1412 cfs @ 12.13 hrs, Volume= 2.023 af
Outflow = 1412 cfs @ 12.13 hrs, Volume= 2.023 af, Atten=0%, Lag= 0.0 min
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Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Pre West: Pre West Pond

Inflow Area = 23.032 ac, 7.22% Impervious, Inflow Depth > 0.91" for 10-YR event
Inflow = 16.70 cfs @ 12.27 hrs, Volume= 1.737 af
Outflow = 16.70 cfs @ 12.27 hrs, Volume= 1.737 af, Atten= 0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Pond East Pond: Existing Pond

Inflow Area = 17.634 ac, 12.39% Impervious, Inflow Depth > 1.52" for 10-YR event

Inflow = 22.81cfs@ 12.28 hrs, Volume= 2.239 af

Outflow = 3.27 cfs@ 13.59 hrs, Volume= 0.974 af, Atten=86%, Lag= 78.8 min
Primary = 3.27 cfs@ 13.59 hrs, Volume= 0.974 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=263.37' @ 13.59 hrs Surf.Area= 52,301 sf Storage= 57,488 cf

Plug-Flow detention time=206.4 min calculated for 0.974 af (43% of inflow)
Center-of-Mass det. time= 116.4 min ( 939.3 - 822.9)

Volume Invert Avail.Storage Storage Description

#1 262.00' 64,223 cf Custom Stage Data (Prismatic)Listed below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store

(feet) (sqg-ft) (cubic-feet) (cubic-feet)

262.00 31,406 0 0

263.50 54,224 64,223 64,223
Device Routing Invert Outlet Devices

#1  Primary 263.30' 70.0'long x 5.0" breadth Broad-Crested Rectangular Weir

Head (feet) 0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60 1.80 2.00
2.50 3.00 3.50 4.00 4.50 5.00 5.50

Coef. (English) 2.34 2.50 2.70 2.68 2.68 2.66 2.65 2.65 2.65
2.65 2.67 2.66 2.68 2.70 2.74 2.79 2.88

Primary OutFlow Max=3.27 cfs @ 13.59 hrs HW=263.37' TW=0.00" (Dynamic Tailwater)
t_1=Broad-Crested Rectangular Weir(Weir Controls 3.27 cfs @ 0.63 fps)
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Time span=5.00-20.00 hrs, dt=0.05 hrs, 301 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Dyn-Stor-Ind method - Pond routing by Dyn-Stor-Ind method

SubcatchmentPre 1: Pre 1 Runoff Area=991,957 sf 7.10% Impervious Runoff Depth>1.38"
Flow Length=685" Slope=0.0620"/" Tc=16.3 min Ul Adjusted CN=59 Runoff=26.91 cfs 2.613 af

SubcatchmentPre 2: Pre 2 Runoff Area=768,117 sf 12.39% Impervious Runoff Depth>2.14"
Flow Length=1,202' Slope=0.0640"'" Tc=18.9 min Ul Adjusted CN=69 Runoff=32.55 cfs 3.140 af

SubcatchmentPre 3: Pre 3 Runoff Area=268,019 sf 1.00% Impervious Runoff Depth>2.75"
Flow Length=621" Slope=0.0780"/" Tc=8.8 min CN=76 Runoff=18.94 cfs 1.409 af

SubcatchmentPre 4: Pre 4 Runoff Area=11,316 sf 17.44% Impervious Runoff Depth>1.53"
Flow Length=103" Slope=0.0530"/" Tc=6.0 min Ul Adjusted CN=61 Runoff=0.47 cfs 0.033 af

Reach Pre: Pre Inflow=41.48 cfs 5.922 af
Outflow=41.48 cfs 5.922 af

Reach Pre East: Pre East Inflow=18.94 cfs 3.276 af
Outflow=18.94 cfs 3.276 af

Reach Pre West: Pre West Pond Inflow=27.18 cfs 2.646 af
Outflow=27.18 cfs 2.646 af

Pond East Pond: Existing Pond Peak Elev=263.48' Storage=63,207 cf Inflow=32.55 cfs 3.140 af
Outflow=12.64 cfs 1.868 af

Total Runoff Area = 46.818 ac Runoff Volume =7.194 af Average Runoff Depth = 1.84"
91.65% Pervious =42.909 ac  8.35% Impervious = 3.909 ac
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Summary for Subcatchment Pre 1: Pre 1

Runoff = 26.91cfs @ 12.25 hrs, Volume= 2.613 af, Depth> 1.38"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 25-YR Rainfall=5.50"

Area(sf) CN Adj Description

64,222 98 Unconnected pavement, HSG B
6,212 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
15,583 96 Gravel surface, HSG B
0 96 Gravel surface, HSG D
115,244 32 Woods/grass comb., Good, HSG A
52,781 39 >75% Grass cover, Good, HSG A
334,157 58 Woods/grass comb., Good, HSG B
284,524 61 >75% Grass cover, Good, HSG B
61,008 72 Woods/grass comb., Good, HSG C
16,255 74 >75% Grass cover, Good, HSG C
41,971 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

991,957 60 59 Weighted Average, Ul Adjusted
921,523 57 57 92.90% Pervious Area
70,434 98 98 7.10% Impervious Area

70,434 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
16.3 685 0.0620 0.70 Lag/CN Method, Pre 1

Summary for Subcatchment Pre 2: Pre 2

Runoff = 32.55cfs @ 12.27 hrs, Volume= 3.140 af, Depth> 2.14"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 25-YR Rainfall=5.50"
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Area (sf) CN Adj Description

63,792 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
31,406 98 Unconnected pavement, HSG D
4,316 96 Gravel surface, HSG B
0 96 Gravel surface, HSG D
930 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
236,613 58 Woods/grass comb., Good, HSG B
188,779 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
167,331 79 Woods/grass comb., Good, HSG D
74,950 80 >75% Grass cover, Good, HSG D

768,117 71 69 Weighted Average, Ul Adjusted
672,919 67 67 87.61% Pervious Area
95,198 98 98 12.39% Impervious Area

95,198 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
18.9 1,202 0.0640 1.06 Lag/CN Method, Pre 2

Summary for Subcatchment Pre 3: Pre 3

Runoff = 18.94 cfs @ 12.13 hrs, Volume= 1.409 af, Depth> 2.75"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 25-YR Rainfall=5.50"

Area (sf) CN Description

2,674 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
2,943 96 Gravel surface, HSG B
10,114 96 Gravel surface, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
52,154 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
195,915 79 Woods/grass comb., Good, HSG D
4,219 80 >75% Grass cover, Good, HSG D
268,019 76  Weighted Average
265,345 76  99.00% Pervious Area
2,674 98 1.00% Impervious Area
2,674 100.00% Unconnected
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Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)

8.8 621 0.0780 1.18 Lag/CN Method, Pre 3
Summary for Subcatchment Pre 4: Pre 4

Runoff = 0.47 cfs @ 12.10 hrs, Volume= 0.033 af, Depth> 1.53"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 25-YR Rainfall=5.50"

Area (sf) CN Adj Description

1,974 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 96 Gravel surface, HSG B
0 96 Gravel surface, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
9,342 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

11,316 65 61 Weighted Average, Ul Adjusted
9,342 58 58 82.56% Pervious Area
1,974 98 98 17.44% Impervious Area
1,974 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)

3.4 103 0.0530 0.50 Lag/CN Method, Pre 4

34 103 Total, Increased to minimum Tc = 6.0 min

Summary for Reach Pre: Pre

Inflow Area = 46.818 ac, 8.35% Impervious, Inflow Depth > 1.52" for 25-YR event
Inflow = 4148 cfs @ 12.20 hrs, Volume= 5.922 af
Outflow = 4148 cfs @ 12.20 hrs, Volume= 5.922 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Pre East: Pre East

Inflow Area = 23.786 ac, 9.45% Impervious, Inflow Depth > 1.65" for 25-YR event
Inflow = 18.94 cfs @ 12.13 hrs, Volume= 3.276 af
Outflow = 18.94 cfs @ 12.13 hrs, Volume= 3.276 af, Atten=0%, Lag= 0.0 min
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Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Pre West: Pre West Pond

Inflow Area = 23.032 ac, 7.22% Impervious, Inflow Depth > 1.38" for 25-YR event
Inflow = 2718 cfs @ 12.25 hrs, Volume= 2.646 af
Outflow = 2718 cfs @ 12.25 hrs, Volume= 2.646 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Pond East Pond: Existing Pond

Inflow Area = 17.634 ac, 12.39% Impervious, Inflow Depth > 2.14" for 25-YR event

Inflow = 32.55cfs @ 12.27 hrs, Volume= 3.140 af

Outflow = 12.64 cfs@ 12.71 hrs, Volume= 1.868 af, Atten=61%, Lag= 26.4 min
Primary = 12.64 cfs@ 12.71 hrs, Volume= 1.868 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=263.48'@ 12.71 hrs Surf.Area= 53,938 sf Storage= 63,207 cf

Plug-Flow detention time= 148.1 min calculated for 1.868 af (59% of inflow)
Center-of-Mass det. time=70.2 min ( 885.7 - 815.5)

Volume Invert Avail.Storage Storage Description

#1 262.00' 64,223 cf Custom Stage Data (Prismatic)Listed below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store

(feet) (sqg-ft) (cubic-feet) (cubic-feet)

262.00 31,406 0 0

263.50 54,224 64,223 64,223
Device Routing Invert Outlet Devices

#1  Primary 263.30' 70.0'long x 5.0" breadth Broad-Crested Rectangular Weir

Head (feet) 0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60 1.80 2.00
2.50 3.00 3.50 4.00 4.50 5.00 5.50

Coef. (English) 2.34 2.50 2.70 2.68 2.68 2.66 2.65 2.65 2.65
2.65 2.67 2.66 2.68 2.70 2.74 2.79 2.88

Primary OutFlow Max=12.57 cfs @ 12.71 hrs HW=263.48' TW=0.00" (Dynamic Tailwater)
t_1=Broad-Crested Rectangular Weir(Weir Controls 12.57 cfs @ 0.99 fps)
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Post-Development Drainage Calculations
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Area Listing (selected nodes)

Area CN Description
(acres) (subcatchment-numbers)
2.181 39 >75% Grass cover, Good, HSG A (Post 1a, Post 1b, Post 1c, Post 1d, Post 1e)
14.387 61 >75% Grass cover, Good, HSG B (Post 1a, Post 1b, Post 1c, Post 1d, Post 1e, Post 1f, Post 1g, Post 2a, Post 2b, Post 2c,
Post 3a, Post 3c, Post 4a, Post 4b)
0.373 74 >75% Grass cover, Good, HSG C (Post 1a)
4.138 80 >75% Grass cover, Good, HSG D (Post 1d, Post 1f, Post 1g, Post 2a, Post 2c, Post 2d, Post 3a, Post 3c)
0.354 98 Unconnected pavement, HSG A (House, Post 1a, Post 1b, Post 1¢, Post 1d, Post 1e)
4.563 98 Unconnected pavement, HSG B (Post 1a, Post 1b, Post 1c, Post 1d, Post 1e, Post 1f, Post 1g, Post 2a, Post 2b, Post 2c,
Post 2d, Post 3b, Post 3c, Post 4a, Post 4b)
0.143 98 Unconnected pavement, HSG C (Post 1a)
1.533 98 Unconnected pavement, HSG D (Post 1d, Post 1f, Post 1g, Post 2a, Post 2c, Post 2d, Post 3a, Post 3c)
1.071 32 Woods/grass comb., Good, HSG A (Post 1a)
9.023 58 Woods/grass comb., Good, HSG B (Post 1a, Post 1f, Post 2a, Post 3a, Post 4a, Post 4b)
1.401 72 Woods/grass comb., Good, HSG C (Post 1a)
5.871 79 Woods/grass comb., Good, HSG D (Post 1f, Post 1g, Post 2a, Post 3a)
45.037 69 TOTAL AREA
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Soil Listing (selected nodes)

Area Soil Subcatchment
(acres) Group Numbers

3.607 HSG A House, Post 1a, Post 1b, Post 1c, Post 1d, Post 1e
27.973 HSG B Post 1a, Post 1b, Post 1c, Post 1d, Post 1e, Post 1f, Post 1g, Post 2a, Post 2b, Post 2c, Post 2d, Post 3a, Post 3b, Post
3c, Post 4a, Post 4b
1.916 HSG C Post 1a

11.541 HSG D Post 1d, Post 1f, Post 1g, Post 2a, Post 2c, Post 2d, Post 3a, Post 3c
0.000 Other

45.037 TOTAL AREA
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Ground Covers (selected nodes)

HSG-A HSG-B HSG-C HSG-D Other Total Ground Subcatchment
(acres) (acres) (acres) (acres) (acres) (acres) Cover Numbers
2.181 14.387 0.373 4.138 0.000 21.079 >75% Grass cover, Good Post 1a, Post 1b, Post 1¢c, Post 1d, Post 1e,

Post 1f, Post 1g, Post 2a, Post 2b, Post 2c,
Post 2d, Post 3a, Post 3c, Post 4a, Post 4b

0.354 4.563 0.143 1.533 0.000 6.593 Unconnected pavement House, Post 1a, Post 1b, Post 1c, Post 1d, Post
1e, Post 1f, Post 1g, Post 2a, Post 2b, Post 2c,
Post 2d, Post 3a, Post 3b, Post 3¢, Post 4a,
Post 4b

1.071 9.023 1.401 5.871 0.000 17.365 Woods/grass comb., Good Post 1a, Post 1f, Post 1g, Post 2a, Post 3a,
Post 4a, Post 4b

3.607 27.973 1.916 11.541 0.000 45.037 TOTAL AREA
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Time span=5.00-20.00 hrs, dt=0.05 hrs, 301 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Dyn-Stor-Ind method - Pond routing by Dyn-Stor-Ind method

SubcatchmentHouse: House Runoff Area=2,100 sf 100.00% Impervious Runoff Depth>2.77"
Flow Length=30" Slope=0.3000'/" Tc=6.0 min CN=98 Runoff=0.15 cfs 0.011 af

SubcatchmentPost 1a: Post 1a Runoff Area=690,766 sf 11.01% Impervious Runoff Depth>0.32"
Flow Length=936" Slope=0.0530"" Tc=22.1 min Ul Adjusted CN=59 Runoff=2.67 cfs 0.423 af

SubcatchmentPost 1b: Post 1b Runoff Area=49,032 sf 16.57% Impervious Runoff Depth>0.32"
Flow Length=264" Slope=0.0530"" Tc=7.8 min Ul Adjusted CN=59 Runoff=0.23 cfs 0.030 af

SubcatchmentPost 1c: Post1c Runoff Area=28,115 sf 29.72% Impervious Runoff Depth>0.57"
Flow Length=497' Slope=0.0330"/" Tc=12.6 min Ul Adjusted CN=66 Runoff=0.31 cfs 0.031 af

SubcatchmentPost 1d: Post 1d Runoff Area=46,660 sf 17.82% Impervious Runoff Depth>0.35"
Flow Length=445" Slope=0.0370"" Tc=13.5 min Ul Adjusted CN=60 Runoff=0.24 cfs 0.032 af

SubcatchmentPost 1e: Post 1e Runoff Area=8,566 sf 84.33% Impervious Runoff Depth>2.04"
Flow Length=335" Slope=0.0130"" Tc=8.2 min CN=90 Runoff=0.45 cfs 0.033 af

SubcatchmentPost 1f: Post 1f Runoff Area=77,001 sf 20.66% Impervious Runoff Depth>0.89"
Flow Length=535" Slope=0.0600"" Tc=8.9 min Ul Adjusted CN=73 Runoff=1.69 cfs 0.132 af

SubcatchmentPost 1g: Post 1g Runoff Area=34,971 sf 47.68% Impervious Runoff Depth>1.56"
Flow Length=605" Slope=0.0230'"/" Tc=12.3 min CN=84 Runoff=1.28 cfs 0.105 af

SubcatchmentPost 2a: Post 2a Runoff Area=689,243 sf 14.11% Impervious Runoff Depth>0.65"
Flow Length=863" Slope=0.0640"" Tc=14.9 min Ul Adjusted CN=68 Runoff=8.67 cfs 0.863 af

SubcatchmentPost 2b: Post 2b Runoff Area=12,743 sf 13.17% Impervious Runoff Depth>0.46"
Flow Length=242" Slope=0.0270"" Tc=9.2 min Ul Adjusted CN=63 Runoff=0.11 cfs 0.011 af

SubcatchmentPost 2c: Post 2¢ Runoff Area=56,127 sf 22.11% Impervious Runoff Depth>1.00"
Flow Length=499" Slope=0.0300"" Tc=11.2 min Ul Adjusted CN=75 Runoff=1.32 cfs 0.107 af
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SubcatchmentPost 2d: Post 2d Runoff Area=11,684 sf 92.94% Impervious Runoff Depth>2.69"

Flow Length=739" Slope=0.0220'/" Tc=8.5 min CN=97 Runoff=0.75 cfs 0.060 af

SubcatchmentPost 3a: Post 3a Runoff Area=221,701 sf 0.39% Impervious Runoff Depth>1.05"
Flow Length=522" Slope=0.0960"" Tc=6.9 min CN=76 Runoff=6.35 cfs 0.447 af

SubcatchmentPost 3b: Post 3b Runoff Area=7,576 sf 100.00% Impervious Runoff Depth>2.77"
Flow Length=570" Slope=0.0280"" Tc=6.0 min CN=98 Runoff=0.53 cfs 0.040 af

SubcatchmentPost 3c: Post 3¢ Runoff Area=14,201 sf 78.95% Impervious Runoff Depth>2.13"
Flow Length=571" Slope=0.0280"" Tc=8.2 min CN=91 Runoff=0.78 cfs 0.058 af

SubcatchmentPost 4a: Post 4a Runoff Area=5,922 sf 23.96% Impervious Runoff Depth>0.46"
Flow Length=105" Slope=0.0250"" Tc=6.0 min Ul Adjusted CN=63 Runoff=0.06 cfs 0.005 af

SubcatchmentPost 4b: Post 4b Runoff Area=5,403 sf 20.97% Impervious Runoff Depth>0.46"
Flow Length=112" Slope=0.0490'/* Tc=6.0 min Ul Adjusted CN=63 Runoff=0.05 cfs 0.005 af

ReachFILTERSTRIP 1A-1: FILTERSTRIP 1A-1 Avg. Flow Depth=0.15'" Max Vel=0.19 fps Inflow=0.31 cfs 0.031 af
n=0.400 L=194.0' S=0.0567'" Capacity=2.83 cfs Outflow=0.21 cfs 0.030 af

ReachFILTERSTRIP 1A-2: FILTER STRIP 1A-2 Avg. Flow Depth=0.11'" Max Vel=0.17 fps Inflow=0.45 cfs 0.033 af
n=0.400 L=202.0' S=0.0743'/" Capacity=7.62 cfs Outflow=0.27 cfs 0.033 af

ReachFILTERSTRIP 1A-3: FILTER STRIP 1A-3 Avg. Flow Depth=0.20' Max Vel=0.27 fps Inflow=0.94 cfs 0.146 af
n=0.400 L=177.0' S=0.0791'" Capacity=6.70 cfs Outflow=0.91 cfs 0.146 af

ReachFILTERSTRIP 2A: FILTERSTRIP 2A Avg. Flow Depth=0.31'" Max Vel=0.15 fps Inflow=1.68 cfs 0.162 af
n=0.400 L=106.0" S=0.0142'" Capacity=3.97 cfs Outflow=1.39 cfs 0.160 af

Reach Filter Strip 2B: Filter Strip 2B Avg. Flow Depth=0.08'" Max Vel=0.15 fps Inflow=0.11 cfs 0.011 af
n=0.240 L=225.0' S=0.0311"'/" Capacity=3.50 cfs Outflow=0.06 cfs 0.011 af

Reach Post: Post Inflow=7.83 cfs 1.186 af
Outflow=7.83 cfs 1.186 af
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Reach Post East: Post East Inflow=7.28 cfs 0.545 af

Outflow=7.28 cfs 0.545 af

Reach Post West: Post West Pond Inflow=3.95 cfs 0.641 af
Outflow=3.95 cfs 0.641 af

Reach Stream: Intermittent Stream Avg. Flow Depth=0.35' Max Vel=0.95 fps Inflow=1.29 cfs 0.098 af
n=0.040 L=438.0' S=0.0048'"" Capacity=5.56 cfs Outflow=1.05 cfs 0.097 af

Pond BASIN1: BASIN1 Peak Elev=267.04' Storage=516 cf Inflow=0.23 cfs 0.030 af
Discarded=0.04 cfs 0.022 af Primary=0.00 cfs 0.000 af Outflow=0.04 cfs 0.023 af

Pond BASIN 2: BASIN 2 Peak Elev=268.50"' Storage=399 cf Inflow=0.24 cfs 0.032 af
Discarded=0.05 cfs 0.031 af Primary=0.00 cfs 0.000 af Outflow=0.05 cfs 0.031 af

Pond BASIN 3: BASIN 3 Peak Elev=267.77"' Storage=280 cf Inflow=1.32 cfs 0.107 af
Discarded=0.01 cfs 0.004 af Primary=1.11 cfs 0.102 af Outflow=1.13 cfs 0.107 af

Pond BASIN4: BASIN4 Peak Elev=269.24"' Storage=3,086 cf Inflow=2.95 cfs 0.236 af
Discarded=0.14 cfs 0.075 af Primary=0.94 cfs 0.146 af Secondary=0.00 cfs 0.000 af Outflow=1.08 cfs 0.221 af

Pond CB P1: CB P1 Peak Elev=272.66' Inflow=0.11 cfs 0.011 af
12.0" Round Culvert n=0.012 L=150.0' S=0.0100"'/" Outflow=0.11 cfs 0.011 af

Pond CB P2: CB P2 Peak Elev=265.86' Inflow=0.31 cfs 0.031 af
12.0" Round Culvert n=0.013 L=10.0' S=0.0100"/" Outflow=0.31 cfs 0.031 af

Pond CB P3: CB P3 Peak Elev=267.07' Inflow=0.45 cfs 0.033 af
12.0" Round Culvert n=0.012 L=10.0' S=0.0100"/" Outflow=0.45 cfs 0.033 af

Pond CB P4: CB P4 Peak Elev=269.25' Inflow=1.28 cfs 0.105 af
12.0" Round Culvert n=0.012 L=30.0' S=0.0100"/" Outflow=1.28 cfs 0.105 af

Pond CB P5: CB P5 Peak Elev=265.99' Inflow=0.53 cfs 0.040 af
12.0" Round Culvert n=0.012 L=5.0' S=0.0100"'/" Outflow=0.53 cfs 0.040 af
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Pond CB P6: CB P6 Peak Elev=266.06" Inflow=0.78 cfs 0.058 af

12.0" Round Culvert n=0.012 L=5.0' S=0.0100"'/" Outflow=0.78 cfs 0.058 af

Pond House Infiltration: House Infiltration Peak Elev=270.37' Storage=228 cf Inflow=0.15cfs 0.011 af
Outflow=0.01 cfs 0.008 af

Pond Post Existing Pond: Existing Pond Peak Elev=263.13" Storage=45,005 cf Inflow=10.01 cfs 1.034 af
Outflow=0.00 cfs 0.000 af

Pond Stormceptor1: Stormceptor1 Peak Elev=265.53" Inflow=0.31 cfs 0.031 af
12.0" Round Culvert n=0.013 L=80.0" S=0.0050"/" Outflow=0.31 cfs 0.031 af

Pond Stormceptor2: Stormceptor2 Peak Elev=266.15" Inflow=0.45 cfs 0.033 af
12.0" Round Culvert n=0.012 L=50.0'" S=0.0100"/" Outflow=0.45 cfs 0.033 af

Pond Stormceptor3: Stormceptor3 Peak Elev=267.12" Inflow=1.68 cfs 0.162 af
12.0" Round Culvert n=0.012 L=40.0" S=0.0100"/" Outflow=1.68 cfs 0.162 af

Pond Stormceptor4: Stormceptor4 Peak Elev=267.35" Inflow=0.94 cfs 0.146 af
12.0" Round Culvert n=0.012 L=40.0" S=0.0150"/" Outflow=0.94 cfs 0.146 af

Pond STORMCEPTORS5: STORMCEPTORS5 Peak Elev=265.92' Inflow=1.29 cfs 0.098 af
12.0" Round Culvert n=0.012 L=20.0' S=0.0050"/" Outflow=1.29 cfs 0.098 af

Total Runoff Area = 45.037 ac Runoff Volume = 2.392 af Average Runoff Depth = 0.64"
85.36% Pervious = 38.444 ac  14.64% Impervious = 6.593 ac
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Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Subcatchment House: House

0.15cfs @ 12.09 hrs, Volume=

Type Il 24-hr 2-YR Rainfall=3.20"

0.011 af, Depth> 2.77"

Area (sf) CN  Description
2,100 98 Unconnected pavement, HSG A
* 0 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
2,100 98 Weighted Average
2,100 98 100.00% Impervious Area
2,100 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
0.2 30 0.3000 3.01 Lag/CN Method, Houses
0.2 30 Total, Increased to minimum Tc = 6.0 min
Summary for Subcatchment Post 1a: Post 1a
Runoff = 2.67 cfs@ 12.48 hrs, Volume= 0.423 af, Depth> 0.32"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type Ill 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Adj Description

3,464 98 Unconnected pavement, HSG A
66,368 98 Unconnected pavement, HSG B
6,212 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
46,666 32 Woods/grass comb., Good, HSG A
73,867 39 >75% Grass cover, Good, HSG A
158,275 58 Woods/grass comb., Good, HSG B
258,651 61 >75% Grass cover, Good, HSG B
61,008 72 Woods/grass comb., Good, HSG C
16,255 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

690,766 61 59 Weighted Average, Ul Adjusted
614,722 57 57 88.99% Pervious Area
76,044 98 98 11.01% Impervious Area

76,044 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
221 936 0.0530 0.71 Lag/CN Method, Post 1a

Summary for Subcatchment Post 1b: Post 1b

Runoff = 0.23cfs@ 12.18 hrs, Volume= 0.030 af, Depth> 0.32"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type lll 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Adj Description

3,067 98 Unconnected pavement, HSG A
5,058 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
11,103 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
29,804 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

49,032 62 59 Weighted Average, Ul Adjusted
40,907 55 55 83.43% Pervious Area
8,125 98 98 16.57% Impervious Area

8,125 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
7.8 264 0.0530 0.56 Lag/CN Method, Post 1d

Summary for Subcatchment Post 1c: Post 1c

Runoff = 0.31cfs@ 12.21 hrs, Volume= 0.031 af, Depth> 0.57"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type lll 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Adj Description

1,896 98 Unconnected pavement, HSG A
6,460 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
21 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
19,738 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

28,115 72 66 Weighted Average, Ul Adjusted
19,759 61 61 70.28% Pervious Area
8,356 98 98 29.72% Impervious Area

8,356 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
12.6 497 0.0330 0.66 Lag/CN Method, Post 1c

Summary for Subcatchment Post 1d: Post 1d

Runoff = 0.24 cfs@ 12.30 hrs, Volume= 0.032 af, Depth> 0.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type lll 24-hr 2-YR Rainfall=3.20"



13005 PRE-POST OSPD

Prepared by {enter your company name here}
HydroCAD® 10.00 s/n 01151 © 2013 HydroCAD Software Solutions LLC

Type Ill 24-hr 2-YR Rainfall=3.20"
Printed 9/22/2016
Page 13

Area (sf) CN Adj Description

2,113 98 Unconnected pavement, HSG A
6,061 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
141 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
9,211 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
28,313 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
821 80 >75% Grass cover, Good, HSG D

46,660 64 60 Weighted Average, Ul Adjusted
38,345 56 56 82.18% Pervious Area
8,315 98 98 17.82% Impervious Area

8,315 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
13.5 445 0.0370 0.55 Lag/CN Method, Post 1d

Summary for Subcatchment Post 1e: Post 1e

Runoff = 0.45cfs@ 12.12 hrs, Volume= 0.033 af, Depth> 2.04"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type lll 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Description

2,800 98 Unconnected pavement, HSG A
4,424 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
809 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
533 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

8,566 90 Weighted Average
1,342 48 15.67% Pervious Area
7,224 98 84.33% Impervious Area

7,224 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.2 335 0.0130 0.68 Lag/CN Method, Post 1e

Summary for Subcatchment Post 1f: Post 1f

Runoff = 1.69cfs @ 12.14 hrs, Volume= 0.132 af, Depth> 0.89"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type lll 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Adj Description

0 98 Unconnected pavement, HSG A
9,773 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,135 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
2,765 58 Woods/grass comb., Good, HSG B
29,605 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
8,761 79 Woods/grass comb., Good, HSG D
19,962 80 >75% Grass cover, Good, HSG D

77,001 76 73 Weighted Average, Ul Adjusted
61,093 70 70 79.34% Pervious Area
15,908 98 98 20.66% Impervious Area

15,908 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.9 535 0.0600 1.00 Lag/CN Method, Post 1f

Summary for Subcatchment Post 1g: Post 1g

Runoff = 128 cfs @ 12.17 hrs, Volume= 0.105 af, Depth> 1.56"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type lll 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
10,065 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,608 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
8,268 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
264 79 Woods/grass comb., Good, HSG D
9,766 80 >75% Grass cover, Good, HSG D
34,971 84 Weighted Average
18,298 71 52.32% Pervious Area
16,673 98 47.68% Impervious Area
16,673 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
12.3 605 0.0230 0.82 Lag/CN Method, Post 1g

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Subcatchment Post 2a: Post 2a

8.67 cfs @ 12.24 hrs, Volume= 0.863 af, Depth> 0.65"

Type Il 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Adj Description

0 98 Unconnected pavement, HSG A
61,228 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
36,052 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
197,068 58 Woods/grass comb., Good, HSG B
213,835 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
78,890 79 Woods/grass comb., Good, HSG D
102,170 80 >75% Grass cover, Good, HSG D

689,243 70 68 Weighted Average, Ul Adjusted
591,963 66 66 85.89% Pervious Area
97,280 98 98 14.11% Impervious Area

97,280 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
14.9 863 0.0640 0.97 Lag/CN Method, Post 2a

Summary for Subcatchment Post 2b: Post 2b

Runoff = 0.1 cfs@ 12.17 hrs, Volume= 0.011 af, Depth> 0.46"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type lll 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Adj Description

0 98 Unconnected pavement, HSG A
1,678 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
11,065 61 >75% Grass cover, Good, HSG B
72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

12,743 66 63 Weighted Average, Ul Adjusted
11,065 61 61 86.83% Pervious Area
1,678 98 98 13.17% Impervious Area

1,678 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
9.2 242 0.0270 0.44 Lag/CN Method, Post 2b

Summary for Subcatchment Post 2c: Post 2c

Runoff = 1.32cfs @ 12.17 hrs, Volume= 0.107 af, Depth> 1.00"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type lll 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Adj Description

0 98 Unconnected pavement, HSG A
2,740 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
9,668 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
18,069 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
25,650 80 >75% Grass cover, Good, HSG D

56,127 78 75 Weighted Average, Ul Adjusted
43,719 72 72 77.89% Pervious Area
12,408 98 98 22.11% Impervious Area

12,408 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
11.2 499 0.0300 0.74 Lag/CN Method, Post 2¢c

Summary for Subcatchment Post 2d: Post 2d

Runoff = 0.75cfs@ 12.12 hrs, Volume= 0.060 af, Depth> 2.69"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type lll 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
4,136 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,723 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
825 80 >75% Grass cover, Good, HSG D
11,684 97 Weighted Average
825 80 7.06% Pervious Area
10,859 98 92.94% Impervious Area
10,859 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.5 739 0.0220 1.46 Lag/CN Method, Post 2d

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Subcatchment Post 3a: Post 3a

6.35cfs@ 12.11 hrs, Volume= 0.447 af, Depth> 1.05"

Type Il 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Description

0 98 Unconnected pavement, HSG A
0 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
866 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
27,594 58 Woods/grass comb., Good, HSG B
4,601 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
167,810 79 Woods/grass comb., Good, HSG D
20,830 80 >75% Grass cover, Good, HSG D

221,701 76  Weighted Average
220,835 76  99.61% Pervious Area
866 98 0.39% Impervious Area

866 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
6.9 522 0.0960 1.26 Lag/CN Method, Post 3a

Summary for Subcatchment Post 3b: Post 3b

Runoff = 0.53 cfs @ 12.09 hrs, Volume= 0.040 af, Depth> 2.77"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type lll 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
7,576 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
7,576 98 Weighted Average
7,576 98 100.00% Impervious Area
7,576 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
5.7 570 0.0280 1.66 Lag/CN Method, Post 3b
57 570 Total, Increased to minimum Tc = 6.0 min
Summary for Subcatchment Post 3c: Post 3c
Runoff = 0.78 cfs@ 12.11 hrs, Volume= 0.058 af, Depth> 2.13"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type Il 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
10,644 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
568 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
2,771 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
218 80 >75% Grass cover, Good, HSG D
14,201 91 Weighted Average
2,989 62 21.05% Pervious Area
11,212 98 78.95% Impervious Area
11,212 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.2 571 0.0280 1.17 Lag/CN Method, Post 3c
Summary for Subcatchment Post 4a: Post 4a
Runoff = 0.06 cfs@ 12.12 hrs, Volume= 0.005 af, Depth> 0.46"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type Il 24-hr 2-YR Rainfall=3.20"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
1,419 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
3,696 58 Woods/grass comb., Good, HSG B
807 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
5,922 68 63 Weighted Average, Ul Adjusted
4,503 59 59 76.04% Pervious Area
1,419 98 98 23.96% Impervious Area
1,419 100.00% Unconnected
Tc Length Slope Velocity Capacity Description

(min)  (feet)

(ft/ft)

(ft/sec) (cfs)

4.7 105 0.0250 0.38

Lag/CN Method, Post 4a

4.7 105 Total, Increased to minimum Tc = 6.0 min

Runoff =

0.05cfs@ 12.12 hrs, Volume=

Summary for Subcatchment Post 4b: Post 4b

0.005 af, Depth> 0.46"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type Il 24-hr 2-YR Rainfall=3.20"



13005 PRE-POST OSPD Type Ill 24-hr 2-YR Rainfall=3.20"

Prepared by {enter your company name here}
HydroCAD® 10.00 s/n 01151 © 2013 HydroCAD Software Solutions LLC

Printed 9/22/2016
Page 25

Area (sf) CN Adj Description

0 98 Unconnected pavement, HSG A
1,133 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
3,625 58 Woods/grass comb., Good, HSG B
645 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

5,403 67 63 Weighted Average, Ul Adjusted
4,270 58 58 79.03% Pervious Area

1,133 98 98 20.97% Impervious Area

1,133 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)

3.6 112 0.0490 0.52 Lag/CN Method, Post 4b

3.6 112 Total, Increased to minimum Tc = 6.0 min

Summary for Reach FILTER STRIP 1A-1: FILTER STRIP 1A-1

Inflow Area = 1.771 ac, 21.36% Impervious, Inflow Depth > 0.21" for 2-YR event
Inflow = 0.31cfs@ 12.21 hrs, Volume= 0.031 af
Outflow = 0.21cfs@ 12.46 hrs, Volume= 0.030 af, Atten=33%, Lag= 14.9 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.19 fps, Min. Travel Time= 17.0 min
Avg. Velocity = 0.11 fps, Avg. Travel Time= 29.6 min

Peak Storage= 213 cf @ 12.46 hrs
Average Depth at Peak Storage= 0.15'
Bank-Full Depth= 0.50" Flow Area= 6.7 sf, Capacity= 2.83 cfs



13005 PRE-POST OSPD Type Ill 24-hr 2-YR Rainfall=3.20"

Prepared by {enter your company name here} Printed 9/22/2016
HydroCAD® 10.00 s/n 01151 © 2013 HydroCAD Software Solutions LLC Page 26

20.00" x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length=194.0' Slope= 0.0567 /"
Inlet Invert= 265.00', Outlet Invert= 254.00'

: \ /

Summary for Reach FILTER STRIP 1A-2: FILTER STRIP 1A-2

Inflow Area = 1.268 ac, 28.14% Impervious, Inflow Depth > 0.32" for 2-YR event
Inflow = 0.45cfs@ 12.11 hrs, Volume= 0.033 af
Outflow = 0.27 cfs@ 12.26 hrs, Volume= 0.033 af, Atten=40%, Lag= 8.8 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.17 fps, Min. Travel Time= 19.3 min
Avg. Velocity = 0.07 fps, Avg. Travel Time= 46.9 min

Peak Storage= 315 cf @ 12.26 hrs
Average Depth at Peak Storage= 0.11"
Bank-Full Depth= 0.50" Flow Area= 15.7 sf, Capacity= 7.62 cfs

47.00' x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length= 202.0" Slope= 0.0743"/"
Inlet Invert= 266.00', Outlet Invert= 251.00'
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Summary for Reach FILTER STRIP 1A-3: FILTER STRIP 1A-3

Inflow Area = 2.571 ac, 29.10% Impervious, Inflow Depth > 0.68" for 2-YR event
Inflow = 0.94 cfs@ 12.53 hrs, Volume= 0.146 af
Outflow = 091cfs@ 12.71 hrs, Volume= 0.146 af, Atten=4%, Lag= 10.9 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.27 fps, Min. Travel Time= 10.9 min
Avg. Velocity = 0.15 fps, Avg. Travel Time= 20.3 min

Peak Storage= 590 cf @ 12.71 hrs
Average Depth at Peak Storage= 0.20'
Bank-Full Depth= 0.50" Flow Area= 13.3 sf, Capacity= 6.70 cfs

40.00" x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length=177.0" Slope= 0.0791"/"
Inlet Invert= 267.00', Outlet Invert= 253.00'

I
Summary for Reach FILTER STRIP 2A: FILTER STRIP 2A
Inflow Area = 1.557 ac, 34.31% Impervious, Inflow Depth > 1.25" for 2-YR event
Inflow = 1.68 cfs @ 12.17 hrs, Volume= 0.162 af
Outflow = 1.39cfs @ 12.33 hrs, Volume= 0.160 af, Atten=18%, Lag= 9.9 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.15 fps, Min. Travel Time= 11.5 min
Avg. Velocity = 0.06 fps, Avg. Travel Time= 29.4 min
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Peak Storage= 956 ¢f @ 12.33 hrs
Average Depth at Peak Storage= 0.31"
Bank-Full Depth= 0.50" Flow Area= 18.7 sf, Capacity= 3.97 cfs

56.00' x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length=106.0" Slope=0.0142"/"
Inlet Invert= 266.00', Outlet Invert= 264.50'

t
Summary for Reach Filter Strip 2B: Filter Strip 2B

Inflow Area = 0.293 ac, 13.17% Impervious, Inflow Depth > 0.46" for 2-YR event

Inflow = 0.11cfs@ 12.17 hrs, Volume= 0.011 af

Outflow = 0.06 cfs @ 12.51 hrs, Volume= 0.011 af, Atten=47%, Lag= 20.2 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.15 fps, Min. Travel Time= 25.0 min
Avg. Velocity = 0.09 fps, Avg. Travel Time= 40.0 min

Peak Storage= 90 cf @ 12.51 hrs
Average Depth at Peak Storage= 0.08'
Bank-Full Depth= 0.50" Flow Area= 6.7 sf, Capacity= 3.50 cfs

20.00" x 0.50' deep Parabolic Channel, n=0.240 Sheet flow over Dense Grass
Length=225.0' Slope= 0.0311"/"
Inlet Invert= 271.00', Outlet Invert= 264.00'
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Summary for Reach Post: Post

Inflow Area = 44.989 ac, 14.55% Impervious, Inflow Depth > 0.32" for 2-YR event
Inflow = 7.83 cfs@ 12.13 hrs, Volume= 1.186 af
Outflow = 7.83 cfs@ 12.13 hrs, Volume= 1.186 af, Atten= 0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Post East: Post East

Inflow Area = 23.262 ac, 14.00% Impervious, Inflow Depth > 0.28" for 2-YR event
Inflow = 7.28cfs@ 12.11 hrs, Volume= 0.545 af
Outflow = 7.28cfs@ 12.11 hrs, Volume= 0.545 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Post West: Post West Pond

Inflow Area = 21.727 ac, 15.13% Impervious, Inflow Depth > 0.35" for 2-YR event
Inflow = 3.95cfs @ 12.49 hrs, Volume= 0.641 af
Outflow = 3.95cfs @ 12.49 hrs, Volume= 0.641 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Summary for Reach Stream: Intermittent Stream

Inflow Area = 0.500 ac, 86.27% Impervious, Inflow Depth > 2.35" for 2-YR event
Inflow = 1.29cfs @ 12.10 hrs, Volume= 0.098 af
Outflow = 1.05cfs @ 12.17 hrs, Volume= 0.097 af, Atten=19%, Lag=4.2 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.95 fps, Min. Travel Time= 7.7 min
Avg. Velocity = 0.36 fps, Avg. Travel Time= 20.0 min

Peak Storage= 479 cf @ 12.17 hrs
Average Depth at Peak Storage= 0.35'
Bank-Full Depth= 0.75' Flow Area= 3.5 sf, Capacity= 5.56 cfs

7.00' x 0.75' deep Parabolic Channel, n=0.040 Winding stream, pools & shoals
Length= 438.0' Slope= 0.0048 /"
Inlet Invert= 265.10', Outlet Invert= 263.00'

Summary for Pond BASIN 1: BASIN 1

Inflow Area = 1.126 ac, 16.57% Impervious, Inflow Depth > 0.32" for 2-YR event

Inflow = 0.23 cfs@ 12.18 hrs, Volume= 0.030 af

Outflow = 0.04 cfs@ 15.15 hrs, Volume= 0.023 af, Atten=83%, Lag= 177.9 min
Discarded = 0.04 cfs@ 15.15 hrs, Volume= 0.022 af

Primary = 0.00cfs @ 15.15 hrs, Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=267.04'@ 15.15 hrs Surf.Area= 652 sf Storage= 516 cf

Plug-Flow detention time=161.6 min calculated for 0.022 af (74% of inflow)
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Center-of-Mass det. time=95.3 min ( 961.9 - 866.6 )

Volume Invert Avail.Storage Storage Description
#1 266.00' 2,116 cf Custom Stage Data (Prismatic)listed below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
266.00 358 0 0
267.00 624 491 491
268.00 1,341 983 1,474
268.40 1,873 643 2,116
Device Routing Invert Outlet Devices
#1 Discarded 266.00' 2.410 in/hr Exfiltration over Surface area
#2  Primary 268.00" 12.0" Horiz. Orifice/Grate C=0.600 Limited to weir flow at low heads
#3  Primary 267.00" 4.0" Vert. Orifice/Grate C= 0.600

Discarded OutFlow Max=0.04 cfs @ 15.15 hrs HW=267.04' (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.04 cfs)

Primary OutFlow Max=0.00 cfs @ 15.15 hrs HW=267.04" TW=265.33"' (Dynamic Tailwater)

2=0rifice/Grate ( Controls 0.00 cfs)
3=Orifice/Grate (Orifice Controls 0.00 cfs @ 0.68 fps)

Summary for Pond BASIN 2: BASIN 2

Inflow Area = 1.071 ac, 17.82% Impervious, Inflow Depth > 0.35" for 2-YR event

Inflow = 0.24 cfs@ 12.30 hrs, Volume= 0.032 af

Outflow = 0.05cfs@ 14.08 hrs, Volume= 0.031 af, Atten=78%, Lag= 106.7 min
Discarded = 0.05cfs @ 14.08 hrs, Volume= 0.031 af

Primary = 0.00cfs@ 5.00 hrs, Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev= 268.50'@ 14.08 hrs Surf.Area= 934 sf Storage= 399 cf

Plug-Flow detention time=91.7 min calculated for 0.031 af (99% of inflow)
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Center-of-Mass det. time=87.1 min ( 953.3 - 866.2 )

Volume Invert Avail.Storage Storage Description
#1 268.00' 2,728 cf Custom Stage Data (Prismatic)listed below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
268.00 660 0 0
269.00 1,207 934 934
270.00 2,382 1,795 2,728
Device Routing Invert Outlet Devices
#1  Discarded 268.00" 2.410 in/hr Exfiltration over Surface area
#2  Primary 269.00" 15.0" Horiz. Orifice/Grate C=0.600 Limited to weir flow at low heads

Discarded OutFlow Max=0.05 cfs @ 14.08 hrs HW=268.50" (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.05 cfs)

Primary OutFlow Max=0.00 cfs @ 5.00 hrs HW=268.00" TW=265.50" (Dynamic Tailwater)
t _2=0Orifice/Grate ( Controls 0.00 cfs)

Summary for Pond BASIN 3: BASIN 3

Inflow Area = 1.288 ac, 22.11% Impervious, Inflow Depth > 1.00" for 2-YR event

Inflow = 1.32cfs @ 12.17 hrs, Volume= 0.107 af

Outflow = 1.13cfs @ 12.25 hrs, Volume= 0.107 af, Atten=14%, Lag= 4.9 min
Discarded = 0.01cfs@ 12.25 hrs, Volume= 0.004 af

Primary = 1.11cfs @ 12.25 hrs, Volume= 0.102 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=267.77'@ 12.25 hrs Surf.Area= 569 sf Storage= 280 cf

Plug-Flow detention time=4.8 min calculated for 0.106 af (99% of inflow)
Center-of-Mass det. time= 3.4 min ( 823.3 - 819.9)
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Volume Invert Avail.Storage Storage Description
#1 267.00' 2,181 cf Custom Stage Data (Prismatic)listed below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
267.00 157 0 0
268.00 690 424 424
269.00 1,309 1,000 1,423
269.50 1,722 758 2,181
Device Routing Invert Outlet Devices
#1 Discarded 267.00' 1.000 in/hr Exfiltration over Surface area
#2  Primary 269.00" 12.0" Horiz. Orifice/Grate C= 0.600 Limited to weir flow at low heads
#3  Primary 267.00" 8.0" Vert. Orifice/Grate C= 0.600

Discarded OutFlow Max=0.01 cfs @ 12.25 hrs HW=267.77" (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.01 cfs)

Primary OutFlow Max=1.11 cfs @ 12.25 hrs HW=267.77" TW=267.09' (Dynamic Tailwater)

2=0rifice/Grate ( Controls 0.00 cfs)
3=Orifice/Grate (Orifice Controls 1.11 cfs @ 3.19 fps)

Summary for Pond BASIN 4: BASIN 4

Inflow Area = 2.571 ac, 29.10% Impervious, Inflow Depth > 1.10" for 2-YR event

Inflow = 295cfs@ 12.15 hrs, Volume= 0.236 af

Outflow = 1.08 cfs @ 12.53 hrs, Volume= 0.221 af, Atten=63%, Lag= 22.7 min
Discarded = 0.14 cfs@ 12.53 hrs, Volume= 0.075 af

Primary = 0.94 cfs@ 12.53 hrs, Volume= 0.146 af

Secondary = 0.00cfs@ 5.00 hrs, Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=269.24'@ 12.53 hrs Surf.Area= 2,458 sf Storage= 3,086 cf

Plug-Flow detention time= (not calculated: outflow precedes inflow)
Center-of-Mass det. time=33.0 min ( 845.1 - 812.0)
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Volume Invert Avail.Storage Storage Description

#1 267.50' 9,305 cf Custom Stage Data (Prismatic)isted below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store

(feet) (sqg-ft) (cubic-feet) (cubic-feet)

267.50 913 0 0

268.00 1,570 621 621

269.00 2,243 1,907 2,527

270.00 3,149 2,696 5,223

271.00 5,014 4,082 9,305
Device Routing Invert Outlet Devices

#1  Discarded 267.50' 2.410 in/hr Exfiltration over Surface area
#2  Secondary 269.50' 15.0" Horiz. Orifice/Grate C= 0.600 Limited to weir flow at low heads
#3  Primary 268.00" 6.0" Vert. Orifice/Grate C= 0.600

Discarded OutFlow Max=0.14 cfs @ 12.53 hrs HW=269.24' (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.14 cfs)

Primary OutFlow Max=0.94 cfs @ 12.53 hrs HW=269.24' TW=267.35" (Dynamic Tailwater)
T _3=0Orifice/Grate (Orifice Controls 0.94 cfs @ 4.78 fps)

Secondary OutFlow Max=0.00 cfs @ 5.00 hrs HW=267.50" TW=266.60" (Dynamic Tailwater)
2=0rifice/Grate ( Controls 0.00 cfs)

Summary for Pond CB P1: CB P1

Inflow Area = 0.293 ac, 13.17% Impervious, Inflow Depth > 0.46" for 2-YR event
Inflow = 0.1 cfs@ 12.17 hrs, Volume= 0.011 af

Outflow = 0.1 cfs@ 12.17 hrs, Volume= 0.011 af, Atten=0%, Lag= 0.0 min
Primary = 0.1 cfs@ 12.17 hrs, Volume= 0.011 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs



13005 PRE-POST OSPD Type Ill 24-hr 2-YR Rainfall=3.20"

Prepared by {enter your company name here} Printed 9/22/2016
HydroCAD® 10.00 s/n 01151 © 2013 HydroCAD Software Solutions LLC Page 35

Peak Elev=272.66'@ 12.17 hrs

Device Routing Invert Outlet Devices

#1  Primary 272.50' 12.0" Round 12" Culvert L= 150.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 272.50'/ 271.00' S=0.0100"/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.11 cfs @ 12.17 hrs HW=272.66' TW=271.05"' (Dynamic Tailwater)
1=12" Culvert (Inlet Controls 0.11 cfs @ 1.36 fps)

Summary for Pond CB P2: CB P2

Inflow Area = 0.645 ac, 29.72% Impervious, Inflow Depth > 0.57" for 2-YR event
Inflow = 0.31cfs@ 12.21 hrs, Volume= 0.031 af

Outflow = 0.31cfs@ 12.21 hrs, Volume= 0.031 af, Atten=0%, Lag= 0.0 min
Primary = 0.31cfs@ 12.21 hrs, Volume= 0.031 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev= 265.86'@ 12.21 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.55' 12.0" Round Culvert L= 10.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.55'/ 265.45' S=0.0100'/" Cc=0.900 n=0.013, Flow Area= 0.79 sf

Primary OutFlow Max=0.31 cfs @ 12.21 hrs HW=265.86' TW=265.53" (Dynamic Tailwater)
1=Culvert (Barrel Controls 0.31 cfs @ 2.27 fps)

Summary for Pond CB P3: CB P3

Inflow Area = 0.197 ac, 84.33% Impervious, Inflow Depth > 2.04" for 2-YR event
Inflow = 0.45cfs@ 12.12 hrs, Volume= 0.033 af

Outflow = 0.45cfs@ 12.12 hrs, Volume= 0.033 af, Atten=0%, Lag= 0.0 min
Primary = 0.45cfs@ 12.12 hrs, Volume= 0.033 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Peak Elev=267.07'@ 12.12 hrs

Device Routing Invert Outlet Devices

#1  Primary 266.70' 12.0" Round 12" Culvert L=10.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 266.70'/ 266.60' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.44 cfs @ 12.12 hrs HW=267.07' TW=266.14"' (Dynamic Tailwater)
1=12" Culvert (Barrel Controls 0.44 cfs @ 2.50 fps)

Summary for Pond CB P4: CB P4

Inflow Area = 0.803 ac, 47.68% Impervious, Inflow Depth > 1.56" for 2-YR event
Inflow = 128 cfs @ 12.17 hrs, Volume= 0.105 af

Outflow = 128 cfs @ 12.17 hrs, Volume= 0.105 af, Atten=0%, Lag= 0.0 min
Primary = 128 cfs @ 12.17 hrs, Volume= 0.105 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=269.25'@ 12.56 hrs

Device Routing Invert Outlet Devices

#1  Primary 267.90' 12.0" Round 12" Culvert L= 30.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 267.90'/ 267.60' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.26 cfs @ 12.17 hrs HW=268.74" TW=268.73" (Dynamic Tailwater)
1=12" Culvert (Outlet Controls 0.26 cfs @ 0.51 fps)

Summary for Pond CB P5: CB P5

Inflow Area = 0.174 ac,100.00% Impervious, Inflow Depth > 2.77" for 2-YR event
Inflow = 0.53 cfs@ 12.09 hrs, Volume= 0.040 af

Outflow = 0.53 cfs@ 12.09 hrs, Volume= 0.040 af, Atten=0%, Lag= 0.0 min
Primary = 0.53cfs@ 12.09 hrs, Volume= 0.040 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Peak Elev=265.99'@ 12.13 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.50' 12.0" Round Culvert L=5.0'" CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.50'/ 265.45' S=0.0100"/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.34 cfs @ 12.09 hrs HW=265.95' TW=265.90" (Dynamic Tailwater)
1=Culvert (Outlet Controls 0.34 cfs @ 1.43 fps)

Summary for Pond CB P6: CB P6

Inflow Area = 0.326 ac, 78.95% Impervious, Inflow Depth > 2.13" for 2-YR event
Inflow = 0.78 cfs@ 12.11 hrs, Volume= 0.058 af

Outflow = 0.78 cfs@ 12.11 hrs, Volume= 0.058 af, Atten=0%, Lag= 0.0 min
Primary = 0.78 cfs@ 12.11 hrs, Volume= 0.058 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev= 266.06'@ 12.14 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.50' 12.0" Round Culvert L=5.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.50'/ 265.45' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.69 cfs @ 12.11 hrs HW=266.04" TW=265.90" (Dynamic Tailwater)
1=Culvert (Outlet Controls 0.69 cfs @ 2.31 fps)

Summary for Pond House Infiltration: House Infiltration

Inflow Area = 0.048 ac,100.00% Impervious, Inflow Depth > 2.77" for 2-YR event

Inflow = 0.15cfs@ 12.09 hrs, Volume= 0.011 af

Outflow = 0.01cfs@ 11.25 hrs, Volume= 0.008 af, Atten=95%, Lag= 0.0 min
Discarded = 0.01cfs@ 11.25 hrs, Volume= 0.008 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Peak Elev=270.37'@ 13.99 hrs Surf.Area= 330 sf Storage= 228 cf

Plug-Flow detention time=156.1 min calculated for 0.008 af (71% of inflow)
Center-of-Mass det. time=90.8 min ( 829.4 - 738.6 )

Volume Invert Avail.Storage Storage Description

#1 270.00' 373 cf ADS_StormTech SC-740x 8 Inside #2
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
Row Length Adjustment= +0.44' x 6.45 sf x 2 rows

#2 269.00' 445 cf Custom Stage Data (Prismatic)isted below (Recalc)
1,485 cf Overall - 373 cf Embedded = 1,112 cf x 40.0% Voids

818 cf Total Available Storage

Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
269.00 330 0 0
273.50 330 1,485 1,485
Device Routing Invert Outlet Devices

#1  Discarded 269.00" 1.040 in/hr Exfiltration over Surface area

Discarded OutFlow Max=0.01 cfs @ 11.25 hrs HW=269.05" (Free Discharge)
1=Exfiltration (Exfiltration Controls 0.01 cfs)

Summary for Pond Post Existing Pond: Existing Pond

Inflow Area = 17.672 ac, 15.88% Impervious, Inflow Depth > 0.70" for 2-YR event

Inflow = 10.01 cfs@ 12.25 hrs, Volume= 1.034 af

Outflow = 0.00cfs@ 5.00 hrs, Volume= 0.000 af, Atten=100%, Lag= 0.0 min
Primary = 0.00cfs@ 5.00 hrs, Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=263.13'@ 20.00 hrs Surf.Area= 48,534 sf Storage= 45,005 cf

Plug-Flow detention time= (not calculated: initial storage exceeds outflow)
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Center-of-Mass det. time= (not calculated: no outflow)

Volume Invert Avail.Storage Storage Description

#1 262.00' 64,223 cf Custom Stage Data (Prismatic) isted below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store

(feet) (sqg-ft) (cubic-feet) (cubic-feet)

262.00 31,406 0 0

263.50 54,224 64,223 64,223
Device Routing Invert Outlet Devices

#1  Primary 263.30' 70.0'long x 5.0' breadth Broad-Crested Rectangular Weir

Head (feet) 0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60 1.80 2.00 2.50 3.00 3.50 4.00 4.50 5.00 5.50
Coef. (English) 2.34 2.50 2.70 2.68 2.68 2.66 2.65 2.65 2.65 2.65 2.67 2.66 2.68 2.70 2.74 2.79
2.88

Primary OutFlow Max=0.00 cfs @ 5.00 hrs HW=262.00'" TW=0.00' (Dynamic Tailwater)
1=Broad-Crested Rectangular Weir( Controls 0.00 cfs)

Summary for Pond Stormceptor 1: Stormceptor 1

Inflow Area = 1.771 ac, 21.36% Impervious, Inflow Depth > 0.21" for 2-YR event
Inflow = 0.31cfs@ 12.21 hrs, Volume= 0.031 af

Outflow = 0.31cfs@ 12.21 hrs, Volume= 0.031 af, Atten=0%, Lag= 0.0 min
Primary = 0.31cfs@ 12.21 hrs, Volume= 0.031 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev= 265.53'@ 12.22 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.20' 12.0" Round 12" Culvert L=80.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.20'/ 264.80' S=0.0050'/" Cc=0.900 n=0.013, Flow Area= 0.79 sf

Primary OutFlow Max=0.30 cfs @ 12.21 hrs HW=265.53' TW=265.11" (Dynamic Tailwater)
1=12" Culvert (Outlet Controls 0.30 cfs @ 2.00 fps)
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Summary for Pond Stormceptor 2: Stormceptor 2

Inflow Area = 1.268 ac, 28.14% Impervious, Inflow Depth > 0.32" for 2-YR event
Inflow = 0.45cfs@ 12.12 hrs, Volume= 0.033 af

Outflow = 045cfs@ 12.11 hrs, Volume= 0.033 af, Atten=0%, Lag= 0.0 min
Primary = 0.45cfs@ 12.11 hrs, Volume= 0.033 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=266.15"'@ 12.14 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.50' 12.0" Round 12" Culvert L=50.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.50'/ 265.00' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.40 cfs @ 12.11 hrs HW=266.14" TW=266.09' (Dynamic Tailwater)
1=12" Culvert (Outlet Controls 0.40 cfs @ 1.07 fps)

Summary for Pond Stormceptor 3: Stormceptor 3

Inflow Area = 1.557 ac, 34.31% Impervious, Inflow Depth > 1.25" for 2-YR event
Inflow = 1.68 cfs @ 12.17 hrs, Volume= 0.162 af

Outflow = 1.68 cfs @ 12.17 hrs, Volume= 0.162 af, Atten=0%, Lag= 0.0 min
Primary = 1.68 cfs @ 12.17 hrs, Volume= 0.162 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=267.12'@ 12.17 hrs

Device Routing Invert Outlet Devices

#1  Primary 266.40' 12.0" Round 12" Culvert L=40.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 266.40'/ 266.00' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=1.66 cfs @ 12.17 hrs HW=267.12' TW=266.27' (Dynamic Tailwater)
T 1=12" culvert (Barrel Controls 1.66 cfs @ 3.86 fps)
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Summary for Pond Stormceptor 4: Stormceptor 4

Inflow Area = 2.571 ac, 29.10% Impervious, Inflow Depth > 0.68" for 2-YR event
Inflow = 0.94 cfs@ 12.53 hrs, Volume= 0.146 af

Outflow = 0.94 cfs@ 12.53 hrs, Volume= 0.146 af, Atten=0%, Lag= 0.0 min
Primary = 0.94 cfs@ 12.53 hrs, Volume= 0.146 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=267.35'@ 12.61 hrs

Device Routing Invert Outlet Devices

#1  Primary 266.60' 12.0" Round 12" Culvert L=40.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 266.60'/ 266.00' S=0.0150"/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.93 cfs @ 12.53 hrs HW=267.35' TW=267.19"' (Dynamic Tailwater)
1=12" Culvert (Outlet Controls 0.93 cfs @ 2.03 fps)

Summary for Pond STORMCEPTOR 5: STORMCEPTOR 5

Inflow Area = 0.500 ac, 86.27% Impervious, Inflow Depth > 2.35" for 2-YR event
Inflow = 1.29 cfs @ 12.10 hrs, Volume= 0.098 af

Outflow = 1.29 cfs @ 12.10 hrs, Volume= 0.098 af, Atten=0%, Lag= 0.0 min
Primary = 1.29 cfs @ 12.10 hrs, Volume= 0.098 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=265.92'@ 12.10 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.20' 12.0" Round Culvert L=20.0'" CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.20'/ 265.10' S=0.0050"" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=1.28 cfs @ 12.10 hrs HW=265.91" TW=265.42"' (Dynamic Tailwater)
T 1=culvert (Barrel Controls 1.28 cfs @ 2.99 fps)
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Time span=5.00-20.00 hrs, dt=0.05 hrs, 301 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Dyn-Stor-Ind method - Pond routing by Dyn-Stor-Ind method

SubcatchmentHouse: House Runoff Area=2,100 sf 100.00% Impervious Runoff Depth>4.05"
Flow Length=30" Slope=0.3000'/" Tc=6.0 min CN=98 Runoff=0.21 cfs 0.016 af

SubcatchmentPost 1a: Post 1a Runoff Area=690,766 sf 11.01% Impervious Runoff Depth>0.90"
Flow Length=936" Slope=0.0530"" Tc=22.1 min Ul Adjusted CN=59 Runoff=10.25 cfs 1.191 af

SubcatchmentPost 1b: Post 1b Runoff Area=49,032 sf 16.57% Impervious Runoff Depth>0.91"
Flow Length=264" Slope=0.0530"" Tc=7.8 min Ul Adjusted CN=59 Runoff=1.03 cfs 0.085 af

SubcatchmentPost 1c: Post1c Runoff Area=28,115 sf 29.72% Impervious Runoff Depth>1.33"
Flow Length=497' Slope=0.0330"/" Tc=12.6 min Ul Adjusted CN=66 Runoff=0.83 cfs 0.071 af

SubcatchmentPost 1d: Post 1d Runoff Area=46,660 sf 17.82% Impervious Runoff Depth>0.96"
Flow Length=445" Slope=0.0370"" Tc=13.5 min Ul Adjusted CN=60 Runoff=0.90 cfs 0.086 af

SubcatchmentPost 1e: Post 1e Runoff Area=8,566 sf 84.33% Impervious Runoff Depth>3.30"
Flow Length=335" Slope=0.0130"" Tc=8.2 min CN=90 Runoff=0.72 cfs 0.054 af

SubcatchmentPost 1f: Post 1f Runoff Area=77,001 sf 20.66% Impervious Runoff Depth>1.82"
Flow Length=535" Slope=0.0600"" Tc=8.9 min Ul Adjusted CN=73 Runoff=3.58 cfs 0.268 af

SubcatchmentPost 1g: Post 1g Runoff Area=34,971 sf 47.68% Impervious Runoff Depth>2.72"
Flow Length=605" Slope=0.0230'"" Tc=12.3 min CN=84 Runoff=2.21 cfs 0.182 af

SubcatchmentPost 2a: Post 2a Runoff Area=689,243 sf 14.11% Impervious Runoff Depth>1.46"
Flow Length=863" Slope=0.0640"" Tc=14.9 min Ul Adjusted CN=68 Runoff=21.41 cfs 1.923 af

SubcatchmentPost 2b: Post 2b Runoff Area=12,743 sf 13.17% Impervious Runoff Depth>1.14"
Flow Length=242" Slope=0.0270"" Tc=9.2 min Ul Adjusted CN=63 Runoff=0.35 cfs 0.028 af

SubcatchmentPost 2c: Post 2¢ Runoff Area=56,127 sf 22.11% Impervious Runoff Depth>1.97"
Flow Length=499" Slope=0.0300"" Tc=11.2 min Ul Adjusted CN=75 Runoff=2.67 cfs 0.211 af
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SubcatchmentPost 2d: Post 2d Runoff Area=11,684 sf 92.94% Impervious Runoff Depth>3.97"

Flow Length=739" Slope=0.0220'/" Tc=8.5 min CN=97 Runoff=1.09 cfs 0.089 af

SubcatchmentPost 3a: Post 3a Runoff Area=221,701 sf 0.39% Impervious Runoff Depth>2.05"
Flow Length=522" Slope=0.0960 """ Tc=6.9 min CN=76 Runoff=12.57 cfs 0.869 af

SubcatchmentPost 3b: Post 3b Runoff Area=7,576 sf 100.00% Impervious Runoff Depth>4.05"
Flow Length=570" Slope=0.0280"" Tc=6.0 min CN=98 Runoff=0.76 cfs 0.059 af

SubcatchmentPost 3c: Post 3¢ Runoff Area=14,201 sf 78.95% Impervious Runoff Depth>3.40"
Flow Length=571" Slope=0.0280"" Tc=8.2 min CN=91 Runoff=1.21 cfs 0.092 af

SubcatchmentPost 4a: Post 4a Runoff Area=5,922 sf 23.96% Impervious Runoff Depth>1.14"
Flow Length=105" Slope=0.0250"" Tc=6.0 min Ul Adjusted CN=63 Runoff=0.18 cfs 0.013 af

SubcatchmentPost 4b: Post 4b Runoff Area=5,403 sf 20.97% Impervious Runoff Depth>1.14"
Flow Length=112" Slope=0.0490'/* Tc=6.0 min Ul Adjusted CN=63 Runoff=0.16 cfs 0.012 af

ReachFILTERSTRIP 1A-1: FILTERSTRIP 1A-1 Avg. Flow Depth=0.28' Max Vel=0.29 fps Inflow=0.97 cfs 0.117 af
n=0.400 L=194.0' S=0.0567'" Capacity=2.83 cfs Outflow=0.80 cfs 0.115 af

ReachFILTERSTRIP 1A-2: FILTER STRIP 1A-2 Avg. Flow Depth=0.14' Max Vel=0.21 fps Inflow=0.71 cfs 0.079 af
n=0.400 L=202.0' S=0.0743'/" Capacity=7.62 cfs Outflow=0.50 cfs 0.079 af

ReachFILTERSTRIP 1A-3: FILTER STRIP 1A-3 Avg. Flow Depth=0.36' Max Vel=0.40 fps Inflow=3.84 cfs 0.341 af
n=0.400 L=177.0' S=0.0791'" Capacity=6.70 cfs Outflow=3.28 cfs 0.339 af

ReachFILTERSTRIP 2A: FILTERSTRIP 2A Avg. Flow Depth=0.39' Max Vel=0.18 fps Inflow=2.61 cfs 0.293 af
n=0.400 L=106.0" S=0.0142'" Capacity=3.97 cfs Outflow=2.31 cfs 0.290 af

Reach Filter Strip 2B: Filter Strip 2B Avg. Flow Depth=0.14' Max Vel=0.22 fps Inflow=0.35 cfs 0.028 af
n=0.240 L=225.0' S=0.0311"'/" Capacity=3.50 cfs Outflow=0.21 cfs 0.027 af

Reach Post: Post Inflow=21.44 cfs 3.743 af
Outflow=21.44 cfs 3.743 af
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Reach Post East: Post East Inflow=14.02 cfs 1.994 af

Outflow=14.02 cfs 1.994 af

Reach Post West: Post West Pond Inflow=14.86 cfs 1.748 af
Outflow=14.86 cfs 1.748 af

Reach Stream: Intermittent Stream Avg. Flow Depth=0.42' Max Vel=1.09 fps Inflow=1.96 cfs 0.151 af
n=0.040 L=438.0' S=0.0048'"" Capacity=5.56 cfs Outflow=1.64 cfs 0.150 af

Pond BASIN1: BASIN1 Peak Elev=267.64"' Storage=1,041 cf Inflow=1.03 cfs 0.085 af
Discarded=0.06 cfs 0.028 af Primary=0.29 cfs 0.045 af Outflow=0.35 cfs 0.073 af

Pond BASIN 2: BASIN 2 Peak Elev=269.10" Storage=1,065 cf Inflow=0.90 cfs 0.086 af
Discarded=0.07 cfs 0.045 af Primary=0.43 cfs 0.025 af Outflow=0.50 cfs 0.070 af

Pond BASIN 3: BASIN 3 Peak Elev=268.54"' Storage=884 cf Inflow=2.67 cfs 0.211 af
Discarded=0.02 cfs 0.006 af Primary=1.84 cfs 0.205 af Outflow=1.87 cfs 0.211 af

Pond BASIN4: BASIN4 Peak Elev=269.85"' Storage=4,756 cf Inflow=5.73 cfs 0.450 af
Discarded=0.17 cfs 0.090 af Primary=1.20 cfs 0.268 af Secondary=2.64 cfs 0.073 af Outflow=4.00 cfs 0.431 af

Pond CB P1: CB P1 Peak Elev=272.79' Inflow=0.35 cfs 0.028 af
12.0" Round Culvert n=0.012 L=150.0' S=0.0100"'/" Outflow=0.35 cfs 0.028 af

Pond CB P2: CB P2 Peak Elev=266.08' Inflow=0.83 cfs 0.071 af
12.0" Round Culvert n=0.013 L=10.0' S=0.0100"/" Outflow=0.83 cfs 0.071 af

Pond CB P3: CB P3 Peak Elev=267.19' Inflow=0.72 cfs 0.054 af
12.0" Round Culvert n=0.012 L=10.0' S=0.0100"/" Outflow=0.72 cfs 0.054 af

Pond CB P4: CB P4 Peak Elev=270.02' Inflow=2.21 cfs 0.182 af
12.0" Round Culvert n=0.012 L=30.0' S=0.0100"/" Outflow=2.21 cfs 0.182 af

Pond CB P5: CB P5 Peak Elev=266.19' Inflow=0.76 cfs 0.059 af
12.0" Round Culvert n=0.012 L=5.0' S=0.0100"'/" Outflow=0.76 cfs 0.059 af
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Pond CB P6: CB P6 Peak Elev=266.28" Inflow=1.21 cfs 0.092 af

12.0" Round Culvert n=0.012 L=5.0' S=0.0100"'/" Outflow=1.21 cfs 0.092 af

Pond House Infiltration: House Infiltration Peak Elev=271.03"' Storage=392 cf Inflow=0.21 cfs 0.016 af
Outflow=0.01 cfs 0.009 af

Pond Post Existing Pond: Existing Pond Peak Elev=263.37' Storage=57,496 cf Inflow=23.75 cfs 2.241 af
Outflow=3.28 cfs 0.975 af

Pond Stormceptor1: Stormceptor1 Peak Elev=265.79" Inflow=0.97 cfs 0.117 af
12.0" Round Culvert n=0.013 L=80.0" S=0.0050"/" Outflow=0.97 cfs 0.117 af

Pond Stormceptor2: Stormceptor2 Peak Elev=266.22" Inflow=0.72 cfs 0.079 af
12.0" Round Culvert n=0.012 L=50.0'" S=0.0100"/" Outflow=0.71 cfs 0.079 af

Pond Stormceptor3: Stormceptor3 Peak Elev=267.38" Inflow=2.61 cfs 0.293 af
12.0" Round Culvert n=0.012 L=40.0" S=0.0100"/" Outflow=2.61 cfs 0.293 af

Pond Stormceptor4: Stormceptor4 Peak Elev=268.31" Inflow=3.84 cfs 0.341 af
12.0" Round Culvert n=0.012 L=40.0'" S=0.0150"/" Outflow=3.84 cfs 0.341 af

Pond STORMCEPTORS5: STORMCEPTORS5 Peak Elev=266.13' Inflow=1.96 cfs 0.151 af
12.0" Round Culvert n=0.012 L=20.0' S=0.0050"/" Outflow=1.96 cfs 0.151 af

Total Runoff Area = 45.037 ac Runoff Volume = 5.248 af Average Runoff Depth = 1.40"
85.36% Pervious = 38.444 ac  14.64% Impervious = 6.593 ac
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Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Subcatchment House: House

0.21cfs@ 12.09 hrs, Volume=

Type 1l 24-hr 10-YR Rainfall=4.60"

0.016 af, Depth> 4.05"

Area (sf) CN  Description
2,100 98 Unconnected pavement, HSG A
* 0 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
2,100 98 Weighted Average
2,100 98 100.00% Impervious Area
2,100 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
0.2 30 0.3000 3.01 Lag/CN Method, Houses
0.2 30 Total, Increased to minimum Tc = 6.0 min
Summary for Subcatchment Post 1a: Post 1a
Runoff = 10.25cfs @ 12.36 hrs, Volume= 1.191 af, Depth> 0.90"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type Ill 24-hr 10-YR Rainfall=4.60"
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Area (sf) CN Adj Description
3,464 98 Unconnected pavement, HSG A
66,368 98 Unconnected pavement, HSG B
6,212 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
46,666 32 Woods/grass comb., Good, HSG A
73,867 39 >75% Grass cover, Good, HSG A
158,275 58 Woods/grass comb., Good, HSG B
258,651 61 >75% Grass cover, Good, HSG B
61,008 72 Woods/grass comb., Good, HSG C
16,255 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
690,766 61 59 Weighted Average, Ul Adjusted
614,722 57 57 88.99% Pervious Area
76,044 98 98 11.01% Impervious Area
76,044 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
22.1 936 0.0530 0.71 Lag/CN Method, Post 1a

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

1.03cfs @ 12.13 hrs, Volume=

Summary for Subcatchment Post 1b: Post 1b

Type 1l 24-hr 10-YR Rainfall=4.60"

0.085 af, Depth> 0.91"
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Area (sf) CN Adj Description
3,067 98 Unconnected pavement, HSG A
5,058 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
11,103 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
29,804 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
49,032 62 59 Weighted Average, Ul Adjusted
40,907 55 55 83.43% Pervious Area
8,125 98 98 16.57% Impervious Area
8,125 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
7.8 264 0.0530 0.56 Lag/CN Method, Post 1d

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

0.83cfs@ 12.19 hrs, Volume=

Summary for Subcatchment Post 1c: Post 1c

Type 1l 24-hr 10-YR Rainfall=4.60"

0.071 af, Depth> 1.33"
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Area (sf) CN Adj Description
1,896 98 Unconnected pavement, HSG A
6,460 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
21 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
19,738 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
28,115 72 66 Weighted Average, Ul Adjusted
19,759 61 61 70.28% Pervious Area
8,356 98 98 29.72% Impervious Area
8,356 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
12.6 497 0.0330 0.66 Lag/CN Method, Post 1c

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

0.90cfs @ 12.22 hrs, Volume=

Summary for Subcatchment Post 1d: Post 1d

Type 1l 24-hr 10-YR Rainfall=4.60"

0.086 af, Depth> 0.96"
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Area (sf) CN Adj Description
2,113 98 Unconnected pavement, HSG A
6,061 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
141 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
9,211 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
28,313 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
821 80 >75% Grass cover, Good, HSG D
46,660 64 60 Weighted Average, Ul Adjusted
38,345 56 56 82.18% Pervious Area
8,315 98 98 17.82% Impervious Area
8,315 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
13.5 445 0.0370 0.55 Lag/CN Method, Post 1d

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

0.72cfs@ 12.11 hrs, Volume=

Summary for Subcatchment Post 1e: Post 1e

Type 1l 24-hr 10-YR Rainfall=4.60"

0.054 af, Depth> 3.30"
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Area (sf) CN Description

2,800 98 Unconnected pavement, HSG A
4,424 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
809 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
533 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

8,566 90 Weighted Average
1,342 48 15.67% Pervious Area
7,224 98 84.33% Impervious Area

7,224 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.2 335 0.0130 0.68 Lag/CN Method, Post 1e

Summary for Subcatchment Post 1f: Post 1f

Runoff = 3.58cfs@ 12.13 hrs, Volume= 0.268 af, Depth> 1.82"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 10-YR Rainfall=4.60"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
9,773 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,135 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
2,765 58 Woods/grass comb., Good, HSG B
29,605 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
8,761 79 Woods/grass comb., Good, HSG D
19,962 80 >75% Grass cover, Good, HSG D
77,001 76 73 Weighted Average, Ul Adjusted
61,093 70 70 79.34% Pervious Area
15,908 98 98 20.66% Impervious Area
15,908 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.9 535 0.0600 1.00 Lag/CN Method, Post 1f

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

221cfs@ 12.17 hrs, Volume=

Summary for Subcatchment Post 1g: Post 1g

Type 1l 24-hr 10-YR Rainfall=4.60"

0.182 af, Depth> 2.72"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
10,065 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,608 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
8,268 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
264 79 Woods/grass comb., Good, HSG D
9,766 80 >75% Grass cover, Good, HSG D
34,971 84 Weighted Average
18,298 71 52.32% Pervious Area
16,673 98 47.68% Impervious Area
16,673 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
12.3 605 0.0230 0.82 Lag/CN Method, Post 1g

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

2141 cfs@ 12.22 hrs, Volume=

Summary for Subcatchment Post 2a: Post 2a

Type 1l 24-hr 10-YR Rainfall=4.60"

1.923 af, Depth> 1.46"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
61,228 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
36,052 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
197,068 58 Woods/grass comb., Good, HSG B
213,835 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
78,890 79 Woods/grass comb., Good, HSG D
102,170 80 >75% Grass cover, Good, HSG D
689,243 70 68 Weighted Average, Ul Adjusted
591,963 66 66 85.89% Pervious Area
97,280 98 98 14.11% Impervious Area
97,280 100.00% Unconnected
Tc Length Slope Velocity Capacity Description

(min)  (feet)

(ft/ft)

(ft/sec) (cfs)

14.9 863 0.0640

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

0.35cfs@ 12.15 hrs, Volume=

0.97

Summary for Subcatchment Post 2b: Post 2b

Type 1l 24-hr 10-YR Rainfall=4.60"

Lag/CN Method, Post 2a

0.028 af, Depth> 1.14"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
1,678 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
11,065 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
12,743 66 63 Weighted Average, Ul Adjusted
11,065 61 61 86.83% Pervious Area
1,678 98 98 13.17% Impervious Area
1,678 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
9.2 242 0.0270 0.44 Lag/CN Method, Post 2b

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

267cfs@ 12.16 hrs, Volume=

Summary for Subcatchment Post 2c: Post 2c

Type 1l 24-hr 10-YR Rainfall=4.60"

0.211 af, Depth> 1.97"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
2,740 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
9,668 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
18,069 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
25,650 80 >75% Grass cover, Good, HSG D
56,127 78 75 Weighted Average, Ul Adjusted
43,719 72 72 77.89% Pervious Area
12,408 98 98 22.11% Impervious Area
12,408 100.00% Unconnected
Tc Length Slope Velocity Capacity Description

(min)  (feet)

(ft/ft)

(ft/sec) (cfs)

11.2 499 0.0300

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

1.09cfs @ 12.12 hrs, Volume=

0.74

Summary for Subcatchment Post 2d: Post 2d

Type 1l 24-hr 10-YR Rainfall=4.60"

Lag/CN Method, Post 2¢c

0.089 af, Depth> 3.97"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
4,136 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,723 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
825 80 >75% Grass cover, Good, HSG D
11,684 97 Weighted Average
825 80 7.06% Pervious Area
10,859 98 92.94% Impervious Area
10,859 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.5 739 0.0220 1.46 Lag/CN Method, Post 2d

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

1257 cfs@ 12.10 hrs, Volume=

Summary for Subcatchment Post 3a: Post 3a

Type 1l 24-hr 10-YR Rainfall=4.60"

0.869 af, Depth> 2.05"
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Area (sf) CN Description

0 98 Unconnected pavement, HSG A
0 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
866 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
27,594 58 Woods/grass comb., Good, HSG B
4,601 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
167,810 79 Woods/grass comb., Good, HSG D
20,830 80 >75% Grass cover, Good, HSG D

221,701 76  Weighted Average
220,835 76  99.61% Pervious Area
866 98 0.39% Impervious Area

866 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
6.9 522 0.0960 1.26 Lag/CN Method, Post 3a

Summary for Subcatchment Post 3b: Post 3b

Runoff = 0.76 cfs @ 12.09 hrs, Volume= 0.059 af, Depth> 4.05"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 10-YR Rainfall=4.60"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
7,576 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
7,576 98 Weighted Average
7,576 98 100.00% Impervious Area
7,576 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
5.7 570 0.0280 1.66 Lag/CN Method, Post 3b
57 570 Total, Increased to minimum Tc = 6.0 min
Summary for Subcatchment Post 3c: Post 3c
Runoff = 1.21cfs @ 12.11 hrs, Volume= 0.092 af, Depth> 3.40"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type 1l 24-hr 10-YR Rainfall=4.60"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
10,644 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
568 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
2,771 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
218 80 >75% Grass cover, Good, HSG D
14,201 91 Weighted Average
2,989 62 21.05% Pervious Area
11,212 98 78.95% Impervious Area
11,212 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.2 571 0.0280 1.17 Lag/CN Method, Post 3c
Summary for Subcatchment Post 4a: Post 4a
Runoff = 0.18 cfs@ 12.10 hrs, Volume= 0.013 af, Depth> 1.14"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type 1l 24-hr 10-YR Rainfall=4.60"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
1,419 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
3,696 58 Woods/grass comb., Good, HSG B
807 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
5,922 68 63 Weighted Average, Ul Adjusted
4,503 59 59 76.04% Pervious Area
1,419 98 98 23.96% Impervious Area
1,419 100.00% Unconnected
Tc Length Slope Velocity Capacity Description

(min)  (feet)

(ft/ft)

(ft/sec) (cfs)

4.7 105 0.0250 0.38

Lag/CN Method, Post 4a

4.7 105 Total, Increased to minimum Tc = 6.0 min

Summary for Subcatchment Post 4b: Post 4b

Runoff = 0.16 cfs@ 12.10 hrs, Volume= 0.012 af, Depth> 1.14"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type 1l 24-hr 10-YR Rainfall=4.60"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
1,133 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
3,625 58 Woods/grass comb., Good, HSG B
645 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

5,403 67 63 Weighted Average, Ul Adjusted
4,270 58 58 79.03% Pervious Area

1,133 98 98 20.97% Impervious Area

1,133 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)

3.6 112 0.0490 0.52 Lag/CN Method, Post 4b
3.6 112 Total, Increased to minimum Tc = 6.0 min

Summary for Reach FILTER STRIP 1A-1: FILTER STRIP 1A-1

Inflow Area = 1.771 ac, 21.36% Impervious, Inflow Depth > 0.79" for 10-YR event
Inflow = 097 cfs@ 12.23 hrs, Volume= 0.117 af
Outflow = 0.80cfs@ 12.42 hrs, Volume= 0.115 af, Atten=17%, Lag= 11.4 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.29 fps, Min. Travel Time= 11.2 min
Avg. Velocity = 0.15 fps, Avg. Travel Time= 21.7 min

Peak Storage= 538 cf @ 12.42 hrs
Average Depth at Peak Storage= 0.28'
Bank-Full Depth= 0.50" Flow Area= 6.7 sf, Capacity= 2.83 cfs
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20.00" x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length=194.0' Slope= 0.0567 /"
Inlet Invert= 265.00', Outlet Invert= 254.00'

t
Summary for Reach FILTER STRIP 1A-2: FILTER STRIP 1A-2

Inflow Area = 1.268 ac, 28.14% Impervious, Inflow Depth > 0.75" for 10-YR event

Inflow = 0.71cfs@ 12.11 hrs, Volume= 0.079 af

Outflow = 0.50 cfs @ 12.62 hrs, Volume= 0.079 af, Atten=30%, Lag= 30.1 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.21 fps, Min. Travel Time= 16.0 min
Avg. Velocity = 0.09 fps, Avg. Travel Time= 38.1 min

Peak Storage= 479 cf @ 12.62 hrs
Average Depth at Peak Storage= 0.14"
Bank-Full Depth= 0.50" Flow Area= 15.7 sf, Capacity= 7.62 cfs

47.00' x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length= 202.0" Slope= 0.0743"/"
Inlet Invert= 266.00', Outlet Invert= 251.00'
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Summary for Reach FILTER STRIP 1A-3: FILTER STRIP 1A-3

Inflow Area = 2.571 ac, 29.10% Impervious, Inflow Depth > 1.59" for 10-YR event
Inflow = 3.84 cfs @ 12.28 hrs, Volume= 0.341 af
Outflow = 3.28 cfs @ 12.40 hrs, Volume= 0.339 af, Atten=15%, Lag= 6.9 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.40 fps, Min. Travel Time= 7.3 min
Avg. Velocity = 0.19 fps, Avg. Travel Time= 15.6 min

Peak Storage= 1,440 cf @ 12.40 hrs
Average Depth at Peak Storage= 0.36'
Bank-Full Depth= 0.50" Flow Area= 13.3 sf, Capacity= 6.70 cfs

40.00" x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length=177.0" Slope= 0.0791"/"
Inlet Invert= 267.00', Outlet Invert= 253.00'

I
Summary for Reach FILTER STRIP 2A: FILTER STRIP 2A
Inflow Area = 1.557 ac, 34.31% Impervious, Inflow Depth > 2.26" for 10-YR event
Inflow = 261cfs@ 12.16 hrs, Volume= 0.293 af
Outflow = 231 cfs@ 12.34 hrs, Volume= 0.290 af, Atten=11%, Lag= 11.1 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.18 fps, Min. Travel Time= 9.8 min
Avg. Velocity = 0.07 fps, Avg. Travel Time= 24.5 min
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Peak Storage= 1,362 cf @ 12.34 hrs
Average Depth at Peak Storage= 0.39'
Bank-Full Depth= 0.50" Flow Area= 18.7 sf, Capacity= 3.97 cfs

56.00' x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length=106.0" Slope=0.0142"/"
Inlet Invert= 266.00', Outlet Invert= 264.50'

t
Summary for Reach Filter Strip 2B: Filter Strip 2B

Inflow Area = 0.293 ac, 13.17% Impervious, Inflow Depth > 1.14" for 10-YR event

Inflow = 0.35cfs@ 12.15 hrs, Volume= 0.028 af

Outflow = 0.21cfs@ 12.34 hrs, Volume= 0.027 af, Atten=38%, Lag= 11.8 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.22 fps, Min. Travel Time= 16.9 min
Avg. Velocity = 0.12 fps, Avg. Travel Time= 32.4 min

Peak Storage= 217 cf @ 12.34 hrs
Average Depth at Peak Storage= 0.14"
Bank-Full Depth= 0.50" Flow Area= 6.7 sf, Capacity= 3.50 cfs

20.00" x 0.50' deep Parabolic Channel, n=0.240 Sheet flow over Dense Grass
Length=225.0' Slope= 0.0311"/"
Inlet Invert= 271.00', Outlet Invert= 264.00'
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Summary for Reach Post: Post

Inflow Area = 44.989 ac, 14.55% Impervious, Inflow Depth > 1.00" for 10-YR event
Inflow = 2144 cfs@ 12.32 hrs, Volume= 3.743 af
Outflow = 21.44 cfs@ 12.32 hrs, Volume= 3.743 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Post East: Post East

Inflow Area = 23.262 ac, 14.00% Impervious, Inflow Depth > 1.03" for 10-YR event
Inflow = 14.02 cfs@ 12.11 hrs, Volume= 1.994 af
Outflow = 14.02 cfs@ 12.11 hrs, Volume= 1.994 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Post West: Post West Pond

Inflow Area = 21.727 ac, 15.13% Impervious, Inflow Depth > 0.97" for 10-YR event
Inflow = 14.86 cfs @ 12.37 hrs, Volume= 1.748 af
Outflow = 14.86 cfs @ 12.37 hrs, Volume= 1.748 af, Atten= 0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Summary for Reach Stream: Intermittent Stream

Inflow Area = 0.500 ac, 86.27% Impervious, Inflow Depth > 3.62" for 10-YR event
Inflow = 1.96 cfs @ 12.10 hrs, Volume= 0.151 af
Outflow = 1.64 cfs @ 12.17 hrs, Volume= 0.150 af, Atten=16%, Lag= 3.8 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 1.09 fps, Min. Travel Time= 6.7 min
Avg. Velocity = 0.42 fps, Avg. Travel Time= 17.3 min

Peak Storage= 653 cf @ 12.17 hrs
Average Depth at Peak Storage= 0.42'
Bank-Full Depth= 0.75' Flow Area= 3.5 sf, Capacity= 5.56 cfs

7.00' x 0.75' deep Parabolic Channel, n=0.040 Winding stream, pools & shoals
Length= 438.0' Slope= 0.0048 /"
Inlet Invert= 265.10', Outlet Invert= 263.00'

Summary for Pond BASIN 1: BASIN 1

Inflow Area = 1.126 ac, 16.57% Impervious, Inflow Depth > 0.91" for 10-YR event

Inflow = 1.03cfs@ 12.13 hrs, Volume= 0.085 af

Outflow = 0.35cfs@ 12.55 hrs, Volume= 0.073 af, Atten=66%, Lag= 24.9 min
Discarded = 0.06 cfs@ 12.55 hrs, Volume= 0.028 af

Primary = 0.29cfs@ 12.55 hrs, Volume= 0.045 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=267.64'@ 12.55 hrs Surf.Area= 1,086 sf Storage= 1,041 cf

Plug-Flow detention time=75.4 min calculated for 0.073 af (86% of inflow)
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Center-of-Mass det. time=34.7 min ( 871.5 - 836.8 )

Volume Invert Avail.Storage Storage Description
#1 266.00' 2,116 cf Custom Stage Data (Prismatic)listed below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
266.00 358 0 0
267.00 624 491 491
268.00 1,341 983 1,474
268.40 1,873 643 2,116
Device Routing Invert Outlet Devices
#1 Discarded 266.00' 2.410 in/hr Exfiltration over Surface area
#2  Primary 268.00" 12.0" Horiz. Orifice/Grate C=0.600 Limited to weir flow at low heads
#3  Primary 267.00" 4.0" Vert. Orifice/Grate C= 0.600

Discarded OutFlow Max=0.06 cfs @ 12.55 hrs HW=267.64' (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.06 cfs)

Primary OutFlow Max=0.29 cfs @ 12.55 hrs HW=267.64" TW=265.70" (Dynamic Tailwater)

2=0rifice/Grate ( Controls 0.00 cfs)
3=Orifice/Grate (Orifice Controls 0.29 cfs @ 3.33 fps)

Summary for Pond BASIN 2: BASIN 2

Inflow Area = 1.071 ac, 17.82% Impervious, Inflow Depth > 0.96" for 10-YR event
Inflow = 0.90cfs@ 12.22 hrs, Volume= 0.086 af

Outflow = 0.50 cfs @ 12.53 hrs, Volume= 0.070 af, Atten=44%, Lag= 19.1 min
Discarded = 0.07 cfs @ 12.53 hrs, Volume= 0.045 af

Primary = 043 cfs@ 12.53 hrs, Volume= 0.025 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=269.10'@ 12.53 hrs Surf.Area= 1,329 sf Storage= 1,065 cf

Plug-Flow detention time=108.8 min calculated for 0.070 af (82% of inflow)
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Center-of-Mass det. time=58.1 min ( 896.6 - 838.5)

Volume Invert Avail.Storage Storage Description
#1 268.00' 2,728 cf Custom Stage Data (Prismatic)listed below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
268.00 660 0 0
269.00 1,207 934 934
270.00 2,382 1,795 2,728
Device Routing Invert Outlet Devices
#1  Discarded 268.00" 2.410 in/hr Exfiltration over Surface area
#2  Primary 269.00" 15.0" Horiz. Orifice/Grate C=0.600 Limited to weir flow at low heads

Discarded OutFlow Max=0.07 cfs @ 12.53 hrs HW=269.10" (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.07 cfs)

Primary OutFlow Max=0.42 cfs @ 12.53 hrs HW=269.10' TW=266.22' (Dynamic Tailwater)
t _2=0Orifice/Grate (Weir Controls 0.42 cfs @ 1.05 fps)

Summary for Pond BASIN 3: BASIN 3

Inflow Area = 1.288 ac, 22.11% Impervious, Inflow Depth > 1.97" for 10-YR event
Inflow = 267cfs@ 12.16 hrs, Volume= 0.211 af

Outflow = 1.87cfs @ 12.31 hrs, Volume= 0.211 af, Atten=30%, Lag= 9.0 min
Discarded = 0.02cfs@ 12.30 hrs, Volume= 0.006 af

Primary = 1.84cfs@ 12.31 hrs, Volume= 0.205 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=268.54'@ 12.30 hrs Surf.Area= 1,023 sf Storage= 884 cf

Plug-Flow detention time=5.4 min calculated for 0.210 af (99% of inflow)
Center-of-Mass det. time=4.4 min ( 809.1 - 804.8 )
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Volume Invert Avail.Storage Storage Description
#1 267.00' 2,181 cf Custom Stage Data (Prismatic)listed below (Recalc)

Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
267.00 157 0 0
268.00 690 424 424
269.00 1,309 1,000 1,423
269.50 1,722 758 2,181

Device Routing Invert Outlet Devices

#1  Discarded 267.00" 1.000 in/hr Exfiltration over Surface area
#2  Primary 269.00" 12.0" Horiz. Orifice/Grate C= 0.600 Limited to weir flow at low heads
#3  Primary 267.00" 8.0" Vert. Orifice/Grate C= 0.600

Discarded OutFlow Max=0.02 cfs @ 12.30 hrs HW=268.54' (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.02 cfs)

Primary OutFlow Max=1.84 cfs @ 12.31 hrs HW=268.53' TW=267.31" (Dynamic Tailwater)

2=0rifice/Grate ( Controls 0.00 cfs)
3=Orifice/Grate (Orifice Controls 1.84 cfs @ 5.27 fps)

Summary for Pond BASIN 4: BASIN 4

Inflow Area = 2.571 ac, 29.10% Impervious, Inflow Depth > 2.10" for 10-YR event
Inflow = 5.73cfs@ 12.15 hrs, Volume= 0.450 af

Outflow = 400cfs@ 12.28 hrs, Volume= 0.431 af, Atten=30%, Lag= 8.3 min
Discarded = 0.17 cfs@ 12.29 hrs, Volume= 0.090 af

Primary = 1.20cfs @ 12.28 hrs, Volume= 0.268 af

Secondary = 264 cfs@ 12.29 hrs, Volume= 0.073 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=269.85'@ 12.29 hrs Surf.Area= 3,012 sf Storage= 4,756 cf

Plug-Flow detention time=43.1 min calculated for 0.431 af (96% of inflow)
Center-of-Mass det. time=27.9 min ( 826.3 - 798.4 )
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Volume Invert Avail.Storage Storage Description

#1 267.50' 9,305 cf Custom Stage Data (Prismatic)isted below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store

(feet) (sqg-ft) (cubic-feet) (cubic-feet)

267.50 913 0 0

268.00 1,570 621 621

269.00 2,243 1,907 2,527

270.00 3,149 2,696 5,223

271.00 5,014 4,082 9,305
Device Routing Invert Outlet Devices

#1  Discarded 267.50' 2.410 in/hr Exfiltration over Surface area
#2  Secondary 269.50' 15.0" Horiz. Orifice/Grate C= 0.600 Limited to weir flow at low heads
#3  Primary 268.00" 6.0" Vert. Orifice/Grate C= 0.600

Discarded OutFlow Max=0.17 cfs @ 12.29 hrs HW=269.85" (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.17 cfs)

Primary OutFlow Max=1.19 cfs @ 12.28 hrs HW=269.84' TW=268.27' (Dynamic Tailwater)
T _3=0Orifice/Grate (Orifice Controls 1.19 cfs @ 6.05 fps)

Secondary OutFlow Max=2.61 cfs @ 12.29 hrs HW=269.85' TW=268.28" (Dynamic Tailwater)
2=0rifice/Grate (Weir Controls 2.61 cfs @ 1.92 fps)

Summary for Pond CB P1: CB P1

Inflow Area = 0.293 ac, 13.17% Impervious, Inflow Depth > 1.14" for 10-YR event
Inflow = 0.35cfs@ 12.15 hrs, Volume= 0.028 af

Outflow = 0.35cfs@ 12.15 hrs, Volume= 0.028 af, Atten=0%, Lag= 0.0 min
Primary = 0.35cfs@ 12.15 hrs, Volume= 0.028 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Peak Elev=272.79'@ 12.15 hrs

Device Routing Invert Outlet Devices

#1  Primary 272.50' 12.0" Round 12" Culvert L= 150.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 272.50'/ 271.00' S=0.0100"/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.35 cfs @ 12.15 hrs HW=272.79' TW=271.11" (Dynamic Tailwater)
1=12" Culvert (Inlet Controls 0.35 cfs @ 1.83 fps)

Summary for Pond CB P2: CB P2

Inflow Area = 0.645 ac, 29.72% Impervious, Inflow Depth > 1.33" for 10-YR event
Inflow = 0.83cfs@ 12.19 hrs, Volume= 0.071 af

Outflow = 0.83cfs@ 12.19 hrs, Volume= 0.071 af, Atten=0%, Lag= 0.0 min
Primary = 0.83cfs@ 12.19 hrs, Volume= 0.071 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=266.08'@ 12.19 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.55' 12.0" Round Culvert L= 10.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.55'/ 265.45' S=0.0100'/" Cc=0.900 n=0.013, Flow Area= 0.79 sf

Primary OutFlow Max=0.82 cfs @ 12.19 hrs HW=266.08' TW=265.78" (Dynamic Tailwater)
1=Culvert (Barrel Controls 0.82 cfs @ 2.82 fps)

Summary for Pond CB P3: CB P3

Inflow Area = 0.197 ac, 84.33% Impervious, Inflow Depth > 3.30" for 10-YR event
Inflow = 0.72cfs@ 12.11 hrs, Volume= 0.054 af

Outflow = 0.72cfs@ 12.11 hrs, Volume= 0.054 af, Atten=0%, Lag= 0.0 min
Primary = 0.72cfs@ 12.11 hrs, Volume= 0.054 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs



13005 PRE-POST OSPD Type Ill 24-hr 10-YR Rainfall=4.60"

Prepared by {enter your company name here} Printed 9/22/2016
HydroCAD® 10.00 s/n 01151 © 2013 HydroCAD Software Solutions LLC Page 73

Peak Elev=267.19'@ 12.11 hrs

Device Routing Invert Outlet Devices

#1  Primary 266.70' 12.0" Round 12" Culvert L=10.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 266.70'/ 266.60' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.70 cfs @ 12.11 hrs HW=267.18" TW=266.22' (Dynamic Tailwater)
1=12" Culvert (Barrel Controls 0.70 cfs @ 2.75 fps)

Summary for Pond CB P4: CB P4

Inflow Area = 0.803 ac, 47.68% Impervious, Inflow Depth > 2.72" for 10-YR event
Inflow = 221cfs@ 12.17 hrs, Volume= 0.182 af

Outflow = 221cfs@ 12.17 hrs, Volume= 0.182 af, Atten=0%, Lag= 0.0 min
Primary = 221cfs@ 12.17 hrs, Volume= 0.182 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=270.02' @ 12.28 hrs

Device Routing Invert Outlet Devices

#1  Primary 267.90' 12.0" Round 12" Culvert L= 30.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 267.90'/ 267.60' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=1.02 cfs @ 12.17 hrs HW=269.71' TW=269.64' (Dynamic Tailwater)
1=12" Culvert (Inlet Controls 1.02 cfs @ 1.29 fps)

Summary for Pond CB P5: CB P5

Inflow Area = 0.174 ac,100.00% Impervious, Inflow Depth > 4.05" for 10-YR event
Inflow = 0.76 cfs@ 12.09 hrs, Volume= 0.059 af

Outflow = 0.76 cfs @ 12.09 hrs, Volume= 0.059 af, Atten=0%, Lag= 0.0 min
Primary = 0.76 cfs @ 12.09 hrs, Volume= 0.059 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Peak Elev=266.19'@ 12.14 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.50' 12.0" Round Culvert L=5.0'" CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.50'/ 265.45' S=0.0100"/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.18 cfs @ 12.09 hrs HW=266.11" TW=266.11" (Dynamic Tailwater)
1=Culvert (Outlet Controls 0.18 cfs @ 0.50 fps)

Summary for Pond CB P6: CB P6

Inflow Area = 0.326 ac, 78.95% Impervious, Inflow Depth > 3.40" for 10-YR event
Inflow = 1.21cfs @ 12.11 hrs, Volume= 0.092 af

Outflow = 1.21cfs @ 12.11 hrs, Volume= 0.092 af, Atten=0%, Lag= 0.0 min
Primary = 1.21cfs @ 12.11 hrs, Volume= 0.092 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=266.28' @ 12.14 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.50' 12.0" Round Culvert L=5.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.50'/ 265.45' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=1.02 cfs @ 12.11 hrs HW=266.24" TW=266.11" (Dynamic Tailwater)
1=Culvert (Outlet Controls 1.02 cfs @ 2.28 fps)

Summary for Pond House Infiltration: House Infiltration

Inflow Area = 0.048 ac,100.00% Impervious, Inflow Depth > 4.05" for 10-YR event
Inflow = 0.21cfs@ 12.09 hrs, Volume= 0.016 af

Outflow = 0.01cfs@ 10.25 hrs, Volume= 0.009 af, Atten=96%, Lag= 0.0 min
Discarded = 0.01cfs@ 10.25 hrs, Volume= 0.009 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Peak Elev=271.03'@ 15.26 hrs Surf.Area= 330 sf Storage= 392 cf

Plug-Flow detention time=154.7 min calculated for 0.009 af (53% of inflow)
Center-of-Mass det. time=65.1 min ( 800.8 - 735.6 )

Volume Invert Avail.Storage Storage Description
#1 270.00' 373 cf ADS_StormTech SC-740x 8 Inside #2
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
Row Length Adjustment= +0.44' x 6.45 sf x 2 rows
#2 269.00' 445 cf Custom Stage Data (Prismatic)isted below (Recalc)
1,485 cf Overall - 373 cf Embedded = 1,112 cf x 40.0% Voids

818 cf Total Available Storage

Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
269.00 330 0 0
273.50 330 1,485 1,485
Device Routing Invert Outlet Devices

#1  Discarded 269.00" 1.040 in/hr Exfiltration over Surface area

Discarded OutFlow Max=0.01 cfs @ 10.25 hrs HW=269.05" (Free Discharge)
1=Exfiltration (Exfiltration Controls 0.01 cfs)

Summary for Pond Post Existing Pond: Existing Pond

Inflow Area = 17.672 ac, 15.88% Impervious, Inflow Depth > 1.52" for 10-YR event

Inflow = 23.75cfs@ 12.22 hrs, Volume= 2.241 af

Outflow = 3.28 cfs @ 13.53 hrs, Volume= 0.975 af, Atten=86%, Lag= 78.5 min
Primary = 3.28 cfs @ 13.53 hrs, Volume= 0.975 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev= 263.37'@ 13.53 hrs Surf.Area= 52,303 sf Storage= 57,496 cf

Plug-Flow detention time=209.0 min calculated for 0.975 af (44% of inflow)
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Center-of-Mass det. time=117.4 min ( 936.7 - 819.3)

Volume Invert Avail.Storage Storage Description

#1 262.00' 64,223 cf Custom Stage Data (Prismatic) isted below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store

(feet) (sqg-ft) (cubic-feet) (cubic-feet)

262.00 31,406 0 0

263.50 54,224 64,223 64,223
Device Routing Invert Outlet Devices

#1  Primary 263.30' 70.0'long x 5.0' breadth Broad-Crested Rectangular Weir

Head (feet) 0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60 1.80 2.00 2.50 3.00 3.50 4.00 4.50 5.00 5.50
Coef. (English) 2.34 2.50 2.70 2.68 2.68 2.66 2.65 2.65 2.65 2.65 2.67 2.66 2.68 2.70 2.74 2.79
2.88

Primary OutFlow Max=3.28 cfs @ 13.53 hrs HW=263.37' TW=0.00" (Dynamic Tailwater)
1=Broad-Crested Rectangular Weir(Weir Controls 3.28 cfs @ 0.64 fps)

Summary for Pond Stormceptor 1: Stormceptor 1

Inflow Area = 1.771 ac, 21.36% Impervious, Inflow Depth > 0.79" for 10-YR event
Inflow = 097 cfs@ 12.23 hrs, Volume= 0.117 af

Outflow = 097 cfs@ 12.23 hrs, Volume= 0.117 af, Atten=0%, Lag= 0.0 min
Primary = 097 cfs@ 12.23 hrs, Volume= 0.117 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=265.79'@ 12.23 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.20' 12.0" Round 12" Culvert L=80.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.20'/ 264.80' S=0.0050'/" Cc=0.900 n=0.013, Flow Area= 0.79 sf

Primary OutFlow Max=0.96 cfs @ 12.23 hrs HW=265.79' TW=265.24"' (Dynamic Tailwater)
1=12" Culvert (Barrel Controls 0.96 cfs @ 2.86 fps)
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Summary for Pond Stormceptor 2: Stormceptor 2

Inflow Area = 1.268 ac, 28.14% Impervious, Inflow Depth > 0.75" for 10-YR event
Inflow = 0.72cfs@ 12.11 hrs, Volume= 0.079 af

Outflow = 0.71cfs@ 12.11 hrs, Volume= 0.079 af, Atten=0%, Lag= 0.1 min
Primary = 0.71cfs@ 12.11 hrs, Volume= 0.079 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=266.22'@ 12.13 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.50' 12.0" Round 12" Culvert L=50.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.50'/ 265.00' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.65 cfs @ 12.11 hrs HW=266.22' TW=266.12" (Dynamic Tailwater)
1=12" Culvert (Outlet Controls 0.65 cfs @ 1.51 fps)

Summary for Pond Stormceptor 3: Stormceptor 3

Inflow Area = 1.557 ac, 34.31% Impervious, Inflow Depth > 2.26" for 10-YR event
Inflow = 261cfs@ 12.16 hrs, Volume= 0.293 af

Outflow = 261cfs@ 12.16 hrs, Volume= 0.293 af, Atten=0%, Lag= 0.0 min
Primary = 261cfs@ 12.16 hrs, Volume= 0.293 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=267.38' @ 12.16 hrs

Device Routing Invert Outlet Devices

#1  Primary 266.40' 12.0" Round 12" Culvert L=40.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 266.40'/ 266.00' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=2.58 cfs @ 12.16 hrs HW=267.37' TW=266.35" (Dynamic Tailwater)
T 1=12" culvert (Barrel Controls 2.58 cfs @ 4.21 fps)
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Summary for Pond Stormceptor 4: Stormceptor 4

Inflow Area = 2.571 ac, 29.10% Impervious, Inflow Depth > 1.59" for 10-YR event
Inflow = 3.84 cfs @ 12.28 hrs, Volume= 0.341 af

Outflow = 3.84 cfs@ 12.28 hrs, Volume= 0.341 af, Atten=0%, Lag= 0.0 min
Primary = 3.84 cfs@ 12.28 hrs, Volume= 0.341 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=268.31'@ 12.30 hrs

Device Routing Invert Outlet Devices

#1  Primary 266.60' 12.0" Round 12" Culvert L=40.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 266.60'/ 266.00' S=0.0150"/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=3.71 cfs @ 12.28 hrs HW=268.28' TW=267.32"' (Dynamic Tailwater)
1=12" Culvert (Inlet Controls 3.71 cfs @ 4.72 fps)

Summary for Pond STORMCEPTOR 5: STORMCEPTOR 5

Inflow Area = 0.500 ac, 86.27% Impervious, Inflow Depth > 3.62" for 10-YR event
Inflow = 1.96 cfs @ 12.10 hrs, Volume= 0.151 af

Outflow = 1.96 cfs @ 12.10 hrs, Volume= 0.151 af, Atten=0%, Lag= 0.0 min
Primary = 1.96 cfs @ 12.10 hrs, Volume= 0.151 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=266.13'@ 12.10 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.20' 12.0" Round Culvert L=20.0'" CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.20'/ 265.10' S=0.0050"" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=1.95 cfs @ 12.10 hrs HW=266.13' TW=265.50" (Dynamic Tailwater)
T 1=culvert (Barrel Controls 1.95 cfs @ 3.33 fps)
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Time span=5.00-20.00 hrs, dt=0.05 hrs, 301 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Dyn-Stor-Ind method - Pond routing by Dyn-Stor-Ind method

SubcatchmentHouse: House Runoff Area=2,100 sf 100.00% Impervious Runoff Depth>4.87"
Flow Length=30" Slope=0.3000'/" Tc=6.0 min CN=98 Runoff=0.25 cfs 0.020 af

SubcatchmentPost 1a: Post 1a Runoff Area=690,766 sf 11.01% Impervious Runoff Depth>1.37"
Flow Length=936" Slope=0.0530"" Tc=22.1 min Ul Adjusted CN=59 Runoff=16.62 cfs 1.814 af

SubcatchmentPost 1b: Post 1b Runoff Area=49,032 sf 16.57% Impervious Runoff Depth>1.38"
Flow Length=264" Slope=0.0530"" Tc=7.8 min Ul Adjusted CN=59 Runoff=1.70 cfs 0.130 af

SubcatchmentPost 1c: Post1c Runoff Area=28,115 sf 29.72% Impervious Runoff Depth>1.90"
Flow Length=497' Slope=0.0330"/" Tc=12.6 min Ul Adjusted CN=66 Runoff=1.21 cfs 0.102 af

SubcatchmentPost 1d: Post 1d Runoff Area=46,660 sf 17.82% Impervious Runoff Depth>1.45"
Flow Length=445" Slope=0.0370"" Tc=13.5 min Ul Adjusted CN=60 Runoff=1.45 cfs 0.129 af

SubcatchmentPost 1e: Post 1e Runoff Area=8,566 sf 84.33% Impervious Runoff Depth>4.12"
Flow Length=335" Slope=0.0130"" Tc=8.2 min CN=90 Runoff=0.88 cfs 0.067 af

SubcatchmentPost 1f: Post 1f Runoff Area=77,001 sf 20.66% Impervious Runoff Depth>2.48"
Flow Length=535" Slope=0.0600"" Tc=8.9 min Ul Adjusted CN=73 Runoff=4.91 cfs 0.366 af

SubcatchmentPost 1g: Post 1g Runoff Area=34,971 sf 47.68% Impervious Runoff Depth>3.50"
Flow Length=605" Slope=0.0230'"" Tc=12.3 min CN=84 Runoff=2.82 cfs 0.234 af

SubcatchmentPost 2a: Post 2a Runoff Area=689,243 sf 14.11% Impervious Runoff Depth>2.06"
Flow Length=863" Slope=0.0640"" Tc=14.9 min Ul Adjusted CN=68 Runoff=30.76 cfs 2.714 af

SubcatchmentPost 2b: Post 2b Runoff Area=12,743 sf 13.17% Impervious Runoff Depth>1.67"
Flow Length=242" Slope=0.0270"" Tc=9.2 min Ul Adjusted CN=63 Runoff=0.53 cfs 0.041 af

SubcatchmentPost 2c: Post 2¢ Runoff Area=56,127 sf 22.11% Impervious Runoff Depth>2.66"
Flow Length=499" Slope=0.0300"" Tc=11.2 min Ul Adjusted CN=75 Runoff=3.61 cfs 0.285 af
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SubcatchmentPost 2d: Post 2d Runoff Area=11,684 sf 92.94% Impervious Runoff Depth>4.80"

Flow Length=739" Slope=0.0220'/" Tc=8.5 min CN=97 Runoff=1.30 cfs 0.107 af

SubcatchmentPost 3a: Post 3a Runoff Area=221,701 sf 0.39% Impervious Runoff Depth>2.75"
Flow Length=522" Slope=0.0960 " Tc=6.9 min CN=76 Runoff=16.86 cfs 1.166 af

SubcatchmentPost 3b: Post 3b Runoff Area=7,576 sf 100.00% Impervious Runoff Depth>4.87"
Flow Length=570" Slope=0.0280"" Tc=6.0 min CN=98 Runoff=0.91 cfs 0.071 af

SubcatchmentPost 3c: Post 3¢ Runoff Area=14,201 sf 78.95% Impervious Runoff Depth>4.22"
Flow Length=571" Slope=0.0280"" Tc=8.2 min CN=91 Runoff=1.49 cfs 0.115 af

SubcatchmentPost 4a: Post 4a Runoff Area=5,922 sf 23.96% Impervious Runoff Depth>1.68"
Flow Length=105" Slope=0.0250"" Tc=6.0 min Ul Adjusted CN=63 Runoff=0.27 cfs 0.019 af

SubcatchmentPost 4b: Post 4b Runoff Area=5,403 sf 20.97% Impervious Runoff Depth>1.68"
Flow Length=112" Slope=0.0490'/* Tc=6.0 min Ul Adjusted CN=63 Runoff=0.25 cfs 0.017 af

ReachFILTERSTRIP 1A-1: FILTERSTRIP 1A-1 Avg. Flow Depth=0.35' Max Vel=0.34 fps Inflow=1.54 cfs 0.187 af
n=0.400 L=194.0' S=0.0567'" Capacity=2.83 cfs Outflow=1.34 cfs 0.185 af

ReachFILTERSTRIP 1A-2: FILTER STRIP 1A-2 Avg. Flow Depth=0.21' Max Vel=0.27 fps Inflow=1.45 cfs 0.130 af
n=0.400 L=202.0' S=0.0743'/" Capacity=7.62 cfs Outflow=1.15 cfs 0.129 af

ReachFILTERSTRIP 1A-3: FILTER STRIP 1A-3 Avg. Flow Depth=0.44' Max Vel=0.46 fps Inflow=5.38 cfs 0.481 af
n=0.400 L=177.0' S=0.0791'" Capacity=6.70 cfs Outflow=5.00 cfs 0.479 af

ReachFILTERSTRIP 2A: FILTERSTRIP 2A Avg. Flow Depth=0.43' Max Vel=0.19 fps Inflow=2.99 cfs 0.385 af
n=0.400 L=106.0" S=0.0142'" Capacity=3.97 cfs Outflow=2.81 cfs 0.381 af

Reach Filter Strip 2B: Filter Strip 2B Avg. Flow Depth=0.17' Max Vel=0.26 fps Inflow=0.53 cfs 0.041 af
n=0.240 L=225.0' S=0.0311"'/" Capacity=3.50 cfs Outflow=0.35 cfs 0.040 af

Reach Post: Post Inflow=33.38 cfs 5.858 af
Outflow=33.38 cfs 5.858 af
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Reach Post East: Post East Inflow=18.66 cfs 3.214 af

Outflow=18.66 cfs 3.214 af

Reach Post West: Post West Pond Inflow=24.11 cfs 2.644 af
Outflow=24.11 cfs 2.644 af

Reach Stream: Intermittent Stream Avg. Flow Depth=0.47' Max Vel=1.17 fps Inflow=2.38 cfs 0.185 af
n=0.040 L=438.0' S=0.0048'"" Capacity=5.56 cfs Outflow=2.02 cfs 0.184 af

Pond BASIN1: BASIN1 Peak Elev=268.09' Storage=1,596 cf Inflow=1.70 cfs 0.130 af
Discarded=0.08 cfs 0.032 af Primary=0.67 cfs 0.085 af Outflow=0.75 cfs 0.117 af

Pond BASIN 2: BASIN 2 Peak Elev=269.19"' Storage=1,184 cf Inflow=1.45cfs 0.129 af
Discarded=0.08 cfs 0.048 af Primary=1.06 cfs 0.063 af Outflow=1.14 cfs 0.110 af

Pond BASIN 3: BASIN 3 Peak Elev=269.08"' Storage=1,524 cf Inflow=3.61 cfs 0.285 af
Discarded=0.03 cfs 0.007 af Primary=2.33 cfs 0.277 af Outflow=2.36 cfs 0.285 af

Pond BASIN4: BASIN4 Peak Elev=270.08"' Storage=5,487 cf Inflow=7.64 cfs 0.600 af
Discarded=0.18 cfs 0.099 af Primary=1.23 cfs 0.324 af Secondary=4.51 cfs 0.157 af Outflow=5.56 cfs 0.580 af

Pond CB P1: CB P1 Peak Elev=272.86' Inflow=0.53 cfs 0.041 af
12.0" Round Culvert n=0.012 L=150.0' S=0.0100"'/" Outflow=0.53 cfs 0.041 af

Pond CB P2: CB P2 Peak Elev=266.22' Inflow=1.21 cfs 0.102 af
12.0" Round Culvert n=0.013 L=10.0' S=0.0100"/" Outflow=1.21 cfs 0.102 af

Pond CB P3: CB P3 Peak Elev=267.25' Inflow=0.88 cfs 0.067 af
12.0" Round Culvert n=0.012 L=10.0' S=0.0100"/" Outflow=0.88 cfs 0.067 af

Pond CB P4: CB P4 Peak Elev=270.47"' Inflow=2.82 cfs 0.234 af
12.0" Round Culvert n=0.012 L=30.0' S=0.0100"/" Outflow=2.82 cfs 0.234 af

Pond CB P5: CB P5 Peak Elev=266.32' Inflow=0.91 cfs 0.071 af
12.0" Round Culvert n=0.012 L=5.0' S=0.0100"'/" Outflow=0.91 cfs 0.071 af
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Pond CB P6: CB P6 Peak Elev=266.42" Inflow=1.49 cfs 0.115 af

12.0" Round Culvert n=0.012 L=5.0' S=0.0100"'/" Outflow=1.49 cfs 0.115 af

Pond House Infiltration: House Infiltration Peak Elev=271.53" Storage=508 cf Inflow=0.25 cfs 0.020 af
Outflow=0.01 cfs 0.009 af

Pond Post Existing Pond: Existing Pond Peak Elev=263.48" Storage=63,113 cf Inflow=33.68 cfs 3.135 af
Outflow=12.45 cfs 1.864 af

Pond Stormceptor1: Stormceptor1 Peak Elev=265.98" Inflow=1.54 cfs 0.187 af
12.0" Round Culvert n=0.013 L=80.0" S=0.0050"/" Outflow=1.54 cfs 0.187 af

Pond Stormceptor2: Stormceptor2 Peak Elev=266.42" Inflow=1.45 cfs 0.130 af
12.0" Round Culvert n=0.012 L=50.0'" S=0.0100"/" Outflow=1.45 cfs 0.130 af

Pond Stormceptor3: Stormceptor3 Peak Elev=267.52" Inflow=2.99 cfs 0.385 af
12.0" Round Culvert n=0.012 L=40.0" S=0.0100"/" Outflow=2.99 cfs 0.385 af

Pond Stormceptor4: Stormceptor4 Peak Elev=269.35' Inflow=5.38 cfs 0.481 af
12.0" Round Culvert n=0.012 L=40.0'" S=0.0150"/" Outflow=5.38 cfs 0.481 af

Pond STORMCEPTORS5: STORMCEPTORS5 Peak Elev=266.27' Inflow=2.38 cfs 0.185 af
12.0" Round Culvert n=0.012 L=20.0' S=0.0050"/" Outflow=2.38 cfs 0.185 af

Total Runoff Area = 45.037 ac Runoff Volume =7.398 af Average Runoff Depth = 1.97"
85.36% Pervious = 38.444 ac  14.64% Impervious = 6.593 ac
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Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Subcatchment House: House

0.25cfs @ 12.09 hrs, Volume=

Type Ill 24-hr 25-YR Rainfall=5.50"

0.020 af, Depth> 4.87"

Area (sf) CN  Description
2,100 98 Unconnected pavement, HSG A
* 0 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
2,100 98 Weighted Average
2,100 98 100.00% Impervious Area
2,100 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
0.2 30 0.3000 3.01 Lag/CN Method, Houses
0.2 30 Total, Increased to minimum Tc = 6.0 min
Summary for Subcatchment Post 1a: Post 1a
Runoff = 16.62 cfs @ 12.35 hrs, Volume= 1.814 af, Depth> 1.37"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type Ill 24-hr 25-YR Rainfall=5.50"
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Area (sf) CN Adj Description
3,464 98 Unconnected pavement, HSG A
66,368 98 Unconnected pavement, HSG B
6,212 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
46,666 32 Woods/grass comb., Good, HSG A
73,867 39 >75% Grass cover, Good, HSG A
158,275 58 Woods/grass comb., Good, HSG B
258,651 61 >75% Grass cover, Good, HSG B
61,008 72 Woods/grass comb., Good, HSG C
16,255 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
690,766 61 59 Weighted Average, Ul Adjusted
614,722 57 57 88.99% Pervious Area
76,044 98 98 11.01% Impervious Area
76,044 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
22.1 936 0.0530 0.71 Lag/CN Method, Post 1a

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

1.70cfs @ 12.12 hrs, Volume=

Summary for Subcatchment Post 1b: Post 1b

Type Ill 24-hr 25-YR Rainfall=5.50"

0.130 af, Depth> 1.38"
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Area (sf) CN Adj Description
3,067 98 Unconnected pavement, HSG A
5,058 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
11,103 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
29,804 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
49,032 62 59 Weighted Average, Ul Adjusted
40,907 55 55 83.43% Pervious Area
8,125 98 98 16.57% Impervious Area
8,125 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
7.8 264 0.0530 0.56 Lag/CN Method, Post 1d

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

121 cfs @ 12.19 hrs, Volume=

Summary for Subcatchment Post 1c: Post 1c

Type Ill 24-hr 25-YR Rainfall=5.50"

0.102 af, Depth> 1.90"
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Area (sf) CN Adj Description
1,896 98 Unconnected pavement, HSG A
6,460 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
21 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
19,738 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
28,115 72 66 Weighted Average, Ul Adjusted
19,759 61 61 70.28% Pervious Area
8,356 98 98 29.72% Impervious Area
8,356 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
12.6 497 0.0330 0.66 Lag/CN Method, Post 1c

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

145cfs @ 12.21 hrs, Volume=

Summary for Subcatchment Post 1d: Post 1d

Type Ill 24-hr 25-YR Rainfall=5.50"

0.129 af, Depth> 1.45"
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Area (sf) CN Adj Description
2,113 98 Unconnected pavement, HSG A
6,061 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
141 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
9,211 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
28,313 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
821 80 >75% Grass cover, Good, HSG D
46,660 64 60 Weighted Average, Ul Adjusted
38,345 56 56 82.18% Pervious Area
8,315 98 98 17.82% Impervious Area
8,315 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
13.5 445 0.0370 0.55 Lag/CN Method, Post 1d

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

0.88cfs@ 12.11 hrs, Volume=

Summary for Subcatchment Post 1e: Post 1e

Type Ill 24-hr 25-YR Rainfall=5.50"

0.067 af, Depth> 4.12"
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Area (sf) CN Description

2,800 98 Unconnected pavement, HSG A
4,424 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
809 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
533 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

8,566 90 Weighted Average
1,342 48 15.67% Pervious Area
7,224 98 84.33% Impervious Area

7,224 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.2 335 0.0130 0.68 Lag/CN Method, Post 1e

Summary for Subcatchment Post 1f: Post 1f

Runoff = 491 cfs@ 12.13 hrs, Volume= 0.366 af, Depth> 2.48"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 25-YR Rainfall=5.50"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
9,773 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,135 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
2,765 58 Woods/grass comb., Good, HSG B
29,605 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
8,761 79 Woods/grass comb., Good, HSG D
19,962 80 >75% Grass cover, Good, HSG D
77,001 76 73 Weighted Average, Ul Adjusted
61,093 70 70 79.34% Pervious Area
15,908 98 98 20.66% Impervious Area
15,908 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.9 535 0.0600 1.00 Lag/CN Method, Post 1f

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

282cfs@ 12.17 hrs, Volume=

Summary for Subcatchment Post 1g: Post 1g

Type Ill 24-hr 25-YR Rainfall=5.50"

0.234 af, Depth> 3.50"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
10,065 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,608 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
8,268 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
264 79 Woods/grass comb., Good, HSG D
9,766 80 >75% Grass cover, Good, HSG D
34,971 84 Weighted Average
18,298 71 52.32% Pervious Area
16,673 98 47.68% Impervious Area
16,673 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
12.3 605 0.0230 0.82 Lag/CN Method, Post 1g

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

30.76 cfs @ 12.22 hrs, Volume=

Summary for Subcatchment Post 2a: Post 2a

Type Ill 24-hr 25-YR Rainfall=5.50"

2.714 af, Depth> 2.06"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
61,228 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
36,052 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
197,068 58 Woods/grass comb., Good, HSG B
213,835 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
78,890 79 Woods/grass comb., Good, HSG D
102,170 80 >75% Grass cover, Good, HSG D
689,243 70 68 Weighted Average, Ul Adjusted
591,963 66 66 85.89% Pervious Area
97,280 98 98 14.11% Impervious Area
97,280 100.00% Unconnected
Tc Length Slope Velocity Capacity Description

(min)  (feet)

(ft/ft)

(ft/sec) (cfs)

14.9 863 0.0640

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

0.53cfs@ 12.14 hrs, Volume=

0.97

Summary for Subcatchment Post 2b: Post 2b

Type Ill 24-hr 25-YR Rainfall=5.50"

Lag/CN Method, Post 2a

0.041 af, Depth> 1.67"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
1,678 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
11,065 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
12,743 66 63 Weighted Average, Ul Adjusted
11,065 61 61 86.83% Pervious Area
1,678 98 98 13.17% Impervious Area
1,678 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
9.2 242 0.0270 0.44 Lag/CN Method, Post 2b

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

3.61cfs@ 12.16 hrs, Volume=

Summary for Subcatchment Post 2c: Post 2c

Type Ill 24-hr 25-YR Rainfall=5.50"

0.285 af, Depth> 2.66"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
2,740 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
9,668 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
18,069 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
25,650 80 >75% Grass cover, Good, HSG D
56,127 78 75 Weighted Average, Ul Adjusted
43,719 72 72 77.89% Pervious Area
12,408 98 98 22.11% Impervious Area
12,408 100.00% Unconnected
Tc Length Slope Velocity Capacity Description

(min)  (feet)

(ft/ft)

(ft/sec) (cfs)

11.2 499 0.0300

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

1.30cfs @ 12.12 hrs, Volume=

0.74

Summary for Subcatchment Post 2d: Post 2d

Type Ill 24-hr 25-YR Rainfall=5.50"

Lag/CN Method, Post 2¢c

0.107 af, Depth> 4.80"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
4,136 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,723 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
825 80 >75% Grass cover, Good, HSG D
11,684 97 Weighted Average
825 80 7.06% Pervious Area
10,859 98 92.94% Impervious Area
10,859 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.5 739 0.0220 1.46 Lag/CN Method, Post 2d

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

16.86 cfs @ 12.10 hrs, Volume=

Summary for Subcatchment Post 3a: Post 3a

Type Ill 24-hr 25-YR Rainfall=5.50"

1.166 af, Depth> 2.75"
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Area (sf) CN Description

0 98 Unconnected pavement, HSG A
0 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
866 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
27,594 58 Woods/grass comb., Good, HSG B
4,601 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
167,810 79 Woods/grass comb., Good, HSG D
20,830 80 >75% Grass cover, Good, HSG D

221,701 76  Weighted Average
220,835 76  99.61% Pervious Area
866 98 0.39% Impervious Area

866 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
6.9 522 0.0960 1.26 Lag/CN Method, Post 3a

Summary for Subcatchment Post 3b: Post 3b

Runoff = 091 cfs@ 12.09 hrs, Volume= 0.071 af, Depth> 4.87"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 25-YR Rainfall=5.50"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
7,576 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
7,576 98 Weighted Average
7,576 98 100.00% Impervious Area
7,576 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
5.7 570 0.0280 1.66 Lag/CN Method, Post 3b
57 570 Total, Increased to minimum Tc = 6.0 min
Summary for Subcatchment Post 3c: Post 3c
Runoff = 149 cfs @ 12.11 hrs, Volume= 0.115 af, Depth> 4.22"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type Ill 24-hr 25-YR Rainfall=5.50"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
10,644 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
568 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
2,771 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
218 80 >75% Grass cover, Good, HSG D
14,201 91 Weighted Average
2,989 62 21.05% Pervious Area
11,212 98 78.95% Impervious Area
11,212 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.2 571 0.0280 1.17 Lag/CN Method, Post 3c
Summary for Subcatchment Post 4a: Post 4a
Runoff = 0.27 cfs@ 12.10 hrs, Volume= 0.019 af, Depth> 1.68"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type Ill 24-hr 25-YR Rainfall=5.50"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
1,419 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
3,696 58 Woods/grass comb., Good, HSG B
807 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
5,922 68 63 Weighted Average, Ul Adjusted
4,503 59 59 76.04% Pervious Area
1,419 98 98 23.96% Impervious Area
1,419 100.00% Unconnected
Tc Length Slope Velocity Capacity Description

(min)  (feet)

(ft/ft)

(ft/sec) (cfs)

4.7 105 0.0250 0.38

Lag/CN Method, Post 4a

4.7 105 Total, Increased to minimum Tc = 6.0 min

Summary for Subcatchment Post 4b: Post 4b

Runoff = 0.25cfs@ 12.10 hrs, Volume= 0.017 af, Depth> 1.68"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type Ill 24-hr 25-YR Rainfall=5.50"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
1,133 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
3,625 58 Woods/grass comb., Good, HSG B
645 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

5,403 67 63 Weighted Average, Ul Adjusted
4,270 58 58 79.03% Pervious Area

1,133 98 98 20.97% Impervious Area

1,133 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)

3.6 112 0.0490 0.52 Lag/CN Method, Post 4b
3.6 112 Total, Increased to minimum Tc = 6.0 min

Summary for Reach FILTER STRIP 1A-1: FILTER STRIP 1A-1

Inflow Area = 1.771 ac, 21.36% Impervious, Inflow Depth > 1.27" for 25-YR event
Inflow = 1.54 cfs @ 12.20 hrs, Volume= 0.187 af
Outflow = 1.34 cfs @ 12.45 hrs, Volume= 0.185 af, Atten=13%, Lag= 14.6 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.34 fps, Min. Travel Time= 9.6 min
Avg. Velocity = 0.17 fps, Avg. Travel Time= 19.5 min

Peak Storage= 771 cf @ 12.45 hrs
Average Depth at Peak Storage= 0.35'
Bank-Full Depth= 0.50" Flow Area= 6.7 sf, Capacity= 2.83 cfs
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20.00" x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length=194.0' Slope= 0.0567 /"
Inlet Invert= 265.00', Outlet Invert= 254.00'

iy
Summary for Reach FILTER STRIP 1A-2: FILTER STRIP 1A-2
Inflow Area = 1.268 ac, 28.14% Impervious, Inflow Depth > 1.23" for 25-YR event
Inflow = 1.45cfs @ 12.34 hrs, Volume= 0.130 af
Outflow = 1.15cfs @ 12.47 hrs, Volume= 0.129 af, Atten=21%, Lag= 8.1 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.27 fps, Min. Travel Time= 12.4 min
Avg. Velocity = 0.10 fps, Avg. Travel Time= 33.3 min

Peak Storage= 854 cf @ 12.47 hrs
Average Depth at Peak Storage= 0.21"
Bank-Full Depth= 0.50" Flow Area= 15.7 sf, Capacity= 7.62 cfs

47.00' x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length= 202.0" Slope= 0.0743"/"
Inlet Invert= 266.00', Outlet Invert= 251.00'
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Summary for Reach FILTER STRIP 1A-3: FILTER STRIP 1A-3

Inflow Area = 2.571 ac, 29.10% Impervious, Inflow Depth > 2.25" for 25-YR event
Inflow = 5.38cfs @ 12.20 hrs, Volume= 0.481 af
Outflow = 5.00cfs@ 12.37 hrs, Volume= 0.479 af, Atten=7%, Lag= 10.3 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.46 fps, Min. Travel Time= 6.4 min
Avg. Velocity = 0.21 fps, Avg. Travel Time= 14.3 min

Peak Storage= 1,927 cf @ 12.37 hrs
Average Depth at Peak Storage= 0.44"
Bank-Full Depth= 0.50" Flow Area= 13.3 sf, Capacity= 6.70 cfs

40.00" x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length=177.0" Slope= 0.0791"/"
Inlet Invert= 267.00', Outlet Invert= 253.00'

I
Summary for Reach FILTER STRIP 2A: FILTER STRIP 2A
Inflow Area = 1.557 ac, 34.31% Impervious, Inflow Depth > 2.96" for 25-YR event
Inflow = 299 cfs@ 12.15 hrs, Volume= 0.385 af
Outflow = 2.81cfs@ 12.36 hrs, Volume= 0.381 af, Atten=6%, Lag= 12.7 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.19 fps, Min. Travel Time= 9.2 min
Avg. Velocity = 0.08 fps, Avg. Travel Time= 22.4 min
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Peak Storage= 1,559 cf @ 12.36 hrs
Average Depth at Peak Storage= 0.43'
Bank-Full Depth= 0.50" Flow Area= 18.7 sf, Capacity= 3.97 cfs

56.00' x 0.50" deep Parabolic Channel, n=0.400 Sheet flow: Woods+light brush
Length=106.0" Slope=0.0142"/"
Inlet Invert= 266.00', Outlet Invert= 264.50'

t
Summary for Reach Filter Strip 2B: Filter Strip 2B

Inflow Area = 0.293 ac, 13.17% Impervious, Inflow Depth > 1.67" for 25-YR event

Inflow = 0.53cfs@ 12.14 hrs, Volume= 0.041 af

Outflow = 0.35cfs@ 12.30 hrs, Volume= 0.040 af, Atten=34%, Lag=9.1 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 0.26 fps, Min. Travel Time= 14.5 min
Avg. Velocity = 0.12 fps, Avg. Travel Time= 30.0 min

Peak Storage= 304 cf @ 12.30 hrs
Average Depth at Peak Storage= 0.17"
Bank-Full Depth= 0.50" Flow Area= 6.7 sf, Capacity= 3.50 cfs

20.00" x 0.50' deep Parabolic Channel, n=0.240 Sheet flow over Dense Grass
Length=225.0' Slope= 0.0311"/"
Inlet Invert= 271.00', Outlet Invert= 264.00'
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Summary for Reach Post: Post

Inflow Area = 44.989 ac, 14.55% Impervious, Inflow Depth > 1.56" for 25-YR event
Inflow = 33.38cfs @ 12.54 hrs, Volume= 5.858 af
Outflow = 33.38cfs @ 12.54 hrs, Volume= 5.858 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Post East: Post East

Inflow Area = 23.262 ac, 14.00% Impervious, Inflow Depth > 1.66" for 25-YR event
Inflow = 18.66 cfs@ 12.11 hrs, Volume= 3.214 af
Outflow = 18.66 cfs@ 12.11 hrs, Volume= 3.214 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Reach Post West: Post West Pond

Inflow Area = 21.727 ac, 15.13% Impervious, Inflow Depth > 1.46" for 25-YR event
Inflow = 2411 cfs@ 12.36 hrs, Volume= 2.644 af
Outflow = 2411 cfs@ 12.36 hrs, Volume= 2.644 af, Atten=0%, Lag= 0.0 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Summary for Reach Stream: Intermittent Stream

Inflow Area = 0.500 ac, 86.27% Impervious, Inflow Depth > 4.45" for 25-YR event
Inflow = 2.38cfs@ 12.10 hrs, Volume= 0.185 af
Outflow = 202cfs@ 12.16 hrs, Volume= 0.184 af, Atten=15%, Lag= 3.7 min

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Max. Velocity= 1.17 fps, Min. Travel Time= 6.3 min
Avg. Velocity = 0.45 fps, Avg. Travel Time= 16.2 min

Peak Storage= 756 cf @ 12.16 hrs
Average Depth at Peak Storage= 0.47"
Bank-Full Depth= 0.75' Flow Area= 3.5 sf, Capacity= 5.56 cfs

7.00' x 0.75' deep Parabolic Channel, n=0.040 Winding stream, pools & shoals
Length= 438.0' Slope= 0.0048 /"
Inlet Invert= 265.10', Outlet Invert= 263.00'

Summary for Pond BASIN 1: BASIN 1

Inflow Area = 1.126 ac, 16.57% Impervious, Inflow Depth > 1.38" for 25-YR event

Inflow = 1.70 cfs @ 12.12 hrs, Volume= 0.130 af

Outflow = 0.75cfs @ 12.44 hrs, Volume= 0.117 af, Atten=56%, Lag= 19.2 min
Discarded = 0.08 cfs@ 12.44 hrs, Volume= 0.032 af

Primary = 0.67 cfs@ 12.44 hrs, Volume= 0.085 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=268.09' @ 12.44 hrs Surf.Area= 1,457 sf Storage= 1,596 cf

Plug-Flow detention time=61.7 min calculated for 0.117 af (90% of inflow)
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Center-of-Mass det. time=31.1 min ( 857.7 - 826.6 )

Volume Invert Avail.Storage Storage Description
#1 266.00' 2,116 cf Custom Stage Data (Prismatic)listed below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
266.00 358 0 0
267.00 624 491 491
268.00 1,341 983 1,474
268.40 1,873 643 2,116
Device Routing Invert Outlet Devices
#1 Discarded 266.00' 2.410 in/hr Exfiltration over Surface area
#2  Primary 268.00" 12.0" Horiz. Orifice/Grate C=0.600 Limited to weir flow at low heads
#3  Primary 267.00" 4.0" Vert. Orifice/Grate C= 0.600

Discarded OutFlow Max=0.08 cfs @ 12.44 hrs HW=268.09' (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.08 cfs)

Primary OutFlow Max=0.67 cfs @ 12.44 hrs HW=268.09' TW=265.92' (Dynamic Tailwater)

2=0rifice/Grate (Weir Controls 0.26 cfs @ 0.96 fps)
3=0Orifice/Grate (Orifice Controls 0.40 cfs @ 4.62 fps)

Summary for Pond BASIN 2: BASIN 2

Inflow Area = 1.071 ac, 17.82% Impervious, Inflow Depth > 1.45" for 25-YR event
Inflow = 145cfs @ 12.21 hrs, Volume= 0.129 af

Outflow = 1.14 cfs @ 12.36 hrs, Volume= 0.110 af, Atten=21%, Lag= 8.9 min
Discarded = 0.08 cfs @ 12.36 hrs, Volume= 0.048 af

Primary = 1.06 cfs @ 12.36 hrs, Volume= 0.063 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=269.19'@ 12.36 hrs Surf.Area= 1,430 sf Storage= 1,184 cf

Plug-Flow detention time=73.1 min calculated for 0.110 af (85% of inflow)
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Center-of-Mass det. time=30.5 min ( 859.2 - 828.8 )

Volume Invert Avail.Storage Storage Description
#1 268.00' 2,728 cf Custom Stage Data (Prismatic)listed below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
268.00 660 0 0
269.00 1,207 934 934
270.00 2,382 1,795 2,728
Device Routing Invert Outlet Devices
#1  Discarded 268.00" 2.410 in/hr Exfiltration over Surface area
#2  Primary 269.00" 15.0" Horiz. Orifice/Grate C=0.600 Limited to weir flow at low heads

Discarded OutFlow Max=0.08 cfs @ 12.36 hrs HW=269.19' (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.08 cfs)

Primary OutFlow Max=1.05 cfs @ 12.36 hrs HW=269.19' TW=266.42"' (Dynamic Tailwater)
t _2=0Orifice/Grate (Weir Controls 1.05 cfs @ 1.42 fps)

Summary for Pond BASIN 3: BASIN 3

Inflow Area = 1.288 ac, 22.11% Impervious, Inflow Depth > 2.66" for 25-YR event
Inflow = 3.61cfs@ 12.16 hrs, Volume= 0.285 af

Outflow = 236 cfs@ 12.32 hrs, Volume= 0.285 af, Atten=35%, Lag= 9.5 min
Discarded = 0.03cfs@ 12.32 hrs, Volume= 0.007 af

Primary = 233 cfs@ 12.32 hrs, Volume= 0.277 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=269.08' @ 12.32 hrs Surf.Area= 1,371 sf Storage= 1,524 cf

Plug-Flow detention time=6.4 min calculated for 0.284 af (99% of inflow)
Center-of-Mass det. time=5.5 min ( 803.6 - 798.0 )
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Volume Invert Avail.Storage Storage Description
#1 267.00' 2,181 cf Custom Stage Data (Prismatic)listed below (Recalc)

Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
267.00 157 0 0
268.00 690 424 424
269.00 1,309 1,000 1,423
269.50 1,722 758 2,181

Device Routing Invert Outlet Devices

#1  Discarded 267.00" 1.000 in/hr Exfiltration over Surface area
#2  Primary 269.00" 12.0" Horiz. Orifice/Grate C= 0.600 Limited to weir flow at low heads
#3  Primary 267.00" 8.0" Vert. Orifice/Grate C= 0.600

Discarded OutFlow Max=0.03 cfs @ 12.32 hrs HW=269.07" (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.03 cfs)

Primary OutFlow Max=2.29 cfs @ 12.32 hrs HW=269.07' TW=267.49' (Dynamic Tailwater)

2=0rifice/Grate (Weir Controls 0.18 cfs @ 0.85 fps)
3=0Orifice/Grate (Orifice Controls 2.11 cfs @ 6.04 fps)

Summary for Pond BASIN 4: BASIN 4

Inflow Area = 2.571 ac, 29.10% Impervious, Inflow Depth > 2.80" for 25-YR event
Inflow = 7.64 cfs @ 12.14 hrs, Volume= 0.600 af

Outflow = 556 cfs @ 12.20 hrs, Volume= 0.580 af, Atten=27%, Lag= 3.4 min
Discarded = 0.18 cfs@ 12.27 hrs, Volume= 0.099 af

Primary = 1.23cfs @ 12.14 hrs, Volume= 0.324 of

Secondary = 451 cfs @ 12.27 hrs, Volume= 0.157 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=270.08' @ 12.27 hrs Surf.Area= 3,301 sf Storage= 5,487 cf

Plug-Flow detention time=38.2 min calculated for 0.580 af (97% of inflow)
Center-of-Mass det. time=25.5 min ( 817.6 - 792.1)
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Volume Invert Avail.Storage Storage Description

#1 267.50' 9,305 cf Custom Stage Data (Prismatic)isted below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store

(feet) (sqg-ft) (cubic-feet) (cubic-feet)

267.50 913 0 0

268.00 1,570 621 621

269.00 2,243 1,907 2,527

270.00 3,149 2,696 5,223

271.00 5,014 4,082 9,305
Device Routing Invert Outlet Devices

#1  Discarded 267.50' 2.410 in/hr Exfiltration over Surface area
#2  Secondary 269.50' 15.0" Horiz. Orifice/Grate C= 0.600 Limited to weir flow at low heads
#3  Primary 268.00" 6.0" Vert. Orifice/Grate C= 0.600

Discarded OutFlow Max=0.18 cfs @ 12.27 hrs HW=270.08" (Free Discharge)
T _1=Exfiltration (Exfiltration Controls 0.18 cfs)

Primary OutFlow Max=1.07 cfs @ 12.14 hrs HW=269.89' TW=268.60' (Dynamic Tailwater)
T _3=0Orifice/Grate (Orifice Controls 1.07 cfs @ 5.45 fps)

Secondary OutFlow Max=4.49 cfs @ 12.27 hrs HW=270.08' TW=269.35' (Dynamic Tailwater)
2=0rifice/Grate (Orifice Controls 4.49 cfs @ 3.66 fps)

Summary for Pond CB P1: CB P1

Inflow Area = 0.293 ac, 13.17% Impervious, Inflow Depth > 1.67" for 25-YR event
Inflow = 0.53cfs@ 12.14 hrs, Volume= 0.041 af

Outflow = 0.53cfs@ 12.14 hrs, Volume= 0.041 af, Atten=0%, Lag= 0.0 min
Primary = 0.53cfs@ 12.14 hrs, Volume= 0.041 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Peak Elev=272.86'@ 12.14 hrs

Device Routing Invert Outlet Devices

#1  Primary 272.50' 12.0" Round 12" Culvert L= 150.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 272.50'/ 271.00' S=0.0100"/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.52 cfs @ 12.14 hrs HW=272.86' TW=271.15" (Dynamic Tailwater)
1=12" Culvert (Inlet Controls 0.52 cfs @ 2.05 fps)

Summary for Pond CB P2: CB P2

Inflow Area = 0.645 ac, 29.72% Impervious, Inflow Depth > 1.90" for 25-YR event
Inflow = 1.21cfs @ 12.19 hrs, Volume= 0.102 af

Outflow = 1.21cfs @ 12.19 hrs, Volume= 0.102 af, Atten=0%, Lag= 0.0 min
Primary = 1.21cfs @ 12.19 hrs, Volume= 0.102 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=266.22' @ 12.20 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.55' 12.0" Round Culvert L= 10.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.55'/ 265.45' S=0.0100'/" Cc=0.900 n=0.013, Flow Area= 0.79 sf

Primary OutFlow Max=1.14 cfs @ 12.19 hrs HW=266.22' TW=265.98"' (Dynamic Tailwater)
1=Culvert (Outlet Controls 1.14 cfs @ 2.92 fps)

Summary for Pond CB P3: CB P3

Inflow Area = 0.197 ac, 84.33% Impervious, Inflow Depth > 4.12" for 25-YR event
Inflow = 0.88cfs@ 12.11 hrs, Volume= 0.067 af

Outflow = 0.88cfs@ 12.11 hrs, Volume= 0.067 af, Atten=0%, Lag= 0.0 min
Primary = 0.88cfs@ 12.11 hrs, Volume= 0.067 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Peak Elev=267.25' @ 12.11 hrs

Device Routing Invert Outlet Devices

#1  Primary 266.70' 12.0" Round 12" Culvert L=10.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 266.70'/ 266.60' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.86 cfs @ 12.11 hrs HW=267.24' TW=266.26' (Dynamic Tailwater)
1=12" Culvert (Barrel Controls 0.86 cfs @ 2.88 fps)

Summary for Pond CB P4: CB P4

Inflow Area = 0.803 ac, 47.68% Impervious, Inflow Depth > 3.50" for 25-YR event
Inflow = 282cfs@ 12.17 hrs, Volume= 0.234 of

Outflow = 282cfs@ 12.17 hrs, Volume= 0.234 af, Atten=0%, Lag= 0.0 min
Primary = 282cfs@ 12.17 hrs, Volume= 0.234 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=270.47'@ 12.22 hrs

Device Routing Invert Outlet Devices

#1  Primary 267.90' 12.0" Round 12" Culvert L= 30.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 267.90'/ 267.60' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=2.25 cfs @ 12.17 hrs HW=270.32' TW=269.97' (Dynamic Tailwater)
1=12" Culvert (Inlet Controls 2.25 cfs @ 2.86 fps)

Summary for Pond CB P5: CB P5

Inflow Area = 0.174 ac,100.00% Impervious, Inflow Depth > 4.87" for 25-YR event
Inflow = 091 cfs@ 12.09 hrs, Volume= 0.071 af

Outflow = 091 cfs@ 12.09 hrs, Volume= 0.071 af, Atten=0%, Lag= 0.0 min
Primary = 091 cfs@ 12.09 hrs, Volume= 0.071 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Peak Elev=266.32' @ 12.14 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.50' 12.0" Round Culvert L=5.0'" CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.50'/ 265.45' S=0.0100"/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=0.00 cfs @ 12.09 hrs HW=266.22' TW=266.24' (Dynamic Tailwater)
1=Culvert ( Controls 0.00 cfs)

Summary for Pond CB P6: CB P6

Inflow Area = 0.326 ac, 78.95% Impervious, Inflow Depth > 4.22" for 25-YR event
Inflow = 149cfs @ 12.11 hrs, Volume= 0.115 af

Outflow = 149cfs @ 12.11 hrs, Volume= 0.115 af, Atten=0%, Lag= 0.0 min
Primary = 149cfs @ 12.11 hrs, Volume= 0.115 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=266.42'@ 12.14 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.50' 12.0" Round Culvert L=5.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.50'/ 265.45' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=1.21 cfs @ 12.11 hrs HW=266.37' TW=266.25" (Dynamic Tailwater)
1=Culvert (Outlet Controls 1.21 cfs @ 2.22 fps)

Summary for Pond House Infiltration: House Infiltration

Inflow Area = 0.048 ac,100.00% Impervious, Inflow Depth > 4.87" for 25-YR event
Inflow = 0.25cfs@ 12.09 hrs, Volume= 0.020 af

Outflow = 0.01cfs@ 9.60 hrs, Volume= 0.009 af, Atten=97%, Lag= 0.0 min
Discarded = 0.01cfs@ 9.60 hrs, Volume= 0.009 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
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Peak Elev=271.53'@ 15.77 hrs Surf.Area= 330 sf Storage= 508 cf

Plug-Flow detention time=156.7 min calculated for 0.009 af (46% of inflow)
Center-of-Mass det. time=53.5 min ( 788.1 - 734.6 )

Volume Invert Avail.Storage Storage Description
#1 270.00' 373 cf ADS_StormTech SC-740x 8 Inside #2
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
Row Length Adjustment= +0.44' x 6.45 sf x 2 rows
#2 269.00' 445 cf Custom Stage Data (Prismatic)isted below (Recalc)
1,485 cf Overall - 373 cf Embedded = 1,112 cf x 40.0% Voids

818 cf Total Available Storage

Elevation Surf.Area Inc.Store Cum.Store
(feet) (sqg-ft) (cubic-feet) (cubic-feet)
269.00 330 0 0
273.50 330 1,485 1,485
Device Routing Invert Outlet Devices

#1  Discarded 269.00" 1.040 in/hr Exfiltration over Surface area

Discarded OutFlow Max=0.01 cfs @ 9.60 hrs HW=269.05' (Free Discharge)
1=Exfiltration (Exfiltration Controls 0.01 cfs)

Summary for Pond Post Existing Pond: Existing Pond

Inflow Area = 17.672 ac, 15.88% Impervious, Inflow Depth > 2.13" for 25-YR event

Inflow = 33.68 cfs@ 12.22 hrs, Volume= 3.135 af

Outflow = 12.45cfs @ 12.67 hrs, Volume= 1.864 af, Atten=63%, Lag=27.2 min
Primary = 12.45cfs @ 12.67 hrs, Volume= 1.864 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=263.48' @ 12.67 hrs Surf.Area= 53,912 sf Storage= 63,113 cf

Plug-Flow detention time=149.4 min calculated for 1.858 af (59% of inflow)
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Center-of-Mass det. time=71.3 min ( 883.6 - 812.3 )

Volume Invert Avail.Storage Storage Description

#1 262.00' 64,223 cf Custom Stage Data (Prismatic) isted below (Recalc)
Elevation Surf.Area Inc.Store Cum.Store

(feet) (sqg-ft) (cubic-feet) (cubic-feet)

262.00 31,406 0 0

263.50 54,224 64,223 64,223
Device Routing Invert Outlet Devices

#1  Primary 263.30' 70.0'long x 5.0' breadth Broad-Crested Rectangular Weir

Head (feet) 0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60 1.80 2.00 2.50 3.00 3.50 4.00 4.50 5.00 5.50
Coef. (English) 2.34 2.50 2.70 2.68 2.68 2.66 2.65 2.65 2.65 2.65 2.67 2.66 2.68 2.70 2.74 2.79
2.88

Primary OutFlow Max=12.36 cfs @ 12.67 hrs HW=263.48' TW=0.00' (Dynamic Tailwater)
1=Broad-Crested Rectangular Weir(Weir Controls 12.36 cfs @ 0.99 fps)

Summary for Pond Stormceptor 1: Stormceptor 1

Inflow Area = 1.771 ac, 21.36% Impervious, Inflow Depth > 1.27" for 25-YR event
Inflow = 1.54 cfs @ 12.20 hrs, Volume= 0.187 af

Outflow = 154 cfs @ 12.20 hrs, Volume= 0.187 af, Atten=0%, Lag= 0.0 min
Primary = 154 cfs @ 12.20 hrs, Volume= 0.187 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=265.98'@ 12.20 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.20' 12.0" Round 12" Culvert L=80.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.20'/ 264.80' S=0.0050'/" Cc=0.900 n=0.013, Flow Area= 0.79 sf

Primary OutFlow Max=1.54 cfs @ 12.20 hrs HW=265.98' TW=265.31" (Dynamic Tailwater)
1=12" Culvert (Barrel Controls 1.54 cfs @ 3.21 fps)
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Summary for Pond Stormceptor 2: Stormceptor 2

Inflow Area = 1.268 ac, 28.14% Impervious, Inflow Depth > 1.23" for 25-YR event
Inflow = 145cfs @ 12.34 hrs, Volume= 0.130 af

Outflow = 145cfs @ 12.34 hrs, Volume= 0.130 af, Atten=0%, Lag= 0.0 min
Primary = 145cfs @ 12.34 hrs, Volume= 0.130 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=266.42'@ 12.35 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.50' 12.0" Round 12" Culvert L=50.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.50'/ 265.00' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=1.38 cfs @ 12.34 hrs HW=266.42" TW=266.19"' (Dynamic Tailwater)
1=12" Culvert (Outlet Controls 1.38 cfs @ 2.40 fps)

Summary for Pond Stormceptor 3: Stormceptor 3

Inflow Area = 1.557 ac, 34.31% Impervious, Inflow Depth > 2.96" for 25-YR event
Inflow = 299 cfs@ 12.15 hrs, Volume= 0.385 af

Outflow = 299 cfs@ 12.15 hrs, Volume= 0.385 af, Atten=0%, Lag= 0.0 min
Primary = 299 cfs@ 12.15 hrs, Volume= 0.385 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=267.52'@ 12.15 hrs

Device Routing Invert Outlet Devices

#1  Primary 266.40' 12.0" Round 12" Culvert L=40.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 266.40'/ 266.00' S=0.0100'/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=2.98 cfs @ 12.15 hrs HW=267.52' TW=266.39' (Dynamic Tailwater)
T 1=12" culvert (Inlet Controls 2.98 cfs @ 3.80 fps)
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Summary for Pond Stormceptor 4: Stormceptor 4

Inflow Area = 2.571 ac, 29.10% Impervious, Inflow Depth > 2.25" for 25-YR event
Inflow = 5.38cfs@ 12.20 hrs, Volume= 0.481 af

Outflow = 5.38cfs@ 12.20 hrs, Volume= 0.481 af, Atten=0%, Lag= 0.0 min
Primary = 5.38cfs@ 12.20 hrs, Volume= 0.481 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=269.35'@ 12.27 hrs

Device Routing Invert Outlet Devices

#1  Primary 266.60' 12.0" Round 12" Culvert L=40.0' CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 266.60'/ 266.00' S=0.0150"/" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=5.28 cfs @ 12.20 hrs HW=269.31' TW=267.36"' (Dynamic Tailwater)
1=12" Culvert (Inlet Controls 5.28 cfs @ 6.72 fps)

Summary for Pond STORMCEPTOR 5: STORMCEPTOR 5

Inflow Area = 0.500 ac, 86.27% Impervious, Inflow Depth > 4.45" for 25-YR event
Inflow = 2.38cfs@ 12.10 hrs, Volume= 0.185 af

Outflow = 2.38cfs@ 12.10 hrs, Volume= 0.185 af, Atten=0%, Lag= 0.0 min
Primary = 2.38cfs@ 12.10 hrs, Volume= 0.185 af

Routing by Dyn-Stor-Ind method, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Peak Elev=266.27'@ 12.10 hrs

Device Routing Invert Outlet Devices

#1  Primary 265.20' 12.0" Round Culvert L=20.0'" CPP, square edge headwall, Ke= 0.500
Inlet / Outlet Invert= 265.20'/ 265.10' S=0.0050"" Cc=0.900 n=0.012, Flow Area= 0.79 sf

Primary OutFlow Max=2.37 cfs @ 12.10 hrs HW=266.27' TW=265.54' (Dynamic Tailwater)
T 1=culvert (Barrel Controls 2.37 cfs @ 3.52 fps)
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Time span=5.00-20.00 hrs, dt=0.05 hrs, 301 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Dyn-Stor-Ind method - Pond routing by Dyn-Stor-Ind method

SubcatchmentHouse: House Runoff Area=2,100 sf 100.00% Impervious Runoff Depth>6.51"
Flow Length=30" Slope=0.3000'/" Tc=6.0 min CN=98 Runoff=0.34 cfs 0.026 af

SubcatchmentPost 1a: Post 1a Runoff Area=690,766 sf 11.01% Impervious Runoff Depth>2.48"
Flow Length=936" Slope=0.0530"" Tc=22.1 min Ul Adjusted CN=59 Runoff=31.42 cfs 3.271 af

SubcatchmentPost 1b: Post 1b Runoff Area=49,032 sf 16.57% Impervious Runoff Depth>2.49"
Flow Length=264" Slope=0.0530"" Tc=7.8 min Ul Adjusted CN=59 Runoff=3.22 cfs 0.234 af

SubcatchmentPost 1c: Post1c Runoff Area=28,115 sf 29.72% Impervious Runoff Depth>3.18"
Flow Length=497' Slope=0.0330"/" Tc=12.6 min Ul Adjusted CN=66 Runoff=2.06 cfs 0.171 af

SubcatchmentPost 1d: Post 1d Runoff Area=46,660 sf 17.82% Impervious Runoff Depth>2.58"
Flow Length=445" Slope=0.0370"" Tc=13.5 min Ul Adjusted CN=60 Runoff=2.69 cfs 0.230 af

SubcatchmentPost 1e: Post 1e Runoff Area=8,566 sf 84.33% Impervious Runoff Depth>5.78"
Flow Length=335" Slope=0.0130"" Tc=8.2 min CN=90 Runoff=1.22 cfs 0.095 af

SubcatchmentPost 1f: Post 1f Runoff Area=77,001 sf 20.66% Impervious Runoff Depth>3.91"
Flow Length=535" Slope=0.0600"" Tc=8.9 min Ul Adjusted CN=73 Runoff=7.71 cfs 0.577 af

SubcatchmentPost 1g: Post 1g Runoff Area=34,971 sf 47.68% Impervious Runoff Depth>5.11"
Flow Length=605" Slope=0.0230"/" Tc=12.3 min CN=84 Runoff=4.04 cfs 0.342 af

SubcatchmentPost 2a: Post 2a Runoff Area=689,243 sf 14.11% Impervious Runoff Depth>3.38"
Flow Length=863" Slope=0.0640"" Tc=14.9 min Ul Adjusted CN=68 Runoff=51.05 cfs 4.461 af

SubcatchmentPost 2b: Post 2b Runoff Area=12,743 sf 13.17% Impervious Runoff Depth>2.88"
Flow Length=242" Slope=0.0270"'" Tc=9.2 min Ul Adjusted CN=63 Runoff=0.93 cfs 0.070 af

SubcatchmentPost 2c: Post 2¢ Runoff Area=56,127 sf 22.11% Impervious Runoff Depth>4.12"
Flow Length=499" Slope=0.0300"" Tc=11.2 min Ul Adjusted CN=75 Runoff=5.57 cfs 0.443 af
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SubcatchmentPost 2d: Post 2d Runoff Area=11,684 sf 92.94% Impervious Runoff Depth>6.44"

Flow Length=739" Slope=0.0220'/" Tc=8.5 min CN=97 Runoff=1.74 cfs 0.144 af

SubcatchmentPost 3a: Post 3a Runoff Area=221,701 sf 0.39% Impervious Runoff Depth>4.24"
Flow Length=522" Slope=0.0960 " Tc=6.9 min CN=76 Runoff=25.75 cfs 1.797 af

SubcatchmentPost 3b: Post 3b Runoff Area=7,576 sf 100.00% Impervious Runoff Depth>6.51"
Flow Length=570" Slope=0.0280"" Tc=6.0 min CN=98 Runoff=1.22 cfs 0.094 af

SubcatchmentPost 3c: Post 3¢ Runoff Area=14,201 sf 78.95% Impervious Runoff Depth>5.88"
Flow Length=571" Slope=0.0280"" Tc=8.2 min CN=91 Runoff=2.04 cfs 0.160 af

SubcatchmentPost 4a: Post 4a Runoff Area=5,922 sf 23.96% Impervious Runoff Depth>2.89"
Flow Length=105" Slope=0.0250"" Tc=6.0 min Ul Adjusted CN=63 Runoff=0.48 cfs 0.033 af

SubcatchmentPost 4b: Post 4b Runoff Area=5,403 sf 20.97% Impervious Runoff Depth>2.89"
Flow Length=112" Slope=0.0490'/* Tc=6.0 min Ul Adjusted CN=63 Runoff=0.44 cfs 0.030 af

ReachFILTERSTRIP 1A-1: FILTERSTRIP 1A-1 Avg. Flow Depth=0.57' Max Vel=0.46 fps Inflow=4.47 cfs 0.352 af
n=0.400 L=194.0' S=0.0567'" Capacity=2.83 cfs Outflow=3.70 cfs 0.350 af

ReachFILTERSTRIP 1A-2: FILTER STRIP 1A-2 Avg. Flow Depth=0.31'" Max Vel=0.35 fps Inflow=3.26 cfs 0.251 af
n=0.400 L=202.0' S=0.0743'/" Capacity=7.62 cfs Outflow=2.66 cfs 0.249 af

ReachFILTERSTRIP 1A-3: FILTER STRIP 1A-3 Avg. Flow Depth=0.48'" Max Vel=0.49 fps Inflow=8.69 cfs 0.776 af
n=0.400 L=177.0' S=0.0791'" Capacity=6.70 cfs Outflow=6.10 cfs 0.773 af

ReachFILTERSTRIP 2A: FILTERSTRIP 2A Avg. Flow Depth=0.55' Max Vel=0.22 fps Inflow=5.43 cfs 0.577 af
n=0.400 L=106.0" S=0.0142'/" Capacity=3.97 cfs Outflow=4.81 cfs 0.573 af

Reach Filter Strip 2B: Filter Strip 2B Avg. Flow Depth=0.23' Max Vel=0.32 fps Inflow=0.93 cfs 0.070 af
n=0.240 L=225.0' S=0.0311"'/" Capacity=3.50 cfs Outflow=0.67 cfs 0.069 af

Reach Post: Post Inflow=118.47 cfs 10.575 af
Outflow=118.47 cfs 10.575 af
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Reach Post East: Post East Inflow=76.07 cfs 5.870 af

Outflow=76.07 cfs 5.870 af

Reach Post West: Post West Pond Inflow=44.12 cfs 4.705 af
Outflow=44.12 cfs 4.705 af

Reach Stream: Intermittent Stream Avg. Flow Depth=0.54' Max Vel=1.29 fps Inflow=3.23 cfs 0.254 af
n=0.040 L=438.0' S=0.0048'"" Capacity=5.56 cfs Outflow=2.79 cfs 0.253 af

Pond BASIN1: BASIN1 Peak Elev=268.34"' Storage=2,011 cf Inflow=3.22 cfs 0.234 af
Discarded=0.10 cfs 0.039 af Primary=2.42 cfs 0.181 af Outflow=2.52 cfs 0.220 af

Pond BASIN 2: BASIN 2 Peak Elev=269.33"' Storage=1,401 cf Inflow=2.69 cfs 0.230 af
Discarded=0.09 cfs 0.052 af Primary=2.47 cfs 0.156 af Outflow=2.56 cfs 0.209 af

Pond BASIN 3: BASIN 3 Peak Elev=269.60"' Storage=2,181 cf Inflow=5.57 cfs 0.443 af
Discarded=0.04 cfs 0.009 af Primary=4.33 cfs 0.433 af Outflow=4.37 cfs 0.442 af

Pond BASIN4: BASIN4 Peak Elev=270.97' Storage=9,136 cf Inflow=11.62 cfs 0.919 af
Discarded=0.28 cfs 0.120 af Primary=1.56 cfs 0.428 af Secondary=7.13 cfs 0.348 af Outflow=8.96 cfs 0.896 af

Pond CB P1: CB P1 Peak Elev=273.00' Inflow=0.93 cfs 0.070 af
12.0" Round Culvert n=0.012 L=150.0' S=0.0100"'/" Outflow=0.93 cfs 0.070 af

Pond CB P2: CB P2 Peak Elev=268.06' Inflow=2.06 cfs 0.171 af
12.0" Round Culvert n=0.013 L=10.0' S=0.0100"/" Outflow=2.06 cfs 0.171 af

Pond CB P3: CB P3 Peak Elev=267.36' Inflow=1.22 cfs 0.095 af
12.0" Round Culvert n=0.012 L=10.0' S=0.0100"/" Outflow=1.22 cfs 0.095 af

Pond CB P4: CB P4 Peak Elev=271.49' Inflow=4.04 cfs 0.342 af
12.0" Round Culvert n=0.012 L=30.0' S=0.0100"/" Outflow=4.04 cfs 0.342 af

Pond CB P5: CB P5 Peak Elev=266.70' Inflow=1.22 cfs 0.094 af
12.0" Round Culvert n=0.012 L=5.0' S=0.0100"'/" Outflow=1.22 cfs 0.094 af
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Pond CB P6: CB P6 Peak Elev=266.89" Inflow=2.04 cfs 0.160 af

12.0" Round Culvert n=0.012 L=5.0' S=0.0100"'/" Outflow=2.04 cfs 0.160 af

Pond House Infiltration: House Infiltration Peak Elev=273.01" Storage=754 cf Inflow=0.34 cfs 0.026 af
Outflow=0.01 cfs 0.009 af

Pond Post Existing Pond: Existing Pond Peak Elev=263.79" Storage=64,223 cf Inflow=55.91 cfs 5.103 af
Outflow=60.66 cfs 3.820 af

Pond Stormceptor1: Stormceptor1 Peak Elev=267.81" Inflow=4.47 cfs 0.352 af
12.0" Round Culvert n=0.013 L=80.0" S=0.0050"/" Outflow=4.47 cfs 0.352 af

Pond Stormceptor2: Stormceptor2 Peak Elev=266.99' Inflow=3.26 cfs 0.251 af
12.0" Round Culvert n=0.012 L=50.0'" S=0.0100"/" Outflow=3.26 cfs 0.251 af

Pond Stormceptor3: Stormceptor3 Peak Elev=268.96" Inflow=5.43 cfs 0.577 af
12.0" Round Culvert n=0.012 L=40.0'" S=0.0100"/" Outflow=5.43 cfs 0.577 af

Pond Stormceptor4: Stormceptor4 Peak Elev=272.69' Inflow=8.69 cfs 0.776 af
12.0" Round Culvert n=0.012 L=40.0'" S=0.0150"/" Outflow=8.69 cfs 0.776 af

Pond STORMCEPTORS5: STORMCEPTORS5 Peak Elev=266.63' Inflow=3.23 cfs 0.254 af
12.0" Round Culvert n=0.012 L=20.0' S=0.0050"/" Outflow=3.23 cfs 0.254 af

Total Runoff Area = 45.037 ac Runoff Volume =12.177 af Average Runoff Depth = 3.24"
85.36% Pervious = 38.444 ac  14.64% Impervious = 6.593 ac
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Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Summary for Subcatchment House: House

0.34 cfs@ 12.09 hrs, Volume=

Type Ill 24-hr 100-YR Rainfall=7.30"

0.026 af, Depth> 6.51"

Area (sf) CN  Description
2,100 98 Unconnected pavement, HSG A
* 0 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
2,100 98 Weighted Average
2,100 98 100.00% Impervious Area
2,100 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
0.2 30 0.3000 3.01 Lag/CN Method, Houses
0.2 30 Total, Increased to minimum Tc = 6.0 min
Summary for Subcatchment Post 1a: Post 1a
Runoff = 3142 cfs@ 12.33 hrs, Volume= 3.271 af, Depth> 2.48"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

Type Ill 24-hr 100-YR Rainfall=7.30"
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Area (sf) CN Adj Description
3,464 98 Unconnected pavement, HSG A
66,368 98 Unconnected pavement, HSG B
6,212 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
46,666 32 Woods/grass comb., Good, HSG A
73,867 39 >75% Grass cover, Good, HSG A
158,275 58 Woods/grass comb., Good, HSG B
258,651 61 >75% Grass cover, Good, HSG B
61,008 72 Woods/grass comb., Good, HSG C
16,255 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
690,766 61 59 Weighted Average, Ul Adjusted
614,722 57 57 88.99% Pervious Area
76,044 98 98 11.01% Impervious Area
76,044 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
22.1 936 0.0530 0.71 Lag/CN Method, Post 1a

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

3.22cfs@ 12.12 hrs, Volume=

Summary for Subcatchment Post 1b: Post 1b

Type Ill 24-hr 100-YR Rainfall=7.30"

0.234 af, Depth> 2.49"
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Area (sf) CN Adj Description
3,067 98 Unconnected pavement, HSG A
5,058 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
11,103 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
29,804 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
49,032 62 59 Weighted Average, Ul Adjusted
40,907 55 55 83.43% Pervious Area
8,125 98 98 16.57% Impervious Area
8,125 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
7.8 264 0.0530 0.56 Lag/CN Method, Post 1d

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

206 cfs@ 12.18 hrs, Volume=

Summary for Subcatchment Post 1c: Post 1c

Type Ill 24-hr 100-YR Rainfall=7.30"

0.171 af, Depth> 3.18"
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Area (sf) CN Adj Description
1,896 98 Unconnected pavement, HSG A
6,460 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
21 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
19,738 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
28,115 72 66 Weighted Average, Ul Adjusted
19,759 61 61 70.28% Pervious Area
8,356 98 98 29.72% Impervious Area
8,356 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
12.6 497 0.0330 0.66 Lag/CN Method, Post 1c

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

269cfs@ 12.20 hrs, Volume=

Summary for Subcatchment Post 1d: Post 1d

Type Ill 24-hr 100-YR Rainfall=7.30"

0.230 af, Depth> 2.58"
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Area (sf) CN Adj Description
2,113 98 Unconnected pavement, HSG A
6,061 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
141 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
9,211 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
28,313 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
821 80 >75% Grass cover, Good, HSG D
46,660 64 60 Weighted Average, Ul Adjusted
38,345 56 56 82.18% Pervious Area
8,315 98 98 17.82% Impervious Area
8,315 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
13.5 445 0.0370 0.55 Lag/CN Method, Post 1d

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

1.22cfs @ 12.11 hrs, Volume=

Summary for Subcatchment Post 1e: Post 1e

Type Ill 24-hr 100-YR Rainfall=7.30"

0.095 af, Depth> 5.78"
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Area (sf) CN Description

2,800 98 Unconnected pavement, HSG A
4,424 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
809 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
533 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D

8,566 90 Weighted Average
1,342 48 15.67% Pervious Area
7,224 98 84.33% Impervious Area

7,224 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.2 335 0.0130 0.68 Lag/CN Method, Post 1e

Summary for Subcatchment Post 1f: Post 1f

Runoff = 7.71cfs@ 12.13 hrs, Volume= 0.577 af, Depth> 3.91"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type Il 24-hr 100-YR Rainfall=7.30"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
9,773 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,135 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
2,765 58 Woods/grass comb., Good, HSG B
29,605 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
8,761 79 Woods/grass comb., Good, HSG D
19,962 80 >75% Grass cover, Good, HSG D
77,001 76 73 Weighted Average, Ul Adjusted
61,093 70 70 79.34% Pervious Area
15,908 98 98 20.66% Impervious Area
15,908 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
8.9 535 0.0600 1.00 Lag/CN Method, Post 1f

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

404 cfs@ 12.17 hrs, Volume=

Summary for Subcatchment Post 1g: Post 1g

Type Ill 24-hr 100-YR Rainfall=7.30"

0.342 af, Depth> 5.11"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
10,065 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,608 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
8,268 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
264 79 Woods/grass comb., Good, HSG D
9,766 80 >75% Grass cover, Good, HSG D
34,971 84 Weighted Average
18,298 71 52.32% Pervious Area
16,673 98 47.68% Impervious Area
16,673 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
12.3 605 0.0230 0.82 Lag/CN Method, Post 1g

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

51.05cfs @ 12.21 hrs, Volume=

Summary for Subcatchment Post 2a: Post 2a

Type Ill 24-hr 100-YR Rainfall=7.30"

4.461 af, Depth> 3.38"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
61,228 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
36,052 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
197,068 58 Woods/grass comb., Good, HSG B
213,835 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
78,890 79 Woods/grass comb., Good, HSG D
102,170 80 >75% Grass cover, Good, HSG D
689,243 70 68 Weighted Average, Ul Adjusted
591,963 66 66 85.89% Pervious Area
97,280 98 98 14.11% Impervious Area
97,280 100.00% Unconnected
Tc Length Slope Velocity Capacity Description

(min)  (feet)

(ft/ft)

(ft/sec) (cfs)

14.9 863 0.0640

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

0.93cfs@ 12.14 hrs, Volume=

0.97

Summary for Subcatchment Post 2b: Post 2b

Type Ill 24-hr 100-YR Rainfall=7.30"

Lag/CN Method, Post 2a

0.070 af, Depth> 2.88"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
1,678 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
0 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
11,065 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
0 80 >75% Grass cover, Good, HSG D
12,743 66 63 Weighted Average, Ul Adjusted
11,065 61 61 86.83% Pervious Area
1,678 98 98 13.17% Impervious Area
1,678 100.00% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
9.2 242 0.0270 0.44 Lag/CN Method, Post 2b

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

557 cfs@ 12.16 hrs, Volume=

Summary for Subcatchment Post 2c: Post 2c

Type Ill 24-hr 100-YR Rainfall=7.30"

0.443 af, Depth> 4.12"
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Area (sf) CN Adj Description
0 98 Unconnected pavement, HSG A
2,740 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
9,668 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
18,069 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74 >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
25,650 80 >75% Grass cover, Good, HSG D
56,127 78 75 Weighted Average, Ul Adjusted
43,719 72 72 77.89% Pervious Area
12,408 98 98 22.11% Impervious Area
12,408 100.00% Unconnected
Tc Length Slope Velocity Capacity Description

(min)  (feet)

(ft/ft)

(ft/sec) (cfs)

11.2 499 0.0300

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs

1.74 cfs @ 12.12 hrs, Volume=

0.74

Summary for Subcatchment Post 2d: Post 2d

Type Ill 24-hr 100-YR Rainfall=7.30"

Lag/CN Method, Post 2¢c

0.144 af, Depth> 6.44"
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Area (sf) CN Description
0 98 Unconnected pavement, HSG A
4,136 98 Unconnected pavement, HSG B
0 98 Unconnected pavement, HSG C
6,723 98 Unconnected pavement, HSG D
0 32 Woods/grass comb., Good, HSG A
0 39 >75% Grass cover, Good, HSG A
0 58 Woods/grass comb., Good, HSG B
0 61 >75% Grass cover, Good, HSG B
0 72 Woods/grass comb., Good, HSG C
0 74  >75% Grass cover, Good, HSG C
0 79 Woods/grass comb., Good, HSG D
825 80 >75% Grass cover, Good, HSG D
11,684 97 Weighted Average
825 80 7.06% Pervious Area
10,859 98 92.94% Impervious Area
10,859 100.00% Unconnected
Tc